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SCOPE OF WORK

PHASE 1 INCLUDES CONSTRUCTION OF (1) EVENT

CENTER BUILDING AND ASSOCIATED SITE WORK.

MASTER CAMPUS PLAN INCLUDES REPLACEMENT OF

CLASSROOM AND ADMINISTRATIVE BUILDINGS,

RECONFIGURED PARKING LOTS, AND RELATED SITE

WORK.

1. Existing construction data shown on the drawings was

obtained from available drawings.  The contractor shall

verify all existing conditions and shall notify the architect

of all exceptions before proceeding with the work.

2. See architectural drawings for layout dimensions and

elevations except where indicated otherwise.

3. All discrepancies between drawings shall be clarified with

the architect prior to proceeding with work.

4. In the event that certain features of the construction are

not fully shown or detailed on the drawings or called for in

the general notes, then their construction shall be of the

same character as similar conditions that are shown or

called for.

5. Dimensions, elevations, and existing conditions shall be

checked and verified on the job site by each contractor.

Errors, ommisions or discrepancies shall be reported to

the architect before work begins or supplies are ordered.

6. Verify electrical, mechanical, fire alarm, telephone and

security requirements before construction begins.

7. Work shall be performed in conformance with local,

county, state and federal codes, laws, and regulations

applicable to this work.

8. Any item identified to be demolished, removed or

relocated is to be completely removed, including but not

limited to any concealed items (pipes, curbs, framing,

beams, fasteners, etc.).  All items within a demolished

area that must be rerouted in order to maintain continuity

shall be done so in accordance with appropriate

specification sections in the project manual at no

additional cost.  If no specification can be found within the

project manual, then continuity shall be maintained by

current standard methods for construction but not lesser

in quality than existing.  Any area of demolition or removal

shall be left in a completely finished condition as outlined

in the project manual.

9. All case work to be attached to walls and floors as

indicated on drawings.  If no specific detail is referenced,

use the details referenced for similar conditions on other

casework.

10. Food handling facilities shall comply with local/ county

health department requirements.

11. On Architectural, Civil, Landscape, and Plumbing

sections, materials and their installation shall comply with

applicable codes, standards, and manufacturer's

recommendations.

1. ALL WORK SHALL CONFORM TO 2016 EDITION

TITLE 24, CALIFORNIA CODE OF REGULATIONS

(CCR).

2. A COPY OF PARTS 1 AND 2, TITLE 24, CALIFORNIA

CODE OF REGULATIONS (CCR) SHALL BE KEPT ON

THE JOB SITE AT ALL TIMES.

3. FABRICATION AND INSTALLATION OF DEFERRED

SUBMITTAL ITEMS SHALL NOT BE STARTED UNTIL

CONTRACTOR'S DRAWINGS, SPECIFICATIONS,

AND ENGINEERING CALCULATIONS FOR THE

ACTUAL SYSTEMS TO BE INSTALLED HAVE BEEN

ACCEPTED AND SIGNED BY THE ARCHITECT OR

STRUCTURAL ENGINEER AND APPROVED BY THE

DSA. LIST DEFERRED SUBMITTAL ITEMS FOR THIS

PROJECT.

4. CHANGE TO THE APPROVED DRAWINGS AND

SPECIFICATIONS SHALL BE MADE BY ADDENDA OR

CONSTRUCTION CHANGE DOCUMENT (CCD)

APPROVED BY DSA, AS REQUIRED BY SECTION

4-338, PART 1, TITLE 24, CCR.

5. ALL CONSTRUCTION CHANGE DOCUMENTS

(CCD'S) AND ADDENDA TO BE SIGNED BY

ARCHITECT AND THE OWNER AND APPROVED BY

DSA.

6. A CERTIFIED PROJECT INSPECTOR EMPLOYED BY

THE DISTRICT (OWNER) AND APPROVED BY DSA

SHALL PROVIDE CONTINUOUS INSPECTION OF

THE WORK. THE DUTIES OF THE INSPECTOR ARE

DEFINED IN SECTION 4-342, PART 1, TITLE 24, CCR.

7. A DSA ACCEPTED TESTING LABORATORY

DIRECTLY EMPLOYED BY THE DISTRICT (OWNER)

SHALL CONDUCT ALL THE REQUIRED TESTS AND

INSPECTIONS FOR THE PROJECT.

8. ALL TESTS TO CONFORM TO THE REQUIREMENTS

OF SECTION 4-335, PART 1, TITLE 24, AND

APPROVED TESTS AND INSPECTIONS SHEET.

9. TESTS OF MATERIALS SHALL AND TESTING

LABORATORY SHALL BE IN ACCORDANCE WITH

SECTION 4-335, PART 1, TITLE 24 AND THE

DISTRICT SHALL EMPLOY AND PAY THE

LABORATORY. COSTS OF RE-TEST SHALL BE PER

GENERAL CONDITIONS.

10. THE INTENT OF THESE DRAWINGS AND

SPECIFICATIONS IS THAT THE WORK OF

ALTERATION, REHABILITATION OR

RECONSTRUCTION IS TO BE IN ACCORDANCE

WITH TITLE 24, CCR. SHOULD ANY EXISTING

CONDITIONS SUCH AS DETERIORATION OR

NON-COMPLYING CONSTRUCTION BE

DISCOVERED WHICH IS NOT COVERED BY THE

CONTRACT DOCUMENTS WHEREIN THE FINISHED

WORK WILL NOT COMPLY WITH TITLE 24, CCR, A

CONSTRUCTION CHANGE DOCUMENT OR A

SEPARATE SET OF PLANS AND SPECIFICATIONS,

DETAILING AND SPECIFYING THE REQUIRED

WORK SHALL BE SUBMITTED TO AND APPROVED

BY DSA BEFORE PROCEEDING WITH THE WORK.

(SECTION 4-317(c), PART 1, TITLE 24, CCR)

11. GRADING PLANS, DRAINAGE IMPROVEMENTS,

ROAD AND ACCESS REQUIREMENTS AND

ENVIRONMENTAL HEALTH CONSIDERATIONS

SHALL COMPLY WITH ALL LOCAL ORDINANCES.

12. CONTRACTOR, INSPECTOR, ARCHITECT, AND

ENGINEERS SHALL SUBMIT VERIFIED REPORTS

(FORM SSS-6) IN ACCORDANCE WITH SECTIONS

4-335 AND 4-343, PART 1, TITLE 24.

13. THE ARCHITECT AND THE STRUCTURAL ENGINEER

SHALL PERFORM THEIR DUTIES IN ACCORDANCE

WITH SECTIONS 4-333(a) AND 4-341, PART 1, TITLE

24.

14. THE CONTRACTOR SHALL PERFORM HIS/HER

DUTIES IN ACCORDANCE WITH SECTIONS 4-335

AND 4-343, PART1, TITLE 24.

PROJECT NOTES

Americans with Disabilities Act (ADA), Title II/III (Appendix A of 28

CFR Parts 35 & 36), 2010 standards for accessible design

Note:  Compliance with CFC Chapter 33, Fire Safety during

Construction and Demolition and CBC Chapter 33, Safety During

Construction will be enforced.

Note: Some codes may not apply if work regulated by

such code is not within the scope of this project.

Emergency vehicle access roads and on-site fire hydrants shall

be in service and operable prior to loading the site with

combustible materials.

NEW EVENT CENTER BUILDING:

WOOD CONSTRUCTION

1 STORY

CONSTRUCTION TYPE: VB- FULLY SPRINKLERED

OCCUPANCY TYPE: A-2

15,000 SF BUILDING FOOTPRINT

LIST OF 2016 CALIFORNIA CODE OF REGULATIONS (C.C.R.) as

of January 1, 2016:

2016 California Administrative Code (CAC), Part I, Title 24 C.C.R

2016  California Building Code (CBC) Part 2, Title 24 C.C.R. (2015

International Building Code with 2016 California 

Amendments)

2016  California Electric Code (CEC), Part 3, Title 24 C.C.R. (2014

National Electric Code with 2016 California Amendments)

2016  California Mechanical Code (CMC), Part 4, Title 24 C.C.R.

(2015 Uniform Mechanical Code with 2016 California 

Amendments)

2016  California Plumbing Code (CPC), Part 5, Title 24 C.C.R. (2015

Uniform Plumbing Code with 2016 California Amendments)

2016  California Energy Code (CEnC), Part 6, Title 24 C.C.R.

2016 California Historical Building Code (CHBC), Part 8, Title 24

C.C.R. (2016 California Amendments)

2016  California Fire Code (CFC), Part 9, Title 24 C.C.R. (2015 

International Fire Code with 2016 California Amendments)

2016  California Existing Building Code (CEBC). Part 10, Title 24

C.C.R. (2015 International Existing Building Code and 2016

California Amendments)

2016  California Green Building Standards Code (CALGreen), Part

11, Title 24 C.C.R.

2016  California Referenced Standards Code, Part 12, Title 24 

C.C.R. Title-19 (C.C.R.), Public Safety, State Fire Marshal

Regulations.

2013 ASME A17.1/CSA B44-13 Safety Code for Elevators and 

Escalators

PARTIAL LIST OF APPLICABLE STANDARDS

NFPA 13 Automatic Sprinkler Systems, 2016 (CA Amended)

NFPA 14 Standpipe and Hose Systems, 2013 (CA Amended)

NFPA 17 Dry Chemical Extinguishing Systems, 2013 edition

NFPA 17A Wet Chemical Extinguishing Systems, 2013 edition

NFPA 20 Stationary Fire Pumps for Fire Protection, 2016 edition

NFPA 22 Water Tanks for Private Fire Protection, 2013 edition

NFPA 24 Private Fire Service Mains, 2016 Edition (CA 

Amended)

NFPA 25 Inspection, Testing and Maintenance of Water Based

Fire Protection System, 2013 California edition

NFPA 37 Installation and Use of Stationary Combustion Engines

and Gas Turbines, 2015 Edition.

NFPA 72 National Fire Alarm and Signaling Code, 2016 edition

(CA Amended)

NFPA 80 Fire Doors and Other Opening Protectives, 2016 edition

NFPA 101 Life Safety Code, 2015 edition

NFPA 110 Emergency and Standby Power Systems, 2016 edition

NFPA 170 Standard for Fire Safety and Emergency Symbols, 

2015 edition

NFPA 221 Standard for High Challenge Fire Walls, Fire Walls, and

Fire Barrier Walls, 2015 edition

NFPA 2001 Clean Agent Fire Extinguishing System, 2015 edition

ICC 300 Standards on Bleachers, Folding and Telescopic 

Seating, and Grandstands, 2012 edition

SFM 12-10-1 Power Operated Exit Doors

SFM 12-10-2 Single Point Latching or Locking Devices

SFM 12-10-3 Emergency Exit and Panic Hardware

UL 38 Manual Operating Signal Boxes, 1999 edition w/ 

revisions through February 2, 2005as amended.

UL 268 Smoke Detector for Fire Protective Signaling Systems,

2009 edition

UL 268A Smoke Detectors Duct Applications, 1998 edition 

w/ revisions through October 22, 2013

UL 294 Standard for Access Control System Units

UL 305 Standard Panic Hardware

UL 346 Waterflow Indicators for Fire Protective Signaling 

System, 2005 edition

UL 464 Audible Signal Appliances, 2003 edition

UL 521 Heat Detectors for Fire Protective Signaling Systems,

2005 edition

UL 864 Control Units for Fire Protective Signaling Systems,

2003 edition w/ revisions through July 14, 2005

UL 2034 Standard for Single- and Multiple Carbon Monoxide

Alarms, 2008 edition w/ revisions through February 

2009.

Notes:

1. Compliance with CFC Chapter 33, Fire Safety during Construction

and Demolition and CBC Chapter 33, Safety During Construction

will be enforced.

2. Some codes may not apply if work regulated by

such code is not within the scope of this project.

Brio Engineering

2858 Stevens Creek Boulevard,

Suite 208

San Jose, CA 95128

(408) 241-5494

(408) 241-5493 (Fax)
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(E) FIRE HYDRANT TO REMAIN

(E) CHAIN LINK FENCE TO REMAIN

PROPERTY LINE

(E)

1.  CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS PRIOR TO

COMMENCEMENT OF WORK. EXISTING OVERALL SITE FEATURES ARE SHOWN

FOR REFERENCE ONLY.  EXACT SIZES AND LOCATIONS MAY NOT BE TRUE TO

SCALE.

2. CONTRACTOR TO PROTECT ALL (E) SITE FEATURES TO REMAIN FROM DAMAGE

INCLUDING BUT NOT LIMITED TO, STRUCTURES, UTILITIES, TREES,

LANDSCAPING AND SITE WORK.

3. REFER TO CIVIL DRAWINGS FOR MORE INFORMATION.
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LOCATION MAP:  SEE TITLE SHEET A0.01 VICINITY MAP

TOTAL ACREAGE:
NET:            9.13 ACRES

GROSS: 9.13 ACRES

EVENT CENTER BUILDING FOOTPRINT: 15,000 SF

(E)

EXISTING

(R)

RELOCATED FROM EXISTING AREA ON-SITE

PARKING ANAYLSIS 

40 STANDARD STALLS

 1 ACCESSIBLE STALL, 1 VAN ACCESSIBLE STALL

(E) PARKING LOT 1

12 STANDARD STALLS

 1 ACCESSIBLE STALL

(E) PARKING EAST SIDE

1

DRIVEWAY AND 20'-0" WIDE FIRE GATE. SEE DETAIL 11/A12.10

KEYNOTES
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GENERAL NOTES

(E) FIRE HYDRANT TO REMAIN

(E) CHAIN LINK FENCE TO REMAIN

PROPERTY LINE

(E)

1.  CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS PRIOR TO

COMMENCEMENT OF WORK. EXISTING OVERALL SITE FEATURES ARE SHOWN

FOR REFERENCE ONLY.  EXACT SIZES AND LOCATIONS MAY NOT BE TRUE TO

SCALE.

2. CONTRACTOR TO PROTECT ALL (E) SITE FEATURES TO REMAIN FROM DAMAGE

INCLUDING BUT NOT LIMITED TO, STRUCTURES, UTILITIES, TREES,

LANDSCAPING AND SITE WORK.

3. REFER TO CIVIL DRAWINGS FOR MORE INFORMATION.
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(E) ACCESSIBLE PATH OF TRAVEL
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 1 ADA VAN ACCESSIBLE PARKING STALL

WEST PARKING LOT TRINIDAD DRIVE:
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*SF = SQUARE FOOTAGE OF BUILDING FOOTPRINT

* ALL PROPOSED BUILDINGS FULLY SPRINKLERED

PROPOSED CONCRETE PAVING
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CAFETERIA BLDG. OFF TRINIDAD DR.

CLASSROOM BUILDING FROM AKIO PARKING LOT

AKIO WAY LOOKING WEST

AKIO WAY LOOKING EAST

PARKING LOT TRINIDAD/ AKIO LOOKING SOUTH

FIRE LANE OFF AKIO WAY LOOKING NORTH ADMINISTRATION BLDG. OFF TRINIDAD DR.

TRINIDAD DR. LOOKING NORTH

BETWEEN BLDG 18 AND CLASSROOMS LOOKING WEST

BUILDING 18 (TO BE DEMOLISHED) LOOKING SOUTH

CLASSROOM BUILDINGS LOOKING WEST

TRINIDAD PARKING LOT LOOKING EAST

FIRE LANE PARALLEL TO AKIO WAY LOOKING EAST

LOOKING NORTH FROM AKIO BY GARDEN

BLDG 19 AND 18 LOOKING WEST

(E) CLASSROOM

BUILDINGS

(E) BLDG. 18

(E) BLDG. 18

(E) BLDG. 18(E) BLDG. 19

BUILDING 20-21 LOOKING SOUTH
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AC PLAYGROUND LOOKING SOUTH

AC PLAYGROUND LOOKING NW

OUTDOOR SPACE NEAR CAFETERIA LOOKING SW

KINDER. PLAYGROUND LOOKING NORTH

KINDER. BLDG. LOOKING NORTH TO PARK

BLDG 30 AND 31 LOOKING EAST FROM AC PLAYGROUNDGARDEN LOOKING SOUTH-EAST
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SITE PLAN
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01

DEMOLITION SITE PLAN 1/16"=1'-0"

GENERAL NOTES

1.  CONTRACTOR TO FIELD VERIFY EXISTING CONDITIONS PRIOR TO

COMMENCEMENT OF WORK. EXISTING OVERALL SITE FEATURES ARE

SHOWN FOR REFERENCE ONLY.  EXACT SIZES AND LOCATIONS MAY NOT

BE TRUE TO SCALE.

2. CONTRACTOR TO PROTECT ALL (E) SITE FEATURES FROM DAMAGE

INCLUDING BUT NOT LIMITED TO, STRUCTURES, UTILITIES, TREES,

LANDSCAPING AND SITE WORK.

3. REFER TO CIVIL DRAWINGS FOR ADDITIONAL INFORMATION.

DEMOLITION KEYNOTES

OUTLINE OF (E) RELOCATABLE BUILDING
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OUTLINE OF FUTURE EVENT CENTER BUILDING, FOR REFERENCE

ONLY.

2

TREE TO REMAIN, U.O.N.

CONFIRM WITH OWNER

ITEM TO BE DEMOLISHED, U.O.N.

(RELOCATABLE BUILDINGS #18, 19, 20, 21, 22

PREVIOUSLY RELOCATED.)

LEGEND

OUTLINE OF (E) RELOCATED SHED

3

OUTLINE OF (E) (2) RELOCATED CONTAINERS

4

SALVAGE (E) DRINKING FOUNTAIN FOR FUTURE PROJECT.

5

(E) BUILDING #18 TO BE DEMOLISHED

6

TREE TO BE DEMOLISHED

N
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EVENT CENTER FLOOR PLAN 1/8"=1'-0"

GENERAL NOTES

KEYNOTES

1

CEILING MOUNTED, HEIGHT ADJUSTABLE, RETRACTABLE

BASKETBALL BACKBOARD

2

WALL MOUNTED, HEIGHT ADJUSTABLE, RETRACTABLE

BASKETBALL BACKBOARD

1.  CONTRACTOR SHALL COORDINATE WORK WITH ALL OTHER

DISCIPLINES.

2. GRID DIMENSIONS ARE TO FACE OF PLYWOOD OR CENTERLINE OF

STRUCTURE.

3. OTHER DIMENSIONS ARE TO FACE OF FINISH, U.N.O.

N

3

VOLLEYBALL POLE WRAPPED W/ PADDING

4

RETRACTABLE BLEACHERS, CLOSED POSITION

5

RETRACTABLE BLEACHERS, OPEN POSITION

6

ACCESSIBLE SEATING

7

12"X12" LOCKERS

8

LOCKER ROOM BENCHES

9

ACCESSIBLE BENCH

10

WHITEBOARD

11

ACCESSIBLE DRINKING FOUNTAIN W/ GRAB BARS.

12

MOP SINK

13

WATER HEATER

14

ELECTRICAL PANEL

15

WHEELCHAIR LIFT

16

FOLDING GLASS DOOR

17

ROOF OVERHANG ABOVE

18

STAIRS

19

HANDRAIL BOTH SIDES OF STAIR

20

1'-0" THICK BASKETBALL COURT STRIPING

21

FIRE RISER

22

FIRE EXTINGUISHER CABINET

23

SEMI-RECESSED TROPHY CASE

24

DONOR WALL

25

ACCESSIBLE WATER BOTTLE FILLING STATION

26

1/2" PLYWOOD UNDER STAGE AGAINST STRUCTURAL POSTS FOR

STORAGE.

27

ROOF HATCH AND LADDER
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LEGEND

A101.1

A

DOOR IDENTIFICATION

WINDOW TAG, SEE

EXTERIOR ELEVATIONS

EXTERIOR WALL MOUNTED

LIGHT

BUILDING DATA

APN #701-07-016

GROSS SF (BUILDING FOOTPRINT) = 15,000 SF
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ROOF PLAN
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EVENT CENTER ROOF PLAN 1/8"=1'-0"

GENERAL NOTES

KEYNOTES

1

SINGLE-PLY ROOFING

N

1.  CONTRACTOR SHALL COORDINATE WORK WITH ALL OTHER DISCIPLINES.

2. DOWNSPOUTS TYP. - CONNECT TO SUBGRADE DRAINAGE SYSTEM.

3.  PAINT ALL ROOF MOUNTED DUCTS.

2

ROOF HATCH

3

GUTTER

4

ROOF DRAIN AND OVERFLOW, TYP.  SEE DETAIL 17/A12.30

5

CRICKET, SLOPE TO DRAIN

6

RAINWATER LEADER

7

ROOF DRAIN

8

PARAPET WALL. SEE DETAILS 1& 9/A12.30
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METAL FASCIA

GLULAM BEAM, TYP.

METAL PARAPET CAP

METAL PANELS,

SEE DETAILS

14-16/A12.10

METAL PANELS

SIGNAGE

SERVERY

WINDOW & S.S.

COUNTER

POSTER BOXES

(SIGNAGE)

SINGLE-PLY ROOFING

OPERABLE GLASS

PARTITIONS

1
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-
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"
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'
-
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"
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9 8

7 6

5 4 3 2 1

8

A12.10

WATER BOTTLE

FILLER

EXTERIOR LIGHT,

SEE DETAIL

20/A12.20, TYP.

METAL PARAPET CAP

METAL PANELS

GLULAM BEAM, TYP.

SINGLE-PLY ROOFING

±
 
1
8
'
-
6
"

AKIO WAY

LOBBY BEYOND

9
'
-
0
"

3
'
-
0
"

H F E D B AG C

STONE FACING, TYP.

CEMENT PLASTER, TYP.

METAL PANELS

METAL PARAPET CAP

METAL FASCIA

GLULAM BEAM, TYP.

METAL PARAPET CAP

SINGLE-PLY ROOFING
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1 2 3 4 5 6 7 8 9

RAIN WATER LEADER RAIN WATER LEADERRAIN WATER LEADER RAIN WATER LEADER
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1

'
-
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"

EXTERIOR

ELEVATIONS

A6.10

01

NORTH EXTERIOR ELEVATION 1/8"=1'-0"

GENERAL NOTES

02

EAST EXTERIOR ELEVATION 1/8"=1'-0"

03

SOUTH EXTERIOR ELEVATION  (AKIO WAY) 1/8"=1'-0"

1.  CONTRACTOR SHALL COORDINATE WORK WITH ALL OTHER DISCIPLINES.

2. NOTES AND SYMBOLS ARE TO APPLY AT ALL AREAS OF SIMILAR GRAPHIC

REPRESENTATION. SUCH INDICATIONS MAY BE LIMITED TO PROMOTE CLARITY

OR AVOID REDUNDANCY. NO LIMITATION OF APPLICATION SHALL BE CONSTRUED

WITHOUT SPECIFIC NOTATION.

3. ALL PENETRATIONS THROUGH EXTERIOR ROOF, WALLS, AND FLOORS SHALL BE

FLASHED AND SEALED WEATHER TIGHT. ALL PENETRATIONS THROUGH THE

BUILDING INSULATION ENVELOPE SHALL BE PACKED WITH INSULATION.
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METAL PANELS

SIGNAGE

STONE FACING, TYP.

3
'
-
0
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T
Y

P
.

SERVERY WINDOW,

SEE DETAILS 1& 2/A12.10

METAL PARAPET CAP

SINGLE-PLY ROOFING
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-
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PROVIDE SHADESFLEX RM.

A B C D E F G H

EXTERIOR

ELEVATIONS

A6.20

01

WEST EXTERIOR ELEVATION 1/8"=1'-0"

GENERAL NOTES

1.  CONTRACTOR SHALL COORDINATE WORK WITH ALL OTHER DISCIPLINES.

2. NOTES AND SYMBOLS ARE TO APPLY AT ALL AREAS OF SIMILAR GRAPHIC

REPRESENTATION. SUCH INDICATIONS MAY BE LIMITED TO PROMOTE CLARITY

OR AVOID REDUNDANCY. NO LIMITATION OF APPLICATION SHALL BE CONSTRUED

WITHOUT SPECIFIC NOTATION.

3. ALL PENETRATIONS THROUGH EXTERIOR ROOF, WALLS, AND FLOORS SHALL BE

FLASHED AND SEALED WEATHER TIGHT. ALL PENETRATIONS THROUGH THE

BUILDING INSULATION ENVELOPE SHALL BE PACKED WITH INSULATION.
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17 13 9 5 1
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19 15 3
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4

6

HEAD - STOREFRONT WINDOW

3" = 1'-0"

1

8

" THICK, 2

7

8

"X2

7

8

 WALL

MOUNT ANGLE

MOTORIZED ROLLER

SHADE SYSTEM W/

CLOSURE FASCIA AND

ACCESSORIES

1

4

" FHWS THROUGH E/A

MFGR. BRACKET HOLE.

FASTEN TO HEADER, MIN.

2

1

2

" EMBEDMENT

HEM BAR SEALED INSIDE

SHADECLOTH

SHADECLOTH IN DOWN

POSITION.

STOREFRONT WINDOW

HEADER, SSD

E
X

T
E

R
I
O

R

(W/ ROLLER SHADE INTERIOR SIDE)

PORTLAND CEMENT

FACTORY PREPARED

FINISH COAT MIX,

INTEGRAL COLOR,

PAINT, TYP.

PORTLAND CEMENT

BASE-COAT: BROWN

COAT, TYP.

PORTLAND CEMENT

BASE-COAT: SCRATCH

COAT, TYP.

EXPANDED METAL LATH:

FLAT DIAMOND MESH,

MAINTAIN POSITIVE 1/4"

SPACE TO BACKING.

ATTACH TO SUBSTRATE

PER ASTM C1063

CASING BEAD

2 LAYERS OF TYPE 1

GRADE D BUILDING

PAPER, TYP.

 FRAMING, SSD.

CEMENT PLASTER SYSTEM 
3" = 1'-0"

3/4"

TYP.

BUTT AT

INTERSECTION

AS SHOWN.

HEAVY BACK

WIRE

CONTROL

JOINT.

3/4" TYP.

CONTROL

JOINT.

HEAVY

BACKWIRE

CORNER OF

BUILDING.

MITER CORNER AS

SHOWN

CORNER

INTERSECTION

CEMENT PLASTER CONTROL JOINT
3" = 1'-0"

SILL DETAIL - STOREFRONT WINDOW
3" = 1'-0"

5/8" TYPE 'X' GYP. BD.

#14 WOOD SCREW x 2 1/2" 16"

O.C. AND 3" FROM EA. END

ALUMINUM

SILL

WRAP OPENING W/

WATERPROOF BACKING

PORTLAND CEMENT

PLASTERING OVER BUILDING

PAPER AND EXTERIOR

SHEATHING

SEALANT AND BACKER ROD

AT EDGE

STOREFRONT WINDOW

1/4" MAX. SHIM W/ SEALANT

AND BACKER ROD

2"

1

4

"

11

1216

7

8
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6"

18"

SECTION VIEW

14 GA STAINLESS

STEEL COUNTER

TOP & BACKSPLASH

SERVERY WINDOW BASE 
1 1/2" = 1'-0"

2
"

2
'
-
1
0
"
 
A

F
F

SERVERY WINDOW,

SEAL TO COUNTER

TYPE 'X' GYP. BD.

AIR CURTAIN. ATTACH W/ (2)

1/4" FHWS, MIN. 2-1/2"

EMBEDMENT AT EA. END &

CENTER THRU MANUF.

BRACKET HOLES

HEADER, REFER TO STRUCT.

DWGS.

SERVERY WINDOW HEAD
1 1/2" = 1'-0"

CEMENT PLASTER OVER MTL.

LATH OVER BUILDING PAPER.

WRAP FRAMING W/

WATERPROOF BACKING

PRIOR TO INSTALLING

BUILDING PAPER

STRUCTURAL SHEATHING

PLASTER STOP

1-1/2"x1-1/2"x1/4" METAL

ANGLE BRACKET @ 32"

O.C. AND EA. END,

ALIGN W/ STUDS. (4) #10

WS X 2.5" AT EA.

BRACKET

1

1 2

"

8
"

1
'
-
8
"

DRIP FLASHING

PLASTER STOP W/ WEEP

HOLES

CEMENT PLASTER OVER MTL.

LATH OVER BUILDING PAPER.

EXTEND LAYER OF BLDG.

PAPER OVER FLASHING

34" MAX. AFG

SERVERY WINDOW

WRAP FRAMING W/

WATERPROOF BACKING, 12"

MIN., TYP.

6
"

WINDOW FRAME

ALIGN

ALUMINUM CORNER TRIM

SEALANT

SEALANT

SEALANT

NOTE:

AIR CURTAIN BASIS OF

DESIGN: MARS LOPRO 2

LPV236

DOOR THRESHOLD, SET IN

CONTINUOUS BED OF SEALANT

GLAZING, TYP.

FLOOR FINISH

7-1/2" BOTTOM RAIL

BOTTOM DOOR SWEEP

EXPANSION ANCHOR, SPACE

ACCORDING TO MANUF.

PRE-DRILLED HOLE LOCATIONS

STOREFRONT THRESHOLD

1 2

"
 
M

A
X

 
W

/

1
:
2
 
M

A
X

 
B

E
V

E
L

1 4

"
 
M

A
X

3" = 1'-0"

CEMENT PLASTER WALL BASE 
1 1/2" = 1'-0"

EXTERIOR CEMENT

PLASTER SYSTEM

WEEP SCREED

2
"

6
"

CONCRETE CURB, SSD

INTERIOR WALL FINISH,

SEE INT. ELEVS.

WALL FRAMNG, SSD

PAVING

INTERIOR

1'-2"

6
"

1/2" CHAMFER, TYP.

SILL, SET IN NON-SHRINK

GROUT FOR LEVELING

2X8 FRAMING, R-25 UNFACED

INSULATION

5/8" GYP. BD.

EXTERIOR WALL WAINSCOT
1-1/2" = 1'-0"

GSM

FLASHING

EXT.

PAVING

CEMENT

PLASTER

SYSTEM

FLASHING

WAINSCOT

STONE

NOMINAL

2" STONE

VENEER

ON

MORTAR

BED

SSD

FENCE SPECIFICATIONS:

1) GALVANIZED: ALL COMPONENTS OF FENCING INCLUDING BUT NOT LIMITED TO

FENCE FABRIC MESH, POSTS, RAILS, RODS, TIES, BRACES, WIRES, AND HARDWARE

TO BE GALVANIZED FINISH.

2) FABRIC SIZE: 2" MESH, 9 GAUGE WIRE SIZE PLUS.

3) POSTS & RAILS: HEAVY INDUSTRIAL STRENGTH, ROUND STEEL PIPE, SCHEDULE 40

3
"

3
"

EQ. EQ.

20'-0"

2
"

(
E

)
 
V

.
I
.
F

.

(
6
'
-
0
"
 
M

A
X

.
)

PROVIDE CANE BOLT AT EACH GATE

LEAF. SET SLEEVE INS IN PAVING AT

OPEN AND CLOSED POSITIONS.

CONCRETE FOOTING

(4 ) #5 VERT. REINF.

#4 SPIRAL TIES @ 8"

PITCH, U.O.N.

3
"

3
"

3
"

3
"

TENSION BAR AT

CORNER POSTS, END

POSTS, PULL POSTS &

E/A SIDE OF GATE

FRAME

10" x 

1

8

" THICK STEEL

PLATE (SMOOTH

UNINTERRUPTED)

HASP, SEE DET. 17/-

5/16" Ø TRUSS ROD &

FITTINGS

4
'
-
3
"

T
Y

P
.

FIRE ACCESS GATE
NTS 

1'-6"Ø

TYP.

CONNECT TOP AND BOTTOM RAIL

OF (E) FENCE TO POST, TYP.

METAL PANEL @ TOP
6" = 1'-0"

P
A
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I
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3 4

"
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B
S
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A
T
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D

1

1

4

" NOM.

V
A

R
I
E

S

WEATHER RESISTIVE

BARRIER

PLYWOOD

COPING SUPPORT

SHIM

ROOFING MEMBRANE TO

OVERLAP FACE OF WALL

COPING

SPLICE

PLATE

COPING

METAL

PANEL

WOOD FRAMING, SSD

METAL PANEL @ BOTTOM
6" = 1'-0"

CEMENT PLASTER SOFFIT

SYSTEM

P
A

N
E

L
 
D

I
M

E
N

S
I
O

N

3 4

"

S
U

B
S

T
R

A
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E

O
D

1

1

4

" NOM.

±

1 4

"

INSTALLER TO

FIELD DRILL WEEP

HOLES @ 16" O.C.

WEATHER RESISTIVE

BARRIER

TAPE SEAL

PLYWOOD

WOOD FRAMING, SSD

METAL WALL

PANEL OVER

BUILDING

PAPER

CASING BEAD AND SEALANT

3" = 1'-0"

METAL WALL PANEL

OUTSIDE CORNER

WEATHER-RESISTIVE BARRIER

CONTINUOUS UNDER METAL

WALL PANEL

CONT. SELF ADHERING SHEET

MEMBRANE EXT. 12" ON EACH

SIDE

2 X  STUD WALL FRAMING

PROVIDE R21 INSULATION,

TYP., S.S.D.

METAL WALL PANEL OVER

BUILDING PAPER

FIELD TRIM AS REQUIRED.

PLAN SECTION

METAL WALL PANEL ATTACHMENT
1 1/2" = 1'-0"

EXT. PLYWOOD SHEATHING

METAL WALL PANEL OVER

BUILDING PAPER

5/8" TYPE 'X' GYPSUM BOARD

WALL FINISH

2 X  STUD WALL FRAMING

PROVIDE R21 INSULATION, TYP.,

S.S.D.

INT.

EXT.

BLDG 

ELEVATION

1
'
-
0

"

2'-0"

ALL SIGN LETTERING TO BE

HELVETICA MEDIUM.

CUSTOM COLOR TO BE SELECTED

BY ARCHITECT.

TACTILE BUILDING SIGN
1-1/2" = 1'-0"

SECTION

RAISED  TACTILE  CHARACTER

NOTE:

1.

2.

4

ROOM SIGN

NOTES:

1. ALL SIGN LETTERING TO BE

HELVETICA MEDIUM.

2. CUSTOM COLOR TO BE

SELECTED BY ARCHITECT.

3. BRAILLE TO CONFORM WITH

CBC SECTION 11B-703.3.

4. MOUNT SIGNAGE ON LATCH

SIDE OF THE DOOR.

5. REFER TO DOOR SCHEDULE

FOR SIGNAGE TEXT.

ELEVATION

2
-
1
/
4
"

3

4

"

+60" MAX

A.F.F.

CALIFORNIA GRADE 2 BRAILLE

SECTION

3

4

"

RAISED  TACTILE  CHARACTER

7 8

"

3 8

"

S
E

P
A

R
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T
I
O

N

B
E

T
W

E
E

N
 
T

E
X

T

A
N

D
 
B

R
A

I
L
L
E

VARIES DEPENDING ON ROOM NAME

NTS.

ROOM SIGNAGE

+48" MIN

A.F.F.

1'-0"

1'-0"

3
"

12"

RESTROOM

6
0
"

3
4
"
 
M

I
N

.
 
-
 
4
4
"
 
M

A
X

.

EQ.EQ.

C

L

1'-0"

4
"

T
Y

P
.

7"

9
"
 
T

Y
P

.

3
"

T
Y

P
.

CALIFORNIA

CONTRACTED

GRADE 2 BRAILLE TEXT. TEXT

TO READ AS SHOWN ON SIGN

FOR EACH CONDITION, TYP.

TYP.

NOTE:

ANCHOR SIGNS TO TOILET

ROOM DOORS W/ EXPOSED

TAMPER RESISTANT SCREWS.

RAISED LETTER

(1/32" MIN.), TYP. CHARACTER

HEIGHT 5/8" MIN. - 2" MAX.,

TYP.

RESTROOM DOOR

SIGNAGE PER SCHEDULE

DOOR FRAME

DOOR

LEVER

SIGNAGE MOUNTED ON

LEVER SIDE OF DOOR.

EQUILATERAL

TRIANGLE SIGN

1/4" THICK PLASTIC

EQUILATERAL TRIANGLE

SUPERIMPOSED OVER 1/4"

THICK CIRCLE.

A. UNISEX TOILET ROOM SIGN

    TEXT AT UNISEX TOILET TO READ "RESTROOM"

B. TEXT AT BOYS TOILET TO READ "BOYS"

    TEXT AT MENS TOILET TO READ "MEN"

C. TEXT AT GIRLS TOILET TO READ "GIRLS"

    TEXT AT WOMENS TOILET TO READ "WOMEN"

CENTERLINE

OF SIGN

GIRLS

BOYS

BOYS GIRLS

6
"

M
I
N

.

T
Y

P
.

3
/
8
"
 
M

I
N

.

1
/
2
"
 
M

A
X

.

RESTROOM

3
/
8
"

M
I
N

.

STAFF

RESTROOM SIGNAGE
1/2" = 1'-0"

7"

9
"
 
T

Y
P

.

CAN REPLACE

TEXT W/ "STAFF"

1
1

2
"

1
1

2
"

2 1

2 "

2 1

2 "

2
"

1

 

1

/

2

"

1/2" DIA. HOLE

FOR PADLOCK

WELD TO

GATE FRAME

@ 3'0"

LEVERS 1/4"

DIA WELDED

TYPICAL

LATCH @ 40" AFF. MAX.

WELD

GATE FRAME

1

2

"

2

1

2

"

WELD

CHAIN LINK

GATE FRAME

TYP. GATE LATCH

1/4" DIA.

STEEL

WELD LATCH

EACH SIDE

WELD (TYP.)

LEVERS

1/2" X 1 1/2" X 2" X 1/8"

+ 3'-6"

+ 3'-0"

1

1

2

"

FENCE POST

CHAIN LINK

GATE POST

GATE HASP
1-1/2" = 1'-0"

GLAZING, TYP.

FRAME

STOREFRONT HEAD
3" = 1'-0"
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20

1" = 1'-0"

ACCESSIBLE RAMP AND HANDRAIL

NOTES:

1. RAMP SLOPE NOT TO 

EXCEED 8.33% MAX. 

CROSS SLOPE  NOT TO

EXCEED 2% MAX.

2. FOR ADDITIONAL 

INFORMATION SEE 

CIVIL DRAWINGS

TOP OF RAMP

BOTTOM OF RAMP
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2

" Ø O.D. HANDRAIL

GRADE A, SCHEDULE 40

EQUALLY SPACED POSTS

4' O.C. MAX

RAMP LENGTH VARIES  SEE PLAN
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CONCRETE PAVING.

SEE CIVIL DWGS.
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1'-0"

12" MIN

1'-0"

12" MIN

1-1/2" Ø O.D. POST

GRADE A, SCHEDULE 40, TYP..

3
"

SEE RAIL SLEEVE, TYP.

@ ALL HANDRAIL POSTS

1 

1

2

" Ø O.D POST

GRADE A, SCHEDULE 40, TYP.

ACCESSIBLE RAMP PLAN
1/8" = 1'-0"
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(E) CONC.
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X
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.
3
3
%

1
'
-
3
"

EVENT CENTER

BUILDING WALL

HANDRAIL BOTH

SIDES

EDGE OF CONC.

PAVING ABOVE.

SEE CIVIL

DRAWINGS

7'-0

1

2

"

BOTTOM LANDING

CLEAR SPACE

MAX. 2% SLOPE

ANY DIRECTION

6
'
-
0
"

CONCRETE SEAT

WALL

±
6
'
-
5
"

TYPICAL HANDRAIL ELEVATION
1/2" = 1'-0"

SEE DETAIL 8/- FOR

NOSING AND WARNING

STRIP AT EACH TREAD

3" RADIUS, TYP. AT ALL

BENDS

1'-0"

9
"

2
'
-
1
0
"

2
'
-
1
0
"

3"

1'-0"

1'-0"

1

2

" EXPANSION

JOINT

FINISH GRADE,

SEE CIVIL PLANS

REBAR, SEE

CIVIL DWGS.

1 

1

2

" Ø O.D. HANDRAIL

GRADE A, SCHEDULE 40

SEE DET. RAIL

SLEEVE

1 1/2" Ø O.D. POST,

GRADE A, SCHEDULE 40,

TYP.

2
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Y
P

.

9
"

NOTE: SLOPE ALL EXTERIOR

STEPS 1/4" PER FOOT

TOWARDS STAIR NOSING

1"

2

1
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"

SEE PLAN FOR TREAD WIDTH
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1

1

8

"

SLIP RESISTANT STAIR

NOSING W/ CONTRASTING

COLOR TO OCCUR ON ALL

TREADS. BALCO H-225.

STAIR TREAD NOSING DETAIL
3" = 1'-0"

REBAR

SEE CIVIL DWGS.

2" CLR

2
"
 
C

L
R

RAIL SLEEVE
3" = 1'-0"

1
'
-
0
"

2" MIN.

8
"
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I
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.

HANDRAIL POST

FILL SLEEVE W/

NON-SHRINK GROUT

GALV. STL. PIPE SLEEVE W/

PLATE WELDED @ BOTTOM,

1/2" LARGER THAN RAIL

EDGE OF CURB,

WHERE OCCURS

BARRIER RAIL ELEVATION
1/2" = 1'-0"

3
'
-
6
"

4'-0" O.C., MAX.

2
"

10

-

1-1/2" O.D. GRADE A,

SCHEDULE 40 POST

1-1/2" O.D. GRADE A,

SCHEDULE 40 RAIL

1-1/2" O.D. GRADE A,

SCHEDULE 40 RAIL

NOTE:

FOR ELEVATION

CHANGES IN GRADE

LESS THAN 30 INCHES IN

HEIGHT.

BARRIER RAIL @ CONC. ATTACH.
1-1/2" = 1'-0"

GALVANIZED BARRIER RAIL

POST

8"

6
"

EQ. EQ.

2
"

CONCRETE PAVING, SEE

CIVIL DRAWINGS

1/2" Ø POST-INSTALLED

HIT-HY 200 + HAS W/ 6"

EMBED. TYP.

3
"

6"

1

1 2

"

1

1

2

"

PIPE BRACKET

GRADE, SEE CIVIL

V
A

R
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S

3
"
 
M
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.

3/8" PLATE

BARRIER RAIL @ CONC. EDGE
1-1/2" = 1'-0"

2
"
 
C

L
R

.

CONCRETE PER

CIVIL DWGS.

1-1/2" Ø GRADE A,

SCHEDULE 40 BARRIER

RAIL TOP AND BOTTOM

AND POSTS @ 4'-0" O.C.

MAX. EQUALLY SPACED

3
'
-
6
"

TOP OF PAVEMENT

PER CIVIL DWGS.

(E) GRADE

SEE CIVIL

V
A

R
I
E

S

SEE DETAIL 18/- FOR

ATTACHMENT

P
E

R
 
S

L
O

P
E

NOTE: THERE SHOULD

BE NO SHARP EDGES

OR BURRS. ONLY

SMOOTH SURFACES.
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CONCRETE SEAT WALL
1" = 1'-0"

#4 @ 12" O.C. HORIZ., TYP.

#4 @ 16" O.C. VERT., TYP.

1'-0"

3
"

3

4

" CHAMFER, TYP.

3
"

1
'
-
3
"

1
'
-
3
"

REFER TO

GRADING PLAN

PLANTING

AREA

3"=1'-0"ROOF GUTTER GUARD DETAIL

(E) CONTINUOUS 26

GA. GUTTER

CONTINUOUS EXPANDED

METAL MESH GUTTER GUARD

BOTTLE FILLING STATION
1" = 1'-0"

27" A.F.F.

4'-0"

EQ EQ

RAIL

BARRIER,

EACH

SIDE

RAIL BARRIER
1/2" = 1'-0"

BUILDING WALL

WHERE APPLIES

2
'
-
6
"

6
"

M
A

X
.

1'-6"

MIN.

2
'
-
0
"

3
"

1.90 OD STL PIPE,

GALV FINISH

12" DIA CONC

FOOTING

2" 1'-4"

NOTE: PROVIDE RAIL ON EITHER SIDE OF DRINKING FOUNTAIN.  CENTER

DRINKING FOUNTAIN BETWEEN RAILS. DISTANCE FROM SPOUT TO RAIL EDGE

SHOULD BE 1'-6" MIN.

POSTER BOX SIGN
1/2" = 1'-0"

3'-0"

5
'
-
0
"

ALUMINUM FRAME

FINISH

DESIGN BASED ON OUTDOOR DISPLAY CASES ITEM: SCPXL-3660

SPECIFICATIONS:

-ENCLOSED BULLETIN BOARD

-DURABLE ALUMINUM DISPLAY CASE

CONSTRUCTION

-WEATHER RESISTANT DISPLAY CABINET

-WALL MOUNT OUTDOOR POSTER DISPLAY

-XL SINGLE HINGED DOOR, LOCKABLE

-FEATURES FULL LENGTH PIANO HINGE (OPENS

RIGHT TO LEFT)

-OVERALL POSTER CASE DEPTH 2"

-INTERIOR USEABLE DEPTH 5/8"

-BREAK RESISTANT ACRYLIC WINDOW (TEMPERED

GLASS OPTIONSAL)

-NATURAL INTERIOR BULEETIN BOARD SURFACE

-CABINET WEEP HOLES

-WEATHER RESISTANT ALUMINUM BACKING WITH

SILICONE SEALANT

-WALL MOUNTED

EXTERIOR BLDG. LIGHT FIXTURE
NTS.

KENALL, SENTINALL, S711D-P-16L40K-120-9500-LEL-SA OR APPROVED

EQUAL, 19W LED, 4000K



ROOF 

DETAILS

A12.30

17 13 9 5 1

18 14

19 11 3

EXTERIOR WALL @ LOW ROOF
1 1/2" = 1'-0"

SINGLE-PLY ROOFING

ON 1/2" PLYWOOD

GSM

PARAPET

CAP

2X12 FRAMING W/

R-38 INSULATION

5/8" GYP. BD. ON

CEILING FRAMING

WHERE OCCURS

T-BAR CEILING

WHERE OCCURS

6
"

1/2" CHAMFER TYP.

1'-0"

TYP.

EXTERIOR

WALL: 7/8"

CEMENT

PLASTER

O/ 1/2"

PLYWOOD

O/ 2X6

FRAMING,

SSD. W/

R-21

INSULATION

STONE

VENEER

FLASHING

EXTERIOR

PAVING

1

1

2

"

WALL

WATERPROOFING

MEMBRANE OVER

PLYWOOD, EXTEND

TO BELOW NAILER

AND SECURE

SEALANT

CONTINUOUS CLEAT

SEAM PLATES AND

FASTENERS

GASKETED FASTERS

TYPICAL HIGH ROOF
1 1/2" = 1'-0"

2
'
-
6
"

RUN CONDUITS

AND PIPES

ABOVE GLULAM

SINGLE-PLY

ROOFING ON 1/2"

PLYWOOD

2X12 FRAMING W/

R-38 INSULATION

HEAVY DUTY

T-BAR MAIN

RUNNERS @ 2'-0"

O.C.

LIGHT FIXTURE

WOOD GRILLE

PANEL SYSTEM

(2-4 LBS/SF)

SUPPORTED BY

STD. HEAVY DUTY

T-BAR MAIN

RUNNERS @ 2'-0"

O.C.  ATTACH

WITH #8 X 1-1/4"

SMS. @ 12" O.C.

MAX., MIN 4 PER

PANEL.

2" THICK BLACK

FACED

INSULATION

WITHIN T-BAR

1/2" X 1-1/4"

CROSSPIECE

BACKER

GLULAM BEAM,

SSD

HIGH ROOF RAKE EDGE
1 1/2" = 1'-0"

WOOD GRILLE

CEILING SYSTEM

W/ 2" THICK

BLACK FACED

INSULATION

ABOVE, TYP.

TYP. EXTERIOR

WALL

EDGE TRIM

SEALANT

GLULAM, SSD

WOOD SOFFIT

BOARDS

SINGLE PLY ROOFING ON

1/2" PLYWOOD

4X14 FASCIA

GSM  DRIP EDGE

1'-0"

HIGH ROOF OVERHANG @ LOW SIDE
1 1/2" = 1'-0"

WOOD SOFFIT

BOARDS

SCREENING

MATERIAL

FLASHING

STOREFRONT

WINDOW

DOWNSPOUT

BUILDING PAPER

3" O.D. SCHEDULE 40

RAIN WATER LEADER

MITER TYP.

24 GA. G.I. SHEET

METAL GUTTER W/

WIRE STRAINER

4X4 FASCIA

GSM DRIP EDGE

2" G.I. SHEET METAL

STRAP TO FASCIA W/

#8 x 1-1/2" S.S.S.

HIGH ROOF OVERHANG @ HIGH SIDE
1 1/2" = 1'-0"

4X4 FASCIA

GSM DRIP EDGE

WOOD SOFFIT

BOARDS

SCREENING

MATERIAL

FLASHING

STOREFRONT

WINDOW

BUILDING PAPER

SOFFIT FRAMING

2X12 FRAMING,

SSD

SOFFIT FRAMING

1 1/2"=1'-0"PARAPET WALL DETAIL

CEMENT PLASTER

SYSTEM OVER

BUILDING PAPER &

PLYWOOD (OUTSIDE

FACE)

1
"

WALL WATERPROOFING

MEMBRANE OVER PLYWOOD,

EXTEND TO BELOW NAILER

AND SECURE

18 GA. SHEET METAL

PARAPET CAP

CONTINUOUS CLEAT

WALL

WATERPROOFING

MEMBRANE

SHAPED WOOD NAILER

GASKETED FASTERS

SLOPE

CAST IRON 

TRANSITION SLEEVE

WHERE OCCURS

JOINT SURROUNDING

CONCRETE / AC PAVING / SOIL

FIBER EXPANSION

STORM CONNECTION

VENTED SCREW CAP

6" MIN.

RAIN WATER LEADER

STORM DRAIN CONNECTION
1 1/2" = 1'-0"

SEALANT

3"=1'-0"VENT FLASHING DETAIL

STAINLESS STEEL CLAMP

VENT STACK

GUN-GRADE SEALANT

PREMOLDED VENT BOOT

HEAT-WELDED LAP

TPO MEMBRANE

3"=1'-0"SLEEPER BLOCKING DETAIL

22 GA. GSM SLEEPER CAP

WITH HEMMED EDGES,

SECURE TO SLEEPER W/ #8

S.M.S. AND NEOPRENE

WASHERS @ 24" O.C. MAX., EA.

SIDE

TPO MEMBRANE

V
A
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E

S
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N

I
M

U
M

HEAT WELD LAP

4
"
 
M

I
N

.

ROOF DRAIN

ROOF DRAIN

OVERFLOW

SUMP PAN

+2" COLLAR

SLOPE

SLOPE

SLOPE

ROOF DRAIN DETAIL
3/4" = 1'-0"

REFER TO DETAIL 8/- FOR SECTION DETAILS
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16,329 sf

27,036.2 sf

5,610.38 sf

5,960.71 sf

4,643.84 sf

5,877.09 sf

3,735.49 sf

1,378.28 sf

2,518.39 sf126.08 sf

133.07 sf

85.82 sf

142.13 sf 2,365.73 sf

2,493.99 sf

3,920.24 sf

2,713.48 sf

4,960.52 sf

889.8 sf

52.73 sf

3,284 sf

869 sf

1,559 sf 5,436 sf

195,848 sf

3,625 sf

1,678 sf

10,938 sf

2,593 sf

283 sf

4,179 sf

5,146 sf

2,893 sf

316 sf

505 sf

EXISTING AREAS LEGEND

IMPERVIOUS AREAS 2.95 AC+/-

PERVIOUS AREAS 1.55 AC+/-

OVERALL AREA 4.50 AC+/-

Existing
Roofs to
remain

Existing Roofs
to be removed

Existing
Pavement to be
removed

Existing Roofs to be
removed to expose
exising pavement
underneath
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Impervious Area Exhibit
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6-17-19

ttakeda
Text Box
SHEET C-2



A
K

IO

(E)

ASPHALT PLAY AREA

(E)

EVENT CENTER

BUILDING

 (1 STORY)

AUDITORIUM

(1 STORY)

ARTS

COURTYARD

252222

PARKING

80 SPACES

MIDDLE

SCHOOL

COURTYARD

AMPHITHEATER

LIBRARY

COURTYARD

24'-0" 24'-0"

2
2

'
-
6

"

1
8
'
-
0
"

KINDER

PLAYGROUND

BOX

EARLY

CHILDHOOD

EDUCATION

(1 STORY)

ELEMENTARY

PLAYGROUND

GARDEN

ECE

PLAYGROUND

19'-6"

ELEMENTARY

SCHOOL

BUILDING

(2 STORY)

ADMIN/

MIDDLE

SCHOOL

BUILDING

(2 STORY)

LIBRARY/

CLASSROOM

BUILDING

(1 STORY)
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195,848 sf

10,861 sf

12,710 sf

5,960.71 sf

16,329 sf

6,001 sf

15,412 sf

10,153 sf

4,567 sf

6,032 sf

3,124 sf

0 sf

2,652 sf

1,181 sf

1,221 sf
3,437 sf

2,251 sf
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5,624 sf

16,669 sf

16,247 sf

New
Pervious
Pavement

PROPOSED AREAS LEGEND

IMPERVIOUS AREAS 2.94 AC+/-

PERVIOUS AREAS 1.56 AC+/-

OVERALL AREA 4.50 AC+/-

Existing
Roofs to
remain

New
Roofs New

Pavement

Almaden Country School
Impervious Area Exhibit
(Proposed)
6-17-19

ttakeda
Text Box
SHEET C-3
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