SAN JOSE

CAPITAL OF SILICON VALLEY

Planning, Building and
Code Enforcement

Permits and inspections

= Help keep your property safe

= Help assure the quality of
your investment to improve
your property

= Are required by law

We’ll answer your
questions about permits.

Contestaremos sus
preguntas referente a
permisos en Espanol.

Chung t6i sé tra 1oi
thac mac vé gidy phép clia
quy vi bang tiéng Viét.

Development Services
Permit Center

San José City Hall

200 E. Santa Clara St.
San José, CA 95113
408-535-3555
Www.sanjoseca.gov/
PermitCenter

BULLETIN #289 07/02/2025 SUBJECT TO CHANGE FOR ALL TYPES OF PROPERTIES

SWIMMING POOL DEMOLITION PERMIT
REQUIREMENTS

Before you begin a demolition of a swimming pool, please take these required steps:
¢ Apply for and obtain a building permit.

¢ Apply for and obtain a Permit Adjustment from the Planning Division if the pool is
shared by a residential community. Is the pool shared by a residential community? If
yes, you must obtain a clearance from the Planning Division. Call 408-535-3555 during
Planning’s phone service hours and ask to speak with a Planner.

¢ Show on your plans what the pool area will be replaced with (e.g., landscaping).

¢ Prepare to properly recycle the demolition debris, following the requirements of
the Construction & Demolition Diversion (CDD) Program managed by the City’s
Environmental Services Department. Call 408-535-8550 for more information.

PERMIT PROCESS

For residential properties, please apply using the Over-the-Counter (OTC) Service.

For non-residential projects, please apply using the Commercial Permit Service.

In all cases, you will need to submit a Building Permit Application with a Plot Plan that
clearly shows:

¢ Location of the pool area to be demolished and setbacks to property lines.

¢ Distance to nearby remaining structures, such as detached garage, septic tank, or
other accessory structure. Label all the structures.

¢ Non-Buildable Area - If the post-demolition area is to become a non-buildable area,
delineate the non-buildable area, including the dimensions, on the Plot Plan. A copy of
this plot plan must be provided to the inspector for verification of dimensions at the
time of inspection; the inspector will collect this as a supporting document.

¢ Buildable Area - If the post-demolition area is to become buildable, you must provide:

= Demolition, Drainage, and Compaction Plan plus a dimensioned Plot Plan
prepared and wet stamped by a state-licensed engineer.
> See page 2 for a plan example to follow.

= Special Inspection Form, completed, that designates the supervising engineer or
Special Inspection Agency who will conduct the backfill compaction observation
and provide a compaction report to the Building Division, declaring the abated area
as buildable. The compaction report must be provided to the inspector at the time
of inspection; the inspector will collect this as a supporting document.
> The Special Inspection Form is NOT required if the Engineer of Record (EOR ) is
performing the continuous special inspection. This must be stated on your plan;
see plan example on page 2.

POOL UTILITY REQUIREMENTS

The natural gas line and electrical wiring serving the pool and pool equipment must be
capped off as part of the demolition process. This step will be verified during inspection.


https://www.sanjoseca.gov/home/showpublisheddocument/25915/636952379507770000
https://www.sanjoseca.gov/home/showpublisheddocument/15361/638690866597030000
http://www.sanjoseca.gov/Planning
https://www.sanjoseca.gov/your-government/departments-offices/environmental-services/recycling-garbage/construction-demolition-debris
https://www.sanjoseca.gov/businesses/development-services-permit-center/building-permit-services-appointments/over-the-counter-otc-permit-service
https://www.sanjoseca.gov/?NavID=6719
https://www.sanjoseca.gov/home/showdocument?id=25915
https://www.sanjoseca.gov/home/showpublisheddocument/25949/637921165216900000
http://www.sanjoseca.gov/PermitCenter
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Property line

PLAN EXAMPLE: POOL DEMOLITION (BUILDABLE AREA)

......... __ _Propertyline__ ___ ________
_:w_cm arrows X '\ K
iindicate
Idrainage
jaway from
residence

s
N3
)

911"

A/.l (E) Pool

,  Equipment

176" —»

1
1
1
1
! -
1 o 5
! ® >
" v ¥ \l Electrical Panel
1
1 ] o
1 10
1 18
1 '3
1 X 1<
1 Residence =
1 o
1 1
1 1
1 1
1 1
1 1
1 1
1 1
1 1
! Garage '
! ﬁA|_ Gas Meter
1 1
1 1
1 1
1 1
1 1
. 1
X Driveway .
1 1
1 1
1 1
L S—— 1
< Street Name >

EOR, (Engineers name here) and his
associates with (Engineers Co. name here) will
be performing the Continuous Special
Inspection as required by CBC 1705.6.

The Compaction Report must be provided to
the City Inspector at the time of inspection,
declaring the abated area as buildable. The
Inspector will collect this as a supporting
document.

SIGNATURE

PROJECT INFORMATION:

>Owners name and contact info:

>Job site address:

>QOccupation classification:

>Zoning: PLAN REQUIREMENT:

>APN: >Minimum plan size is 11"x17"
(landscape format).

>Plan must be wet stamped by the EOR (CA.
licensed Engineer).

>No special inspection form required if the
EOR is performing the continuous special

ENGINEER'S INFO:
>Company name.
>Contact information.

CONTRACTOR'S INFO: inspection.
>Company name. >All information on this example must be on
>Contact information your plan.

SCOPE OF WORK:

>Pool demolition for Buildable area.

>Pool to be completely demolished.

>All concrete and rebar to be removed and hauled away.

>Existing grade shall remain the same.

>Gas line shall be capped and terminated as required by code and
inspection.

>Electrical wiring to be removed or terminated inside the electrical panel.

>Pool equipment circuit breaker shall be relabeled "SPARE"

APLICABLE CODES

>2022 California Building Code

>2022 California Electrical Code
>2022 California Plumbing Code

CBC 1804.6 COMPACTED FILL MATERIAL:

Where shallow foundations will bear on compacted fill material, the
compacted fill shall comply with the provisions of an approved
geotechnical report as set forth in section 1803.

Exception: Compacted fill material 12" (305 mm) in depth or less need
not comply with an approved report, provided that the in place dry
density is not less than 90 percent of the maximum dry density at
optimum moisture content determined in accordance with ASTM D 1557.
The compaction shall be verified by special inspection in accordance with
Section 1705.6.

TABLE 1705.6 REQUIRED SPECIAL INSPECTIONS AND TESTS OF SOILS.
Continuous Special Inspection Required.

#4. During fill placement, verify use of proper materials and procedures in
accordance with the provisions of the approved geotechnical report, (or
per CBC 1804.6 Exception). Verify densities and lift thickness during
placement and compaction of compacted fill.

Site Plan Prepared by:

CA 95113
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