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EXECUTIVE SUMMARY 

This report presents the results of the transportation impact analysis (TIA) for the proposed gas station at 

1202 Oakland Road in San Jose, California.  The approximately 1.54-acre project site is bounded by Oakland 

Road on the west and Commercial Street to the south. As proposed, the project will redevelop the existing 

light industrial uses on the site into a gas station that would have 12 automobile fuel pumps (vehicle 

positions), and eight commercial fuel pumps (vehicle positions), and a 3,750-square-foot (s.f.) convenience 

store.  Vehicle access to the project site will be provided by two full-access driveways on Commercial Street 

and two right-in/right-out driveways on Oakland Road.  

PROJECT TRIP GENERATION 

The proposed project is estimated to generate 4,024 net new daily vehicle trips, 117 net new AM peak hour 

vehicle trips (54 inbound and 63 outbound), and 86 net new PM peak hour vehicle trips (47 inbound and 

39 outbound).  

INTERSECTION LEVEL OF SERVICE ANALYSIS 

The impacts of the proposed project to the surrounding transportation system were evaluated following 

the guidelines established by the City of San Jose and the Santa Clara Valley Transportation Authority (VTA), 

the congestion management agency for Santa Clara County. The traffic operations at four key intersections 

(all signalized) were evaluated during the weekday morning (AM) and afternoon (PM) peak hours under the 

following scenarios: 

 Existing Conditions 

 Existing with Project Conditions 

 Background Conditions 

 Background with Project Conditions  
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1.0 INTRODUCTION 

This report presents the results of the transportation impact analysis (TIA) conducted by Fehr & Peers for 

the proposed Oakland Road Rotten Robbie Gas Station (the project) to be located on a 1.54-acre site at the 

southeast corner of Oakland Road/Commercial Street in San Jose, California. The purpose of this TIA is to 

identify potentially significant adverse impacts of the proposed project on the surrounding transportation 

system and to recommend mitigation measures, if needed. This TIA was conducted in accordance with the 

guidelines of the City of San Jose and the Santa Clara Valley Transportation Authority (VTA), the congestion 

management agency for Santa Clara County. This TIA follows the most recently adopted City analysis 

guidelines (dated 2009) and VTA analysis guidelines (VTA’s Transportation Impact Analysis Guidelines, 2014).  

This chapter provides a detailed project description and describes the study area, analysis methodologies, 

analysis scenarios, and significance impact criteria. 

 PROJECT DESCRIPTION 

The proposed project includes construction of a Rotten Robbie Gas Station that would have 12 automobile 

fuel pumps (vehicle positions), 8 commercial fuel pumps (vehicle positions), a 3,750-square-foot (s.f.) 

convenience store, and associated parking. The project site currently has a mix of smaller-sized light 

industrial uses, including a truck services provider, private fueling pumps, and other services.  

The conceptual site plan is shown on Figure 1. Site access would be provided by full-access on Commercial 

Street and two right-in/right-out driveways on Oakland Road. The driveways would not be shared with any 

adjacent land uses. 
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 PROJECT STUDY AREA 

The study area is generally located along the Oakland Road corridor between the Commercial Street to the 

north and Hedding Street to the south. Roadway impacts are evaluated for the intersections discussed 

below and illustrated on Figure 2.  

VTA’s TIA guidelines indicate that intersections should be evaluated if the project contributes to ten or more 

peak hour vehicles per lane to any intersection movement. The study intersections in Table 1 were selected 

in consultation with City of San Jose staff and based on VTA’s ten project trips per lane guideline.  

TABLE 1: STUDY INTERSECTIONS 

Intersection ID Intersection Name Jurisdiction(s) 

1 

 (City ID 3021) 
Oakland Road / Commercial Street San Jose/TDP  

2  

(City ID 3022) 
Oakland Road / US 101 North San Jose/CMP/TDP 

3 

(City ID 3421) 
Oakland Road / US 101 South  San Jose/CMP/TDP 

4  

(City ID 3576) 
Oakland Road / Hedding Street San Jose 

Notes: 

CMP = Congestion Management Program (CMP) indicates the intersection is part of the VTA’s CMP monitoring program 

TDP = Transportation Development Policy (TDP) indicates the intersection is part of San Jose’s US-101/Oakland/Mabury TDP. 

Source: Fehr & Peers, August 2017. 
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 ANALYSIS SCENARIOS 

Roadway system operations are evaluated during the weekday morning (AM) and weekday afternoon (PM) 

peak hours for the scenarios described in Table 2. 

Source: Fehr & Peers, August 2017 

 ANALYSIS METHODS 

The operations of roadway facilities are described with the term level of service (LOS), a qualitative 

description of traffic flow based on such factors as speed, travel time, delay, and freedom to maneuver. Six 

levels are defined from LOS A, as the best operating conditions, to LOS F, or the worst operating conditions. 

LOS E represents “at-capacity” operations. When traffic volumes exceed the intersection capacity, stop-and-

go conditions result, and operations are designated as LOS F. 

1.4.1 SIGNALIZED INTERSECTION OPERATIONS 

The method described in Chapter 16 of the 2000 Highway Capacity Manual (HCM) (Special Report 209, 

Transportation Research Board) was used to prepare the level of service calculations for the study 

intersections. This level of service method, which is approved by the City of San Jose and VTA, analyzes a 

signalized intersection’s operation based on average control delay per vehicle. Control delay includes the 

initial deceleration delay, queue move-up time, stopped delay, and final acceleration delay. The average 

TABLE 2: ANALYSIS SCENARIOS 

Scenario  Description 

Existing 

Conditions 

The analysis of existing conditions was based on traffic counts obtained from the City of San Jose. 

The existing conditions analysis also includes a description of key area roadways and an 

assessment of bicycle, pedestrian, and transit facilities and services near the site. 

Existing  

with Project 

Conditions  

This traffic scenario provides an assessment of operating conditions under Existing Conditions 

with the addition of project-generated traffic. The impacts of the proposed project on existing 

baseline traffic operating conditions are identified. 

Background 

Conditions 

Future traffic forecasts without the proposed project for the Background Conditions include traffic 

added from approved but not yet constructed and occupied developments in the vicinity of the 

project site to the Existing Conditions traffic counts. 

Background 

with Project 

Conditions 

This traffic scenario provides an assessment of operating conditions under Background 

Conditions with the addition of project-generated traffic. The impacts of the proposed project 

under Background Conditions are identified. 
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control delay is calculated using the TRAFFIX analysis software and is correlated to an LOS designation as 

shown in Table 3 and Figure 3. 

TABLE 3: SIGNALIZED INTERSECTION LEVEL OF SERVICE DEFINITIONS 

Level of 

Service 
Description 

Average Delay Per 

Vehicle (Seconds) 

A 
Operations with very low delay occurring with favorable progression and/or short 

cycle lengths. 
 10.0 

  B+ 

B 

 B- 

Operations with low delay occurring with good progression and/or short cycle 

lengths. 

10.1 to 12.0 

12.1 to 18.0 

18.1 to 20.0 

  C+ 

C 

 C- 

Operations with average delays resulting from fair progression and/or longer cycle 

lengths. Individual cycle failures begin to appear. 

20.1 to 23.0 

23.1 to 32.0 

32.1 to 35.0 

  D+ 

D 

 D- 

Operations with longer delays due to a combination of unfavorable progression, 

long cycle lengths, and high volume-to-capacity (V/C) ratios. Many vehicles stop 

and individual cycle failures are noticeable. 

35.1 to 39.0 

39.1 to 51.0 

51.1 to 55.0 

  E+ 

E 

 E- 

Operations with high delay values indicating poor progression, long cycle lengths, 

and high V/C ratios. Individual cycle failures are frequent occurrences. 

55.1 to 60.0 

60.1 to 75.0 

75.1 to 80.0 

F 
Operations with delays unacceptable to most drivers occurring due to over-

saturation, poor progression, or very long cycle lengths. 
> 80.0 

Sources:  Traffic Level of Service Analysis Guidelines, October 2014, VTA Congestion Management Program, June 2003; and Highway 

Capacity Manual, Transportation Research Board, 2000. 

  



Figure 3 
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 TRANSPORTATION LEVEL OF SERVICE STANDARDS AND 

IMPACT CRITERIA 

The section describes the LOS standards and impact criteria applied to the roadway facility types analyzed. 

Overall, the determination of significance for project impacts is based on applicable guidelines defined by 

the City of San Jose and VTA. The City of San Jose’s and VTA’s detailed standards and impact criteria are 

presented below.  

1.5.1 SIGNALIZED INTERSECTIONS LEVEL OF SERVICE STANDARDS 

Signalized intersection operations and impacts are evaluated based on the appropriate jurisdiction’s LOS 

standards (i.e., minimum threshold for acceptable operations). In the City of San Jose, acceptable LOS for 

signalized intersections is defined as LOS D or better during the AM and PM peak periods. Santa Clara 

County CMP intersections are considered acceptable at LOS E or better. City of San Jose intersection LOS 

standards along with those for other jurisdictions analyzed for this report are summarized in Table 4.  

TABLE 4: INTERSECTION LOS STANDARDS 

Jurisdiction Intersection LOS Standards Citation 

City of San 

Jose  

LOS D for all City controlled intersections. For the purpose of this 

study, the study intersections within the City of San Jose use the LOS 

D threshold, which includes San Jose intersections that are also 

designated CMP intersections.  

City of San Jose TIA 

Guidelines, page 5 

(2009) 

 

Congestion 

Management 

Program (CMP) 

LOS E for all CMP intersections, except those controlled by the City 

of San Jose. 

VTA Congestion 

Management Program, 

page 29 (2013) 

Sources: San Jose, 2009; San Jose, 2011; VTA, 2013. 

1.5.2 SIGNALIZED INTERSECTIONS IMPACT CRITERIA 

The City of San Jose minimum threshold for acceptable signalized intersection operations is LOS D. For the 

purpose of this analysis, LOS D is used as the minimum threshold for signalized study intersections in San 

Jose (City of San Jose TIA Handbook, 2009) and the minimum threshold for signalized study intersections 

considers CMP intersection, since LOS D is a more stringent threshold (VTA Congestion Management 

Program, 2013). Significant impacts at signalized study intersections would occur when the addition of 

project traffic causes one of the following: 
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 An intersection to deteriorate from an acceptable level of service (LOS D or better) to an 

unacceptable level (LOS E or below); or, 

 An intersection already operating at an unacceptable level: 

o To exacerbate its unacceptable operations by increasing the critical delay more than four 

seconds and increasing the volume-to-capacity (V/C) ratio by 0.01 (1%) or more; or 

o To increase the V/C ratio of 0.01 (1%) or more when the change in critical delay is negative 

(i.e., decreases). This can occur if the critical movements change. 

 MULTIMODAL TRANSPORTATION EVALUATION 

The section describes guidelines used to evaluate multimodal transportation facilities. These facilities are 

evaluated to confirm consistency with the City of San Jose’s various multimodal transportation polices, 

which seek to provide a safe, efficient transportation system for all users.  

1.6.1 BICYCLE & PEDESTRIAN FACILITIES 

The project would negatively affect pedestrian and bicycle facilities if the proposed project would potentially 

disrupt existing or planned pedestrian and bicycle facilities, eliminate existing pedestrian and/or bicycle 

facilities, increase conflicts between drivers, pedestrians, and/or bicyclists, or create inconsistencies or 

conflicts with adopted pedestrian and bicycle system plans, guidelines, policies, or standards. The project 

would also negatively affect bicycling if the project does not provide secure and safe bicycle parking in 

adequate proportion to anticipated demand. Additionally, the project would negatively affect the 

pedestrian environment if the project does not provide accessible pedestrian facilities that meet current 

ADA best practices.  

1.6.2 TRANSIT SERVICES 

General Plan Transportation Policy 11 notes that public transportation systems should be accessible and 

designed to be attractive convenient, dependable, and safe. Thus, the project would negatively affect transit 

if the proposed project conflicts with existing or planned transit facilities or services, generates potential 

transit trips in excess of the capacity available or planned, increases transit delay, or does not provide 

adequate facilities for pedestrians and bicyclists to access transit routes and stops near the project site.  
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1.6.3 EMERGENCY ACCESS 

Ease of access and travel time are critical for first responders traveling in emergency access vehicles. 

Obstructions in the roadway, detours, and congestion delay are among the factors that can affect 

emergency response time. The Envision San Jose 2040 General Plan (2011) contains policies regarding 

maintaining emergency response standards. Using the General Plan as a guide, impacts would occur if the 

project or an element of the project:  

 Conflicts with an existing or planned emergency response facility or route; or 

 Provides inadequate access to accommodate emergency vehicles 

 TRANSPORTATION DEVELOPMENT POLICY 

The 2009 US-101/Oakland/Mabury Transportation Development Policy (TDP) outlines a number of 

intersection and other roadway improvements identified with the goal of reducing delay at the US-

101/Oakland/Mabury interchange in San Jose. The TDP includes improvements at the US 101/Oakland Road 

interchange and the construction of the new US 101/Mabury Road interchange; known as “Policy 

Interchanges” in the TDP. Intersections within the Policy Interchanges are referred “Policy Interchange 

Intersections” and relevant to this study include the Oakland Road intersections at Commercial Street (#1), 

US 101 Northbound (#2), and US 101 Southbound (#3).  Improvements at these three intersections include: 

 Oakland Road/Commercial Street: Widening the eastbound approach to accommodate additional 

lanes, including signal modifications. 

 Oakland Road/US 101 North: Addition of two southbound through lanes and one northbound 

left-turn lane.   

 Oakland Road/US 101 South: Addition of two northbound through lanes and one High 

Occupancy Vehicle (HOV) lane on the US 101 South on-ramp. 

The TDP identifies that improvements at the US 101/Oakland Road and new US 101/Mabury Road 

intersection would result in all intersections meeting the City’s LOS standard (LOS D). The associated Traffic 

Impact Fee (TIF) Program outlines the funding strategies for the planned improvements. Primarily, funding 

for the TDP improvements will come from fees collected from new developments based on a “per net new 

trip” added to the relevant interchanges. 
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 REPORT ORGANIZATION 

The remainder of the report is divided into the following chapters: 

Chapter 2: Existing Conditions describes the transportation system near the project site, including the 

surrounding roadway network, existing bicycle, pedestrian, and transit facilities, and current AM and PM 

peak hour operating conditions of the key intersections.  

Chapter 3: Project Traffic Estimates describes the project trip generation, distribution and assignment 

methods used in the traffic impact analysis.  

Chapter 4: Existing with Project Conditions presents the transportation operations with the project under 

Existing with Project Conditions.   

Chapter 5: Background Conditions identifies the background projects that are expected to influence the 

study area and presents the transportation operations with and without the project under Background 

Conditions.  

Chapter 6: US-101/Oakland/Mabury Transportation Development Program discusses the context of 

the Transportation Development Plan improvements with regards to the proposed project. 

Chapter 7: Site Plan Review and Recommendations presents mobility and circulation recommendations 

for the project site plan.  
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2.0 EXISTING CONDITIONS 

This chapter describes the existing conditions of the roadway facilities, pedestrian and bicycle facilities, and 

transit service. It also presents existing traffic volumes and operations for the study intersections and 

freeway segments with the results of the level of service calculations.  

 EXISTING TRANSPORTATION FACILITIES 

This section describes the existing transportation network and facilities that serve vehicles, transit, bicycle, 

and pedestrians. 

2.1.1 EXISTING STREET SYSTEM 

Direct automobile access to the project site is provided by Oakland Road and Commercial Street. Regional 

access to the site is provided via US 101, Old Bayshore Highway and Commercial Street, along with 

connections to Interstate 880. These facilities are described below and are illustrated on Figure 2 (presented 

earlier in Section 2.2).  

US-101 is a north-south freeway that runs through the states of California, Oregon, and Washington along 

the west coast of the United States. In the Bay Area, it serves as a north-south connector north through San 

Francisco and south through San Jose to Morgan Hill, Gilroy, and the Monterey Bay. Near the Project the 

freeway has three mixed-flow lanes and one high-occupancy vehicle (HOV) lane in each direction. HOV 

lanes, also known as diamond or carpool lanes, restrict use to vehicles with two or more persons (carpool, 

vanpool, and buses) or motorcycles during the morning (5:00 AM to 9:00 AM) and evening (3:00 PM to 7:00 

PM) commute periods. Primary access to the Project site is provided via the Oakland Road interchange.  

Oakland Road is a north-south arterial roadway that runs from the US 101/13th Street interchange in the 

south to Montague Expressway/South Main Street in the north. Oakland Road begins at Hedding Street in 

the south as a transition from N. 13th Street and continues to Montague Expressway where it becomes S. 

Main Street. The facility is a six-lane roadway with a two-way-left-turn-lane north of US 101 and is a four-

lane arterial south of US 101. The facility connects industrial and residential uses on the west side of I-880, 

and serves as a major north-south commuter route during peak periods.  

Commercial Street is two-lane local roadway with a two-way left-turn lane that runs from North 13th Street 

in the west to Berryessa Road in the east. The roadway serves light industrial land uses on the east and west 

side of Oakland Road near the project site. 
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2.1.2 EXISTING TRANSIT SERVICE 

This section summarizes local and regional transit connectivity in the study area, including bus, light rail, 

and commuter rail.  

Santa Clara Valley Transportation Authority (VTA) provides light rail, bus and paratransit service to Santa 

Clara County, including the City of San Jose. The project site is located adjacent to the VTA Route 66 transit 

stop at Charles Street/Oakland Road. This stop includes benches for transit riders to sit on while they wait, 

a trash can so riders can dispose of waste items, but bus shelters and other related amenities are not 

provided. VTA Route 66 provides a connection to the Great Mall/Main Street transit center, with connections 

to the Alum Rock – Santa Teresa Light Rail Route (Line 901), other VTA bus lines, and the future Milpitas 

BART station. Transit services within the project study area and that traverse through study intersections are 

described in Table 5 and displayed on Figure 4.   

TABLE 5: EXISTING TRANSIT SERVICES 

Route From To 

Weekdays Weekends 

Operating 

Hours1 

Headway (Minutes)2 

Operating 

Hours1 

Headway 

(Minutes)2 

Peak Midday 

VTA 

66 

Kaiser 

San 

Jose 

Milpitas 

Boulevard/ 

Dixon 

Road 

5:30 AM to 

12:10 AM 
15 15 

5:45 AM to 

12:10 AM 
20 

VTA 

901 

(LRT) 

Santa 

Teresa 
Alum Rock 

4:20 AM to 

2:10 AM 
15 15 

5:05 AM to 

2:10 AM 
15 

Notes: 

1. Operating hours rounded to the nearest five minutes. 

2. Headways are defined as the time between transit vehicles on the same route (e.g., time between two VTA route 66 buses stopping 

at Oakland Road & Charles). 

Sources: VTA, August 2017. 
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2.1.3 EXISTING BICYCLE FACILITIES 

Bikeway planning and design in California typically relies on guidelines and design standards established 

by California Department of Transportation (Caltrans) in the Highway Design Manual (Chapter 1000: 

Bikeway Planning and Design). Caltrans provides for four distinct types of bikeway facilities, as described 

below and shown in the accompanying figures. 

 Class I Bikeways (Shared-Use Paths) provide a completely separate right-of-way and are 
designated for the exclusive use of bicycles and pedestrians, with vehicle and pedestrian cross-
flow minimized. In general, bike paths serve corridors where on-street facilities are not feasible 
or where sufficient right-of-way exists to allow them to be constructed. 

 

 Class II Bikeways (Bicycle Lanes) are dedicated lanes for bicyclists generally adjacent to the outer 
vehicle travel lanes. These lanes have special lane markings, pavement legends, and signage. 
Bicycle lanes are typically five (5) feet wide. Adjacent vehicle parking and vehicle/pedestrian cross-
flow are permitted.  
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 Class III Bikeways (Bicycle Routes) are designated by signs or pavement markings for shared use 
with pedestrians or motor vehicles, but have no separated bike right-of-way or lane striping. Bike 
routes serve either to: a) provide a connection to other bicycle facilities where dedicated facilities 
are infeasible, or b) designate preferred routes through high-demand corridors. 

 

 Class IV Bikeways (cycle tracks or “separated” bikeways) provide a right-of-way designated 

exclusively for bicycle travel within a roadway and are protected from other vehicle traffic by 

physical barriers, including, but not limited to, grade separation, flexible posts, inflexible vertical 

barriers such as raised curbs, or parked cars.  

Existing bicycle facilities in the study area are displayed on Figure 5. Class II bike lanes are provided along 

Oakland Road between Commercial Street and Gish Road. North of Gish Road, buffered Class II bike lanes 

are provided along Oakland Road between Gish Road and Montague Expressway. Buffered Class II bike 

lanes are provided on Oakland Road between Horning Street and East Hedding Street. Along East Hedding 

Street, south of the US 101 Interchange, green buffered Class II bike lanes extend from Sprint Street to 

North 15th Street.  
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2.1.4 EXISTING PEDESTRIAN FACILITIES 

Pedestrian facilities consist of sidewalks, crosswalks, and pedestrian signals at signalized intersections. The 

pedestrian environment was evaluated along the connecting roadways that directly serve the project site 

and adjacent roadways that connect to transit stations and/or nearby destinations in the greater study area. 

Pedestrian connectivity in the vicinity of the project site is provided by a mostly complete network of 

sidewalks and crosswalks that serve the Oakland Road corridor between Charles Street and the US 101 

South Ramps. Sidewalks are provided on both sides of Oakland Road in the vicinity of the project site. Along 

Commercial Street, sidewalks are provided on both sides of street east of the intersection of Oakland 

Road/Commercial Street, but only limited/intermittent sidewalk coverage is provided west of the 

intersection with sidewalks appearing on only one side of the street intermittently.  

Study intersections with pedestrian facilities are described below: 

 Intersection 1: Commercial Street/Oakland Road 

o Signalized intersection with marked crosswalks on all legs 

 Intersection 2: US 101 North/Oakland Road 

o Signalized intersection with marked crosswalks on both on- and off-ramps intersecting 

with Oakland Road 

 Intersection 3: US 101 South/Oakland Road 

o Signalized intersection with marked crosswalks on both on and off ramps intersecting 

with Oakland Road 

 Intersection 4: Hedding Street/Oakland Road 

o Signalized intersection with marked crosswalks on all legs 

 EXISTING INTERSECTION VOLUMES AND LANE 

CONFIGURATIONS 

The operations of the study intersections are evaluated for the highest one-hour volume during the 

weekday morning (7:00 to 9:00 AM) and evening (4:00 to 6:00 PM) peak period conditions. Existing peak 

hour intersection counts obtained from the City of San Jose were conducted at the study intersections in 

May 2015, October 2016, and November 2016 on clear days with area schools in-session. These counts form 

the basis of the Existing Conditions intersection operations analysis (discussed further in Section 3.3. A 

summary of count data for this study can be found in Appendix A. 
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Existing lane configurations and signal controls were obtained through field observations. Figure 6 presents 

the existing AM and PM peak-hour turning movement volumes, corresponding lane configurations, and 

traffic control devices.  

 EXISTING INTERSECTION LEVELS OF SERVICE 

Existing intersection lane configurations, signal timings, and peak hour turning movement volumes were 

used to calculate the levels of service for the study intersections during the AM and PM peak hours for 

Existing Conditions. The results of the LOS analysis using the TRAFFIX software program for signalized study 

intersections are presented in Table 6 and the corresponding LOS calculation sheets are included in 

Appendix B. 

TABLE 6: EXISTING INTERSECTION LEVELS OF SERVICE 

Intersection Control Type Count Date 
Peak  

Hour1 
Delay2 LOS3 

LOS 

Standard 

1 
Oakland Road/ Commercial 

Street 
Signalized 

5/19/2015 

5/19/2015 

AM 

PM 

38.2 

49.8 

  D+ 

D 
D 

2 
Oakland Road/US 101 

North* 
Signalized 

10/13/2016 

11/29/2016 

AM 

PM 

66.3 

22.5 

E 

  C+ 
D4 

3 
Oakland Road/US 101 

South* 
Signalized 

10/13/2016 

11/29/2016 

AM 

PM 

25.2 

30.2 

C 

C 
D4 

4 
Oakland Road/ Hedding 

Street 
Signalized 

5/19/2015 

5/19/2015 

AM 

PM 

44.1 

36.4 

D 

  D+ 
D 

Notes: 

1. AM = morning peak hour, PM = evening peak hour 

2. Whole intersection average delay reported for signalized intersections. Delay calculations are consistent with the methodologies 

presented in the City of San Jose’s Traffic Impact Analysis Handbook Volumes I (2009) & II (2011) and VTA’s Transportation Impact 

Analysis Guidelines (2014). 

3. LOS designation per HCM 2000, with Santa Clara County LOS designation modifiers. 

4. As noted in Table 4, the LOS standard for CMP intersections within San Jose City Limits is LOS D. 

* indicates CMP intersection  

Bold indicates deficient intersection operations. 

Source: Fehr & Peers, April 2017 

The results of the LOS calculations indicate that three of the four study intersections operate at acceptable 

levels under Existing Conditions. The only intersection that operates unacceptably (with respect to the City’s 

LOS standard of LOS D) is Oakland Road/US 101 North, which operates at LOS E during the AM peak hour. 
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 FIELD OBSERVATIONS 

Field observations of the study intersections were conducted during the weekday AM and PM peak periods 

in August 2017 to verify the calculated LOS operations, to observe existing traffic congestion, and to observe 

overall transportation characteristics at the study facilities. In all cases, the intersections were observed to 

operate at the calculated levels of service for each peak hour. Pedestrian facilities, bicycle facilities, and 

transit facilities were also observed during field visits and documented. 

2.4.1 AM PEAK PERIOD OBSERVATIONS 

Below is a summary of AM peak period study intersection operations field observations: 

 Commercial Street/Oakland Road: The intersection of Commercial Street/Oakland Road operated 

with minor congestion during the AM peak period – LOS D operations were estimated during 

observations. High heavy vehicle traffic affected storage capacity on westbound Commercial 

Street. Queues lengths on northbound Oakland Road extended into the intersection of US 101 

North/Oakland road several times. 

 US 101 North/Oakland Road: The intersection of US 101 North/Oakland Road operated 

moderately during the AM peak period especially on the southbound and westbound 

approaches. Northbound through movements on Oakland Road were regularly impeded by 

queues extending from the intersection of Commercial Street/Oakland Road. 

 US 101 South/Oakland Road: The intersection of US 101 South/Oakland Road operated well 

during the AM peak period. Short queues and short cycle lengths were observed for most 

movements. The US 101 South off-ramp often had a long queue, but the queue did not reach or 

impede free-flow traffic on southbound US 101. 

 Hedding Street/Oakland Road: The intersection of Hedding Street/Oakland Road operated 

moderately during the AM peak period. LOS C operations were estimated during observations. 

Most of the cycle length was dedicated to east-west traffic on Hedding Street, and traffic on 

Oakland Road did experience longer wait times as a result. 

2.4.2 PM PEAK PERIOD OBSERVATIONS 

Below is a summary of PM peak period study intersection operations field observations. 

 Commercial Street/Oakland Road: The intersection of Commercial Street/Oakland Road operated 

with congestion during the PM peak period. Southbound queues on Oakland Road extended well 

beyond Charles Street, with vehicles needing to wait several cycles before being able to pass 

through the intersection. The intersection was often blocked by southbound traffic, further 

increasing delay for all movements. Queues for the eastbound and westbound approaches on 
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Commercial Street were also long. Low traffic volumes through the intersection are observed to 

be caused by spillover beginning at the intersection of US 101 North/Oakland Road. 

 US 101 North/Oakland Road: The intersection of US 101 North/Oakland Road operated with 

congestion during the PM peak period. Southbound queues on Oakland Road regularly extended 

into the intersection of Commercial Street/Oakland Road. The intersection was often blocked by 

southbound traffic, further increasing delay for all movements. Low traffic volumes through the 

intersection are observed to be caused by spillover beginning at the intersection of US 101 

North/Oakland Road. 

 US 101 South/Oakland Road: The intersection of US 101 South/Oakland Road operated with 

congestion during the PM peak period. Southbound queues on Oakland Road regularly extended 

into the intersection of US 101 North/Oakland Road. Southbound traffic turning onto US 101 

South faced delay from ramp metering. While ramp metering may mitigate congestion on US 101 

South, it created queues extending into the intersection, further increasing delay for all 

movements.   

 Hedding Street/Oakland Road: The intersection of Hedding Street/Oakland Road operated 

moderately during the PM peak period. LOS C operations were estimated during observations. 

Most of the cycle length was dedicated to east-west traffic on Hedding Street, and traffic on 

Oakland Road did experience longer wait times as a result. 

2.4.3 PEDESTRIAN AND BICYCLE FACILITIES 

Pedestrian facilities were present and were observed being used by pedestrians. Field observations were 

consistent with the existing pedestrian facilities descriptions in Section 2.1.4. 

Bicycle facilities were present and were observed being used by bicyclists during field observations. Field 

observations were consistent with the existing bicycle facilities descriptions in Section 2.1.3. 

2.4.4 TRANSIT FACILITIES 

VTA buses were seen operating without impediment during field observations. Passengers were seen 

boarding and alighting at the Oakland Road / Charles Street stop, the Oakland Road / Horning Street stop, 

and the Oakland Road / Madera Avenue stop. 
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3.0 PROJECT TRAFFIC ESTIMATES 

The amount of traffic expected to be added to the roadway system by the proposed project is estimated 

using a three-step process: (1) project trip generation, (2) trip distribution, and (3) trip assignment. The first 

step estimates the amount of project-generated traffic that will be added to the roadway network. The 

second step estimates the directions of travel to and from the project site. During the third step, the new 

trips are assigned to specific street segments and intersection turning movements. This process is described 

in more detail in the following sections. 

 TRIP GENERATION 

3.1.1 DATA SOURCES 

In estimating the number of new trips generated by the proposed project uses, a variety of trip generation 

data sources, including previously collected local data and national data sources, were considered. Each of 

the data sources are described below.  

3.1.1.1 Convenience Store and Automobile Gas Pumps 

Per direction from City of San Jose staff, trip generation for the convenience store and for the of automobile 

serving pumps portions of the project was computed using average trip generation rates provided in the 

ITE Trip Generation Manual, 9th Edition (2012). The Convenience Store with Gas Pumps (Land Use Code 853) 

was chosen for the analysis. 

3.1.1.2 Commercial Gas Pumps  

Per direction from City of San Jose staff, trip generation for the commercial gas pumps portion of project 

was derived from video counts of a similar gas station located at 3471 Lafayette Street in San Jose. The 

counts were collected by Traffic Data Services. Video counts were collected during the AM peak period (7:00 

to 9:00 AM) and PM peak period (4:00 to 6:00 PM) to obtain counts that are classified by vehicle type to 

document the quantity of truck traffic using the commercial vehicle pumps during the morning and evening 

peak traffic periods. Commercial vehicle trip generation rates were derived by dividing volumes of all 

commercial vehicles as designated by Miovision (single unit trucks, articulated trucks, buses, or light goods 

vehicles) by the number of commercial fueling stations.  

 



Oakland Road Rotten Robbie Transportation Impact Analysis  

October 12, 2017  

28 

 

 

3.1.1.3 Trip Reductions 

Fehr & Peers also considered whether any trip generation reductions would be applicable. Potential trip 

reductions include: 

 Internalized and non-motorized project trips 

 Pass-by trips 

 Credit for existing uses on the site that would be demolished with construction of the proposed 

project 

The proposed project is solely a commercial use without other land uses on site and all trips to the site are 

anticipated to be made via motorized vehicles.  So reductions due to internalization or non-motorized trips 

were not applied. As noted in Section 3.1.3, VTA bus Route 66 runs along Oakland Road at headways of 

15 minutes or less, with a stop to the project site. While the VTA TIA Guidelines indicate that the project 

may eligible for up to a 2.0% reduction in project trips as it is within 2,000 feet of a transit stop with service 

at 15-minute headways, trip reductions have not been taken for this project to be conservative. 

Many trips to gas stations are passby trips. The majority of trips to the proposed project will already use 

facilities around the project as they will be stopping at the gas station along the way to some other 

destination. The impact of these trips are not attributed to the project because they are already part of the 

existing transportation network. To account for these trips, a passby trip reduction of 63% for the AM peak 

hour and 66% for the PM peak hour was applied.  

The existing buildings on the site generate traffic and a credit was taken for these trips that would be 

removed from the roadway system with the project. Per direction from City of San Jose staff, trip generation 

for these buildings was computed using average trip generation rates provided in the ITE Trip Generation 

Manual, 9th Edition (2012) for the Light Industrial land use type (Land Use Code 110). 

3.1.2 TRIP GENERATION CALCULATIONS 

Vehicle trip rates for the proposed uses, passby reductions, and trip credits for the existing uses were used 

to estimate the number of trips to and from the proposed project site.  The trip generation rates and the 

estimated new number of trips generated by the proposed uses are summarized in Table 7. Based on the 

trip generation estimates, the project will generate an additional 4,024 daily trips, including a total of 117 

trips during the AM peak hour (54 inbound/63 outbound) and a total of 86 trips during the PM peak hour 

(47 inbound/39 outbound).  
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TABLE 7: PROJECT TRIP GENERATION RATES AND ESTIMATES 

Land Use 

Trip Generation 

Rates 
Trip Generation Estimates 

Daily AM PM Daily 

AM PM 

Total In Out Total In Out 

Personal Vehicle 

Pumps1 
542.6 16.6 19.1 6,511 199 100 99 229 115 114 

Commercial 

Vehicle Pumps2 
573.73 18.5 7.5 4,590 148 74 74 60 30 30 

Gross Trips Generation 11,101 347 174 173 289 145 144 

Pass-by Trip Reduction  

(63% AM / 66% PM) 
-6,993 -219 -110 -109 -191 -96 -95 

New Trips Generated 4108 128 64 64 98 49 49 

Existing Industrial 

Land Uses4 
6.97 0.88 0.97 -84 -11 -10 -1 -12 -2 -10 

Net New Trip Generation  4,024 117 54 63 86 47 39 

Notes: 

1. ITE Land Use Code 853 for a Convenience Market with Gasoline/Service Station (ITE Trip Generation Manual, 9th Edition). 

2. Based on rates derived from video counts conducted on March 1st 2017 and March 14th by TDS.  

3. Daily rates for the commercial truck was calculated by applying ratio between the ITE AM rate and ITE daily rate to the AM rate for 

the commercial trucks and averaging that with the ITE daily rate for passenger vehicles (((542.6/16.6) * 18.5)+ 542.6)/2 = 573.7. 

4. ITE Land Use Code 110 for General Light Industrial (ITE Trip Generation Manual, 9th Edition). For our analysis we assume 12,000 

square feet of light industrial is on the existing site based on field recognizance. 

Source: Fehr & Peers, August 2017. 

 PROJECT TRIP DISTRIBUTION & ASSIGNMENT 

The geographical distribution of trips generated by the project is based on the locations of complementary 

land uses, the street system serving the project, and existing travel patterns in the area. Input from City of 

San Jose staff was used to refine the trip distribution pattern. The general directions of approach and 

departure assumed for the project trips are illustrated on Figure 7. Using this trip distribution pattern, the 

traffic generated by the project was assigned to the street network, and Figure 8 shows the project-

generated traffic volumes at the study intersections and project driveways during the weekday AM and PM 

peak hours. As noted on Figure 8, an estimated 52 PM peak hour project-related trips would use Oakland 

Road to reach the US 101/Oakland Road interchange.  
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Figure 8

Trip Assignment

accf

0
 (

0
)

3
5

 (
3

1
)

9
 (

6
)

acf

3 (2)
0 (0)
0 (0)

acce0 
(0

)
0

 (
0

)
8

 (
7

)

ac
f 2 (1)

3 (2)
50 (31)

1. Oakland Road/Commercial Street

acc

0
 (

0
)

3
2

 (
2

4
)

ccf16
 (

1
0

)
3

5
 (

2
1

)

bf

14 (12)
0 (0)
0 (0)

2. Oakland Road/US 101 NB Ramps

ccf

5
 (

5
)

0
 (

0
)

abf

14 (12)
0 (0)
0 (0)

aacc6
 (

4
)

2
8

 (
1

8
)

3. Oakland Road/US 101 SB Ramps

ace

0
 (

0
)

3
 (

2
)

0
 (

0
)

acf

2 (1)
0 (0)
0 (0)

accf2 
(1

)
3

 (
2

)
1

 (
1

)

ac
f 1 (1)

0 (0)
0 (0)

4. Oakland Road/Hedding Street

Commercial Street

O
a
k
la

n
d
 R

o
a
d

US 101 SB Ramps

O
a
k
la

n
d
 R

o
a
d

Hedding Street

O
a
k
la

n
d
 R

o
a
d

US 101 NB Ramps

O
a
k
la

n
d
 R

o
a
d

N



Oakland Road Rotten Robbie Transportation Impact Analysis  

October 12, 2017  

32 

 

4.0 EXISTING WITH PROJECT CONDITIONS 

This chapter presents the results of the intersection operations analysis under Existing with Project 

Conditions. Project traffic was added to existing traffic volumes and intersection levels of service were 

calculated. This scenario isolates the potential impacts of the project by excluding the impacts from other 

proposed projects.  

 EXISTING WITH PROJECT INTERSECTION LEVELS OF SERVICE 

Intersection LOS was calculated with the new traffic added by the proposed project to evaluate the 

operating conditions of the intersections and identify potential impacts to the roadway system. Turning 

movement traffic volumes for the Existing with Project Conditions are illustrated on Figure 9. 

Table 8 provides the results of the intersection LOS calculations for Existing with Project Conditions, while 

Appendix B contains the corresponding calculation sheets. The results for Existing Conditions are included 

for comparison purposes, along with the projected increases in critical delay and critical volume-to-capacity 

(V/C) ratios. Critical delay represents the delay associated with the critical movements of the intersection, 

or the movements that require the most “green time” and have the greatest effect on overall intersection 

operations. The changes in critical delay and critical V/C ratio between Existing and Existing with Project 

Conditions are used to identify significant impacts.  

The results of the LOS calculations indicate that the majority of the study intersections will operate at 

acceptable levels of service according to their designed LOS standard. The following intersection does not 

meet its respective LOS standard for AM peak hour under Existing with Project Conditions. 

 Intersection #2 – Oakland Road / US 101 North (AM Peak Hour) 



Figure 9

Existing Plus Project Conditions
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Notes: 

1. AM = morning peak hour, PM = evening peak hour 

2. Whole intersection average delay reported for signalized intersections. Delay calculations are consistent with the methodologies 

presented in the City of San Jose’s Traffic Impact Analysis Handbook Volumes I (2009) & II (2011) and VTA’s Transportation Impact 

Analysis Guidelines (2014). 

3. LOS designation per HCM 2000, with Santa Clara County LOS designation modifiers. 

4. Change in volume-to-capacity ratio for signalized intersection critical movements. 

5. Change in average vehicle control delay for intersection critical movements. 

* indicates CMP intersection  

Bold indicates deficient intersection operations. Bold and italics indicates significant impact. 

Source: Fehr & Peers, August 2017 

 EXISTING WITH PROJECT INTERSECTION IMPACTS  

This section of the report evaluates the intersection LOS results presented in Table 8 against the City of San 

Jose criteria for significant intersection impacts and presents mitigation measures for identified impacts. 

The results of the intersection operations analysis indicates that the intersection of Oakland Road/US 101 

North would operate at LOS E under Existing and Existing Plus Project Conditions for the AM peak hour. 

The addition of project trips would increase critical delay by more than 4.0 second, and increase the critical 

volume-to-capacity (V/C) ratio more than 0.01. Therefore, the project has a significant impact to the 

Oakland Road/US 101 Northbound intersection. 

All other study intersections operate at acceptable service levels of service based on the City of San Jose 

criteria; therefore, the impacts at these intersections are less-than-significant. 

TABLE 8: EXISTING WITH PROJECT INTERSECTIONS LEVEL OF SERVICE 

Intersection 
Peak 

Hour1 

Existing Conditions Existing with Project Conditions 

Delay2 LOS3 Delay2 LOS3 
 in Crit. 

V/C4 

 in Crit. 

Delay5 

1 
Oakland 

Road/Commercial Street 

AM 

PM 

38.2 

49.8 

  D+ 

D 

40.3 

50.4 

D 

D 

+0.047 

+0.032 

+4.3 

+1.3 

2 
Oakland Road/US 101 

North* 

AM 

PM 

66.3 

22.5 

E 

  C+ 

69.2 

22.9 

E 

  C+ 

+0.019 

+0.014 

+6.6 

+0.7 

3 
Oakland Road/US 101 

South* 

AM 

PM 

25.2 

30.2 

C 

C 

25.6 

30.9 

C 

C 

+0.011 

+0.010 

+0.4 

+1.2 

4 
Oakland Road/Hedding 

Street 

AM 

PM 

44.1 

36.4 

D 

  D+ 

44.2 

37.0 

D 

  D+ 

+0.003 

+0.024 

+0.1 

+8.6 
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 EXISTING WITH PROJECT MITIGATION MEASURES 

The project is projected to have a significant impact to the Oakland Road/US 101 Northbound intersection. 

As noted in Section 1.7, the US-101/Oakland/Mabury Transportation Development Plan (TDP) outlines a 

number of intersection and other roadway improvements with the goal of reducing delay at the US-

101/Oakland/Mabury interchange area in San Jose. The policy recognizes that future impacts would occur 

at the interchange. While the project will contribute its share of the fee, these improvements may mitigate 

project impacts, there is no projected construction timeline. Chapter 6 explains the context of the project 

in the TDP. No other mitigation is recommended. 

 MULTIMODAL TRANSPORTATION IMPACTS 

This section of the report discusses the project’s impacts to the multimodal transportation system, including 

impacts to pedestrians, bicyclists and the transit system.  

4.4.1 PEDESTRIAN AND BICYCLE IMPACTS 

Pedestrian connections to the project site from the public roadway system are provided by sidewalks along 

Oakland Road and Commercial Street. As noted in Section 3.1.5, the sidewalk network along the Oakland 

Road corridor is generally free of gaps. A pedestrian access path will be provided between the west side of 

the convenience store to the Oakland Road sidewalk (as shown on Figure 1); this access route would provide 

access to the VTA transit stop adjacent to the project site. The public sidewalks in the vicinity of the project 

are not anticipated to be removed or substantially modified with the project. The project would not preclude 

any planned pedestrian improvements or substantially degrade the existing pedestrian environment. 

Therefore, the project’s impact to pedestrians is less-than-significant.  

Bicycle connections to the site from the public roadway system are provided by Class II bike lanes along 

Oakland Road. Bicycle facilities are not provided along Commercial Street. The proposed project would not 

substantially alter existing bicycling infrastructure, nor would it preclude the installation of additional bicycle 

infrastructure. Therefore, the impact to bicyclists is less-than-significant. 

4.4.2 TRANSIT VEHICLE DELAY (FOR INFORMATIONAL PURPOSES) 

Transit vehicles operating in the project vicinity could incur additional delay due to increased intersection 

congestion. The primary transit-serving corridor near the project site is Oakland Road. The through 

movement delays along the Oakland Road corridor (from the detailed calculation sheets presented in 
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Appendix B) were used to determine the potential added transit vehicle delay. Other signalized intersections 

along the Oakland Road corridor may impart additional delay to transit, but the project added trips should 

not substantially affect signal operations as the number of trips added are less than ten trips per lane. The 

difference between the “without project” and “with project” values is the added transit vehicle delay. The 

results, as well as the transit routes located along the Oakland Road corridor are shown in Table 9.   

TABLE 9: EXISTING WITH PROJECT ADDITIONAL TRANSIT VEHICLE DELAY  

Corridor 
Peak 

Hour 

Projected Additional Delay (sec) 

Affected VTA Transit Routes Existing with Project Conditions 

Northbound  Southbound 

Oakland Road 

(Hedding Street to 

Commercial Street) 

AM 

PM 

1.6 

0.4 

0.0 

0.2 
66 

Source: Fehr & Peers, August 2017. 

Overall, transit vehicles are projected to incur at most 1.6 seconds of additional delay along the Oakland 

Road study corridor. Considering that the Oakland Road study corridor is about 0.5 miles long, the added 

delay does not represent a substantial change in travel times. No significance thresholds for an increase in 

transit delay are identified in the latest VTA TIA guidelines (dated October 2014).  

4.4.3 TRANSIT IMPACTS 

The project site would be directly served by VTA (bus) Route 66 at the stops located at Oakland 

Road/Charles Street; the existing headway information for Route 66 is provided in Table 5. While the project 

may result in an increase in transit demand, the increase demand would be low and is not expected to result 

in over-capacity conditions. VTA Route 66 runs at frequent (15 minute or less) headways in the vicinity of 

the project site, which suggests that additional peak hour transit ridership generated by the project would 

be sufficiently distributed over the course of the peak hour to not overload the  buses on Route 66. The 

proposed project would not disrupt existing transit services or preclude planned transit facilities or services. 

Therefore, the project’s impact to the transit system is less-than-significant.  

4.4.4 EMERGENCY ACCESS IMPACTS 

The proposed project includes four driveways – two on Oakland Road and two on Commercial Street. 

Parking or truck loading/unloading zones encircle the building; a parking access ring aisle is provided (as 

shown on Figure 1). The proposed project is not anticipated to degrade roadway operations to the point 

where emergency vehicles are impacted. Therefore, the project does not conflict with existing or planned 
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emergency response routes, nor does it provide inadequate access to accommodate emergency vehicles. 

Therefore, the project’s impacts to external and internal emergency access is less-than-significant. 

LEFT-TURN STORAGE ANALYSIS 

Left-turn pockets store queued vehicles waiting to make a left turn out of the general traffic stream. Providing 

adequate queue storage maintains intersection operations, while reducing the potential for rear-end collisions. 

A left-turn pocket storage analysis, presented below, was prepared for intersections in vicinity of the project site 

and project driveways where project trips have the greatest potential to influence queue formation.  

4.5.1 WESTBOUND LEFT-TURN AT OAKLAND ROAD/COMMERCIAL STREET 

As noted in Section 4.2, some project trips would use the Commercial Street driveways to access the site. Based on 

the project trip assignment data (presented on Figure 8), 50 AM peak hour trips and 31 PM peak hour trips are 

anticipated to use the westbound left turn lane at Oakland Road/Commercial Street. The striped pocket length is 

315 feet, with a taper length of 100 feet. This equates to an effective 365 feet of available storage, measured from 

the stop bar to the halfway point of the lane transition. 

Queue length estimates are included in the TRAFFIX outputs in Appendix B. The queue length estimates reported 

are the 95th percentile queue lengths measured in number in vehicles. Under Existing Conditions, the 95th percentile 

queue would be 40 vehicles in the AM peak hour and 22 vehicles in the PM peak hour. Under Existing with Project 

Conditions, the 95th percentile queue for the westbound left turn at Oakland Road/Commercial Street would be 45 

vehicles in the AM peak hour and 24 vehicles in the PM peak hour. Applying a factor of 25 feet of queue distance 

per vehicle yields an AM peak hour 95th percentile queue length of 1,125 feet and a PM peak hour 95th percentile 

queue length of 600 feet. The existing 365-foot would not be adequate to accommodate these queues. Some 

additional westbound left turn capacity (approximately 750 feet) may be available by narrowing the through lanes 

upstream of the traffic flow to where vehicles have a clear line of sight to the intersection, but this would not mitigate 

the entire deficiency. The City of San José plans to install dual-left turn lanes as part of the pavement 

maintenance program at the end of 2017. This would add approximately 145 feet of left turn storage.

4.5.2 PROJECT DRIVEWAYS 

Queues at the project driveway entrances are anticipated to be short. For the Commercial Street driveways, 

queues are anticipated to be short as Commercial Street widens from one westbound lane to three westbound 

lanes upstream near the driveway. For the right-in/right-out Oakland Road driveways, queues are anticipated to 

be short as long gaps in traffic are plentiful along Oakland Road, and generally low bicycle and pedestrian 

volumes result in low incidence of queues forming when turning vehicles yield to bicyclists and pedestrians. 
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5.0 BACKGROUND CONDITIONS 

The Background Condition represents conditions prior to the completion of the project. Traffic volume 

estimates representing Background (without Project) Conditions reflect traffic increases due to nearby 

development and any roadway network changes and street improvements that are planned an fully funded 

and/or are required to be constructed as a condition of approval of the development projects. This chapter 

presents the results of the level of service calculations under Background Conditions with and without the 

Project.  

 BACKGROUND TRAFFIC VOLUMES 

Traffic volumes for Background Conditions comprise of existing volumes plus traffic generated by 

“approved but not yet built” and “not occupied” development in the area to account for local growth in the 

study area. Staff from the City of San Jose provided information regarding these background development 

projects. In particular, the “approved but not yet built” and “not occupied” developments that will add traffic 

to the study intersections were obtained from the City’s Approved Trips Inventory (ATI) database. The trips 

for each of the background projects were added to the Existing volumes (Figure 6) at each study 

intersection to represent Background Conditions, as shown on Figure 10.  

Appendix C contains a full listing of trips generated by approved projects at the study intersections per the 

City of San Jose’s ATI database. 

 BACKGROUND BASELINE IMPROVEMENTS 

No new roadway improvements were identified for the Background Condition; therefore, the existing 

roadway network was used for the background analysis. 

 BACKGROUND WITH PROJECT TRAFFIC VOLUMES 

Trips generated from the proposed project (Figure 8) were added to the Background traffic projections 

(Figure 10) to develop traffic volumes for Background with Project Conditions. The resulting volumes at the 

study intersections are shown on Figure 11.  
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 BACKGROUND INTERSECTION LEVELS OF SERVICE 

Table 10 presents the delay and LOS calculation results for the study intersections under Background 

Conditions and Background with Project Conditions. Appendix B contains the corresponding calculation 

sheets. 

The results of the LOS calculations indicate that the majority of the study intersections will not operate at 

acceptable levels of service according to their designed LOS standard. The following intersections do not 

meet their respective LOS designations for AM and/or PM peak hour under Background Conditions and 

Background with Project Conditions. 

 Intersection #1 – Oakland Road/Commercial Street (AM and PM peak hours) 

 Intersection #2 – Oakland Road/US 101 North (AM peak hour) 

 Intersection #3 – Oakland Road/US 101 South (PM peak hour) 

 Intersection #4 – Oakland Road/Hedding Street (AM peak hour) 
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Notes: 

1. AM = morning peak hour, PM = evening peak hour 

2. Whole intersection average delay reported for signalized intersections. Delay calculations are consistent with the methodologies 

presented in the City of San Jose’s Traffic Impact Analysis Handbook Volumes I (2009) & II (2011) and VTA’s Transportation Impact 

Analysis Guidelines (2014). 

3. LOS designation per HCM 2000, with Santa Clara County LOS designation modifiers. 

4. Change in volume-to-capacity ratio for signalized intersection critical movements. 

5. Change in average vehicle control delay for intersection critical movements. 

* indicates CMP intersection  

Bold indicates deficient intersection operations. Bold and italics indicates significant impact. 

Source: Fehr & Peers, April 2017 

 

  

TABLE 10: BACKGROUND WITH PROJECT INTERSECTIONS LEVEL OF SERVICE 

Intersection 
Peak 

Hour1 

Background 

Conditions 
Background with Project Conditions 

Delay2 LOS3 Delay2 LOS3 
 in Crit. 

V/C4 

 in Crit. 

Delay5 

1 
Oakland Road/ 

Commercial Street 

AM 

PM 

85.1 

57.1 

F 

  E+ 

96.4 

58.3 

F 

  E+ 

+0.047 

+0.032 

+21.0 

+2.7 

2 
Oakland Road/US 101 

North* 

AM 

PM 

171.7 

50.9 

F 

D 

174.9 

53.7 

F 

 D- 

+0.018 

+0.014 

+8.1 

+4.6 

3 
Oakland Road/US 101 

South* 

AM 

PM 

29.2 

72.1 

C 

E 

29.7 

73.7 

C 

E 

+0.011 

+0.006 

+0.6 

+2.3 

4 
Oakland Road/Hedding 

Street 

AM 

PM 

61.3 

49.3 

E 

D 

61.7 

49.5 

E 

D 

+0.003 

+0.001 

+0.7 

+0.2 



Figure 11

Background Plus Project Conditions

Peak Hour Traffic Volumes, Lane Configurations and Traffic Control
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 BACKGROUND WITH PROJECT INTERSECTION IMPACTS  

This section of the report evaluates the intersection LOS results presented in Table 10 against the City of 

San Jose criteria for significant intersection impacts and presents mitigation measures for identified impacts. 

The results of the intersection operations analysis indicated that the intersections of Oakland 

Road/Commercial Street and Oakland Road/US 101 North would operate at LOS F under Background and 

Background with Project Conditions during the AM peak hour. The addition of project trips would increase 

the critical delays by more than 4.0 seconds, and change the critical volume-to-capacity (V/C) ratios by more 

than 0.01. Therefore, the project has a significant impact to these intersections. 

The intersections of Oakland Road/Commercial Street and Oakland Road/US 101 South would operate at 

LOS E+ and LOS E, respectively, under Background and Background with Project Conditions for the PM peak 

hour. The intersection of Oakland Road/Hedding Street would also operate at LOS E under Background and 

Background with Project Conditions for the AM peak hour. The addition of project trips to these 

intersections would exacerbate delay at each intersection. However, the change in critical delay is less than 

4.0 seconds (and non-negative), and the change in critical V/C ratio is less than 0.01. Therefore, the impacts 

at these intersections are less than significant. 

 BACKGROUND WITH PROJECT MITIGATION MEASURES 

The project is projected to have a significant impact to the Oakland Road/Commercial Street and Oakland 

Road/US 101 Northbound intersections. As noted in Section 1.7, the US-101/Oakland/Mabury 

Transportation Development Plan (TDP) outlines a number of intersection and other roadway improvements 

with the goal of reducing delay at the US-101/Oakland/Mabury interchange area in San Jose. The policy 

recognizes that future impacts would occur at the interchange. While the project will contribute its share of 

the fee, these improvements may mitigate project impacts, there is no projected construction timeline. 

Chapter 6 explains the context of the project in the TDP. No other mitigation is recommended. 

 MULTIMODAL TRANSPORTATION IMPACTS 

5.7.1 PEDESTRIAN, BICYCLE, TRANSIT, AND EMERGENCY VEHICLE IMPACTS 

Background Conditions and Background with Project Conditions for pedestrian facilities, bicycle facilities, 

transit facilities, and emergency vehicle access would generally be equivalent to Existing Conditions and 
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Existing with Project Conditions, respectively. Discussion regarding project impacts to these modes of 

transportation under Existing with Project Conditions is provided in Chapter 5. Like Existing with Project 

conditions, the impacts to pedestrian, bicycle and transit modes are expected to be less-than-significant 

under Background with Project Conditions. Similarly, the impact to external and internal emergency vehicle 

access is less-than-significant under Background with Project Conditions.  

5.7.2 TRANSIT VEHICLE DELAY (FOR INFORMATIONAL PURPOSES) 

The through movement delays along the Oakland Road corridor (from the detailed calculation sheets 

presented in Appendix B) were utilized to determine the potential added transit vehicle delay under 

Background plus Project conditions. The difference between the “without project” and “with project” values 

is the added transit vehicle delay. The results are shown in Table 11.   

TABLE 11: BACKGROUND WITH PROJECT ADDITIONAL TRANSIT VEHICLE DELAY  

Corridor 
Peak 

Hour 

Projected Additional Delay (sec) 

Affected  

VTA Transit Routes 
Background with Project Conditions 

Northbound  Southbound 

Oakland Road 

(Hedding Street to 

Commercial Street) 

AM 

PM 

7.7 

0.8 

0.6 

1.9 
Bus Route 66 

Source: Fehr & Peers, August 2017. 

Overall, transit vehicles are projected to incur at most 7.7 seconds of additional delay along the Oakland 

Road study corridor. Considering that the Oakland Road study corridor is about 0.5 miles long, the added 

delay may represent a significant change in travel times. Mitigations to improve vehicular LOS would also 

reduce transit delay. No significance thresholds for an increase in transit delay are identified in the latest 

VTA TIA guidelines (dated October 2014).  

 LEFT-TURN STORAGE ANALYSIS 

5.8.1 WESTBOUND LEFT TURN AT OAKLAND ROAD/COMMERCIAL STREET 

Queue length estimates (in number of vehicles) have been included in the TRAFFIX outputs in Appendix B. 

Under Background Conditions, the 95th percentile queue for the westbound left turn at Oakland 

Road/Commercial Street would be 90 vehicles in the AM peak hour and 38 vehicles in the PM peak hour. 

Under Background with Project Conditions, the 95th percentile queue for the westbound left turn at Oakland 
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Road/Commercial Street would be 101 vehicles in the AM peak hour and 41 vehicles in the PM peak hour. 

Applying a factor of 25 feet of queue distance per vehicle yields an AM peak hour 95th percentile queue 

length of 2,525 feet. Applying a similar factor for the PM peak hour yields a PM peak hour 95th percentile 

queue length of 1,025 feet. The existing 365-foot westbound left turn pocket at Oakland Road/Commercial 

Street would not be adequate to accommodate these queues. Some additional westbound left turn capacity 

(approximately 750 feet) may be available by narrowing the through lanes upstream of the traffic flow to 

where vehicles have a clear line of sight to the intersection, but this would not mitigate the entire deficiency. 

The City of San José plans to install dual-left turn lanes as part of their pavement maintenance program at 

the end of 2017. This would add approximately 145 feet of left turn storage. 

5.8.2 PROJECT DRIVEWAYS 

Similar to Existing Conditions, queues at the project driveway entrances are anticipated to be short. For the 

Commercial Street driveways, queues are anticipated to be short as Commercial Street widens from one 

westbound lane to three westbound lanes upstream near the driveway. For the right-in/right-out Oakland 

Road driveways, queues are anticipated to be short as long gaps in traffic are plentiful along Oakland Road, 

and generally low bicycle and pedestrian volumes result in low incidence of queues forming when turning 

vehicles yield to bicyclists and pedestrians. 
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6.0 US-101/OAKLAND/MABURY TRANSPORTATION 

DEVELOPMENT PROGRAM 

The San José City Council adopted the December 2007 US-101/Oakland/Mabury Transportation 

Development Policy (TDP) to address the needed improvements in the proximity of the US-101/Oakland 

Road interchange. The TDP requires for all industrial, commercial, and residential development that 

contributes interchange trips to either interchange to pay a fee per trip traversing through one or more 

Policy Interchange Intersection. (Policy Interchange Intersections include Oakland Road/Commercial Street, 

Oakland Road/US 101 North, and Oakland Road/US 101 South.) Figure 12 shows the planned roadway 

geometric improvements included in the TDP. 

According to the TDP, convenience stores and gas stations both fall under “Commercial” land use. Because 

some of the new project trips are predicted to use the US-101/Oakland Road interchange, the proposed 

Project is subject to the fees outlined in the TDP. The TDP requires that a fee of $36,847 per net new PM 

peak hour interchange trip be paid to support the planned interchange improvements. This fee is subject 

to an annual escalation on January 1st based on the Engineering News-Record Construction Cost Index for 

San Francisco. The proposed Project will generate 52 PM peak hour interchange trips, based on the Project 

trip distribution on Figure 7. Thus, the TDP will require a fee based on the 52 trips and the fee rate 

determined at the time of payment.  

  



Figure 12  

Proposed US101/Oakland Road Interchange Improvements
N:\Projects\_SJ17_Projects\SJ17_1718_Rotten_Robbie_Oakland_Road_TIA_and_Estimates\Graphics\ADOBE\FigureX_Concenptual Plan.ai

Project Site

Sources: T.Y.LIN International, City of San Jose, VTA
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7.0 SITE PLAN REVIEW AND RECOMMENDATIONS 

The project site plan (Figure 1) show the site access and on-site circulation configuration for the project 

site. Two right-in/right-out driveways on Oakland Road and two full-access driveways onto Commercial 

Street. The primary truck pumping location area will be southern portion of the project site. None of the 

driveways are shared with any adjacent sites.   

 SITE PLAN REVIEW AND RECOMMENDATIONS 

The site plan review consists of the following elements:  

 Site access and interface with the adjacent roadway network 

 On-site motor vehicle circulation  

 Pedestrian access and circulation within and adjacent to the site 

 Bicycle access and circulation within and adjacent to the site, and location/type of bicycle parking  

7.1.1 REVIEW OF SITE PLAN ELEMENTS 

7.1.1.1 Site Access and Interface with Roadway Network 

As noted above, the project site plan presents four driveway access points for the site: two full-access 

driveways on Commercial Street and two right-in/right-out driveways on Oakland Road. 

In the vicinity of the project site, Oakland Road is on a straight (tangent) horizontal alignment with little-to-

no vertical curvature. Sight distance along Oakland Road for vehicles exiting the project site at the Oakland 

Road right-in/right-out driveway is generally adequate; drivers can see upstream along Oakland Road at 

least 800 feet, through the Oakland Road/Commercial Street intersection (signalized) to the US 101 

North/Oakland Road intersection (signalized).  

There is no proposed on-street parking along Commercial Street, thus sight distance is not impeded by 

parking for vehicles exiting the site onto Commercial Street. A utility pole slightly impedes sight distance 

for vehicles exiting the easternmost driveway along Commercial Street. The proposed position of the 

Commercial Street driveway appears to allow for vehicles exiting the site to see at to the Oakland 

Road/Commercial Street intersection and at least 1,000 feet away from the intersection along Commercial 

Street. This sight distance would be adequate for vehicles exiting the site. 
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Full sidewalks are provided along Oakland Road and Commercial Street. North, east, and west crosswalks 

are provided at the intersection of Oakland Road/Commercial Street. Additionally, Class II bike lanes are 

provided along Oakland Road north of Commercial Street and south of Horning Street past the intersection 

of US 101 South/Oakland Road. The combination of adequate off-site pedestrian/bicycle infrastructure and 

a centralized, logical access route between the building and the sidewalk network would provide good 

pedestrian/bicycle access to the site. 

Transit access to the site is provided by bus stops adjacent to the site. As described in Section 3.1.2, VTA 

Route 66 serves these stops, with connections to the Milpitas Great Mall/Main Street transit center, with a 

future connection to the BART Milpitas station. Transit trips would use the pedestrian network described 

above to access the site.   

7.1.1.2 On-Site Multimodal Circulation 

The on-site ring circulator roadway will be at least 26 feet in width, consistent with the requirements for 

parking aisles presented in the City of San Jose Ordinance Code1. Interface areas between the circulator 

roadway and driveway access points appear to be open and free of obstructions. Parking stalls are only 

included along tangent sections of the circulator roadway. Sight distance along the circulator around the 

northwest corner of the building should provide sufficient sight distance for drivers to avoid conflicts 

between vehicles entering/exiting parking stalls and vehicles traveling along the circulator roadway. 

A connection between the primary pedestrian access point and the building would be provided through a 

concrete sidewalk bordering the northwestern border of the project site. The sidewalk also serves as the 

access route between the building and the proposed accessible parking spaces on the southwest side of 

the convenience store.  

Bicycle routes of access to building entrances would be handled through the circulator roadway or the 

pedestrian access point. In either case, the site design should facilitate bicycle access to the site without 

posing conflicts beyond the vehicle-vehicle or vehicle-pedestrian discussed above. Locations of bicycle 

parking are not shown on the site plan. 

7.1.1.3 Service/Truck Access to Fueling and Loading/Unloading Areas 

Eight truck bays for fueling are provided along the eastern side of the building. Trash collection will also be 

provided at the southeastern corner of the building. 

                                                        

1 City of San Jose Ordinance Code §20.90.100C 
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Truck/service vehicle access to the building may occur through the use of both driveways to the site. Based 

on engineering judgement, there appears to be adequate space for service vehicles and trucks to enter the 

project site from all driveways, circulate, and exit from all driveways. A formal AutoTurn analysis of the site 

plan was not performed; however, an AutoTurn analysis is recommended to ensure that service vehicles 

and trucks can properly access the project site based on the current site plan. 

7.1.2 RECOMMENDATIONS 

Based on the site plan analysis described in Section 8.1.1, the following recommendations have been 

developed to improve site access and on-site circulation. 

 Provide on-site bike parking –Locations of bike parking are not noted on the site plan. Providing 

bicycle parking on-site would encourage bicycle commuting between the convenience store and 

nearby residential areas. The Class II bike lane along Oakland Road provides a bicycle connection 

to the project site from nearby residential areas north of the project site. 

 Add “Do Not Block Driveway” signage and pavement markings on Commercial Street at 

easternmost driveway—Vehicles exiting the driveways on Commercial Street attempting to enter 

the left turn queue on the westbound approach of the intersection of Oakland Road/Commercial 

Street would face difficulty during both the AM and PM peak hours, as observed. Adding “Do Not 

Block Driveway” signage and pavement markings on Commercial Street at the easternmost 

driveway would create space for vehicles exiting the proposed Project site to enter their desired 

lane without impeding traffic. “Do Not Block Driveway” signage must be entirely within the 

Project site and may not be within the City’s right-of-way. 

 Maintain minimum driveway width of 32 feet along Oakland Road to adequately accommodate 

trucks accessing the site—trucks require wider driveways than most personal automobiles. 

Because the Project provides eight heavy vehicle fueling docks, 32 feet or wider driveways are 

recommended to ensure adequate site access. 

 PARKING SUPPLY ANALYSIS 

The City of San Jose Ordinance Code provides off-street vehicle and bicycle parking requirements for 

developments throughout the City of San Jose. The parking requirement for the Project is based on the 

number of spaces needed for the convenience retail area plus the number of spaces needed for vehicle 

related uses such as air and water.  

The convenience retail parking supply requirement is 1 space per 200 square feet of sales floor area. Since 

the size of the sales floor area is not known, the parking requirement was conservatively estimated based 

on the gross floor area as 19 spaces. The gas station requirement is one space per employee, plus one space 
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per air/water pump service, plus one space per information stop. With two full-time employees, the gas 

station would have a requirement for four spaces, yielding a site requirement of 23 spaces.  The Project is 

proposing to provide 19 spaces. 

Table 12 presents a comparison of the City Ordinance Code requirements for parking supply versus the 

parking supply proposed in the current site plan. 

TABLE 12: PARKING COMPARISON 

Land Use Floor Area1 
Vehicle 

Parking 

Bicycle 

Parking 

Food, beverage, groceries2 3.65 ksf 19 25 

Gas or Charge Station Portion 3 NA4 4 15 

Total Parking Required by City Ordinance Code §20.90.060 23 3 

Total Parking Supply Proposed in Site Plan 196 N/A7 

Notes: 

1. 1 ksf = 1,000 square feet 

2. Vehicle parking requirement of 1 space per 200 square feet of sales floor area per Table 20-190 of Code §20.90.060. Bicycle 

parking requirement (80% short term bicycle parking, 20% long term bicycle parking) of 1 per 3,000 square feet of floor area.   

3. Vehicle parking requirement of 1 space per 1 employee, plus 1 per air and water pump service, plus 1 per information stop per 

Table 20-190 of Code §20.90.060. Long-term bicycle parking requirement of 1 per 10 employees. 

4. The parking added under the gas stations parking requirements are solely from 1 Air/Water Station and 1 Information stop. 

Employees parking is considered parking of the parking required for the food, beverage, groceries use.  

5. A minimum of two short-term bicycle parking spaces and one long-term bicycle parking space shall be provided for each site that 

has a nonresidential use per Table 20-190 of Code §20.90.060. 

6. There are 20 spaces provided at fueling dispensers that are not included in the required parking supply analysis. The total vehicle 

spaces available would be 39 spaces if these spaces were included. 

7. External bicycle parking not shown on site plan, but a recommendation to include bicycle parking is included in Section 8.1.2. 

Source: Fehr & Peers, October 2017 

As noted in Table 12, the total automobile parking supply provided per the site plan (19 spaces) does not 

meet the code requirements for automobile parking supply of 23 spaces. However, the code requirements 

were conservatively estimated and the employee parking may be double counted. Therefore it is likely that 

the proposed parking supply will be adequate.   

As recommended in Section 8.1.2, bicycle parking should be provided on-site. One long term bicycle 

parking space and two short term bicycle parking spaces should be provided to meet the minimum code 

requirements.
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OAKLAND RD
Northbound

COMMERCIAL ST
Eastbound

Start 
Time

Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Int. Total

07:00 AM 10 116 21 0 50 124 149 0 30 111 72 0 33 9 6 3 734
07:15 AM 12 123 5 0 56 142 176 0 27 207 93 0 45 12 5 2 905
07:30 AM 14 141 16 1 73 158 174 2 36 180 64 0 37 13 10 0 919
07:45 AM 18 122 29 0 102 136 147 0 50 269 69 0 33 13 12 4 1004

Total 54 502 71 1 281 560 646 2 143 767 298 0 148 47 33 9 3562

08:00 AM 9 128 28 0 67 121 177 0 55 234 65 0 49 8 7 1 949
08:15 AM 6 128 20 0 77 132 147 0 36 245 80 0 39 10 8 1 929
08:30 AM 8 135 20 1 72 144 139 1 43 205 66 0 34 13 8 0 889
08:45 AM 9 134 18 2 62 152 123 0 46 206 76 0 22 19 5 0 874

Total 32 525 86 3 278 549 586 1 180 890 287 0 144 50 28 2 3641

Grand Total 86 1027 157 4 559 1109 1232 3 323 1657 585 0 292 97 61 11 7203
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File Name : #69 OAKLAND&COMMERCIALAM
Site Code : 
Start Date : 5/19/2015
Page No : 2

OAKLAND RD
Southbound

COMMERCIAL ST
Westbound

OAKLAND RD
Northbound

COMMERCIAL ST
Eastbound

Start 
Time

Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 14 141 16 1 172 73 158 174 2 407 36 180 64 0 280 37 13 10 0 60 919
07:45 AM 18 122 29 0 169 102 136 147 0 385 50 269 69 0 388 33 13 12 4 62 1004
08:00 AM 9 128 28 0 165 67 121 177 0 365 55 234 65 0 354 49 8 7 1 65 949
08:15 AM 6 128 20 0 154 77 132 147 0 356 36 245 80 0 361 39 10 8 1 58 929
Total Volume 47 519 93 1 660 319 547 645 2 1513 177 928 278 0 1383 158 44 37 6 245 3801
% App. Total 7.1 78.6 14.1 0.2  21.1 36.2 42.6 0.1  12.8 67.1 20.1 0  64.5 18 15.1 2.4   

PHF .653 .920 .802 .250 .959 .782 .866 .911 .250 .929 .805 .862 .869 .000 .891 .806 .846 .771 .375 .942 .946

 OAKLAND RD 

 C
O

M
M

E
R

C
IA

L
 S

T
  C

O
M

M
E

R
C

IA
L

 S
T

 

 OAKLAND RD 

Right
47 

Thru
519 

Left
93 

Peds
1 

InOut Total
1284 660 1944 

R
ig

h
t

3
1

9
 

T
h

ru
5

4
7

 
L

e
ft

6
4

5
 

P
e

d
s2

 

O
u

t
T

o
ta

l
In

3
1

4
 

1
5

1
3

 
1

8
2

7
 

Left
278 

Thru
928 

Right
177 

Peds
0 

Out TotalIn
1322 1383 2705 

L
e

ft3
7

 
T

h
ru4

4
 

R
ig

h
t

1
5

8
 

P
e

d
s6

 

T
o

ta
l

O
u

t
In

8
7

2
 

2
4

5
 

1
1

1
7

 

Peak Hour Begins at 07:30 AM
 
Class 1

Peak Hour Data

North

All Traffic Data Services, Inc
9660 W 44th Ave 

Wheat Ridge,CO 80033
303-216-2439



File Name : #69 OAKLAND&COMMERCIALPM
Site Code : 
Start Date : 5/19/2015
Page No : 1

Groups Printed- Class 1
OAKLAND RD
Southbound

COMMERCIAL ST
Westbound

OAKLAND RD
Northbound

COMMERCIAL ST
Eastbound

Start 
Time

Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Int. Total

04:00 PM 6 141 47 0 25 40 85 0 87 108 33 0 98 66 10 0 746
04:15 PM 2 174 50 3 32 30 73 2 89 151 45 0 77 42 2 1 773
04:30 PM 9 158 54 1 33 38 68 0 107 124 36 0 95 62 6 2 793
04:45 PM 8 171 62 3 31 30 63 1 89 109 22 0 90 70 7 0 756

Total 25 644 213 7 121 138 289 3 372 492 136 0 360 240 25 3 3068

05:00 PM 5 242 56 7 28 27 61 4 98 126 21 0 97 61 5 6 844
05:15 PM 4 221 55 2 32 35 61 1 85 103 34 1 108 74 7 3 826
05:30 PM 13 295 65 5 23 22 56 0 95 125 20 0 89 59 15 7 889
05:45 PM 5 219 55 1 24 16 58 0 97 84 20 0 114 82 10 2 787

Total 27 977 231 15 107 100 236 5 375 438 95 1 408 276 37 18 3346

Grand Total 52 1621 444 22 228 238 525 8 747 930 231 1 768 516 62 21 6414
Apprch % 2.4 75.8 20.8 1 22.8 23.8 52.6 0.8 39.1 48.7 12.1 0.1 56.2 37.7 4.5 1.5  

Total % 0.8 25.3 6.9 0.3 3.6 3.7 8.2 0.1 11.6 14.5 3.6 0 12 8 1 0.3
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File Name : #69 OAKLAND&COMMERCIALPM
Site Code : 
Start Date : 5/19/2015
Page No : 2

OAKLAND RD
Southbound

COMMERCIAL ST
Westbound

OAKLAND RD
Northbound

COMMERCIAL ST
Eastbound

Start 
Time

Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 05:00 PM

05:00 PM 5 242 56 7 310 28 27 61 4 120 98 126 21 0 245 97 61 5 6 169 844
05:15 PM 4 221 55 2 282 32 35 61 1 129 85 103 34 1 223 108 74 7 3 192 826
05:30 PM 13 295 65 5 378 23 22 56 0 101 95 125 20 0 240 89 59 15 7 170 889
05:45 PM 5 219 55 1 280 24 16 58 0 98 97 84 20 0 201 114 82 10 2 208 787
Total Volume 27 977 231 15 1250 107 100 236 5 448 375 438 95 1 909 408 276 37 18 739 3346
% App. Total 2.2 78.2 18.5 1.2  23.9 22.3 52.7 1.1  41.3 48.2 10.5 0.1  55.2 37.3 5 2.4   

PHF .519 .828 .888 .536 .827 .836 .714 .967 .313 .868 .957 .869 .699 .250 .928 .895 .841 .617 .643 .888 .941

 OAKLAND RD 

 C
O

M
M

E
R

C
IA

L
 S

T
  C

O
M

M
E

R
C

IA
L

 S
T

 

 OAKLAND RD 

Right
27 

Thru
977 

Left
231 

Peds
15 

InOut Total
582 1250 1832 

R
ig

h
t

1
0

7
 

T
h

ru
1

0
0

 
L

e
ft

2
3

6
 

P
e

d
s5

 

O
u

t
T

o
ta

l
In

8
8

2
 

4
4

8
 

1
3

3
0

 

Left
95 

Thru
438 

Right
375 

Peds
1 

Out TotalIn
1621 909 2530 

L
e

ft3
7

 
T

h
ru2
7

6
 

R
ig

h
t

4
0

8
 

P
e

d
s1
8

 

T
o

ta
l

O
u

t
In

2
2

2
 

7
3

9
 

9
6

1
 

Peak Hour Begins at 05:00 PM
 
Class 1

Peak Hour Data

North

All Traffic Data Services, Inc
9660 W 44th Ave 

Wheat Ridge,CO 80033
303-216-2439



(303) 216-2439
www.alltrafficdata.net

Location: NODE 3021  OAKLAND RD (N) & US101 NB RAMPS AM

Thursday, October 13, 2016Date and Start Time:

OAKLAND RD (N) US101 NB RAMPSUS101 NB RAMPSOAKLAND RD (N)

Traffic Counts - All Vehicles

Note: Total study counts contained in parentheses.

All Vehicles PedestriansHeavy Vehicles
Peak Hour

Peak Hour: 07:30 AM - 08:30 AM

Peak 15-Minutes: 07:50 AM - 08:05 AM

1,470 1,343

686

0

1,229806

0

1,236

0.96
N

S

EW

0.94

0.86

0.92

0.00

(2,406)(2,763)

(1,161)

()

(2,438)

()

(2,369)(1,449)

812 00

543

2

141

0

0

0

0

0

658
422

800

07

US101 NB RAMPS

US101 NB RAMPS

OAKLAND RD (N)

OAKLAND RD (N)

0

8

0

11

N

S

EW

5
3

00

0 0

9
2

43 00

31

0

12

0

0

0

104 80

43

0

6573

0

59 N

S

EW

0

0

61
16 49 00

Interval
Start Time RightLeft Thru Total

Northbound Eastbound Southbound Westbound
U-Turn

Rolling
HourRightLeft ThruU-Turn RightLeft ThruU-Turn RightLeft ThruU-Turn

7:00 AM 3,1062020 0 0 0 15 00 27 42 0 0 370 250 56

7:05 AM 3,1972470 0 0 0 9 00 51 54 0 0 320 260 75

7:10 AM 3,2372090 0 0 0 8 01 25 47 0 0 460 230 59

7:15 AM 3,2892310 0 0 0 5 00 50 46 0 0 300 300 70

7:20 AM 3,3342470 0 0 0 9 00 25 70 0 0 520 330 58

7:25 AM 3,3842660 0 0 0 9 10 56 70 0 0 350 250 70

7:30 AM 3,3852590 0 0 0 12 11 25 52 0 0 590 490 60

7:35 AM 3,3543090 0 0 0 11 10 48 87 0 0 370 470 78

7:40 AM 3,3422720 0 0 0 12 01 32 45 0 0 570 570 68

7:45 AM 3,2932770 0 0 0 8 00 43 64 0 0 450 460 71

7:50 AM 3,2653020 0 0 0 18 01 29 74 0 0 720 590 49

7:55 AM 3,2132850 0 0 0 9 00 43 80 0 0 470 370 69

8:00 AM 3,1872930 0 0 0 12 00 29 57 0 0 660 590 70

8:05 AM 02870 0 0 0 7 01 41 83 0 0 470 320 76

8:10 AM 02610 0 0 0 14 03 30 36 0 0 550 460 77

8:15 AM 02760 0 0 0 7 00 44 83 0 0 430 370 62

8:20 AM 02970 0 0 0 18 00 28 60 0 0 770 530 61

8:25 AM 02670 0 0 0 13 00 30 79 0 0 530 210 71

8:30 AM 02280 0 0 0 6 01 27 54 0 0 500 400 50

8:35 AM 02970 0 0 0 6 02 45 75 0 0 540 360 79

8:40 AM 02230 0 0 0 5 01 27 39 0 0 530 380 60

8:45 AM 02490 0 0 0 11 00 31 64 0 0 520 300 61

8:50 AM 02500 0 0 0 13 00 33 63 0 0 520 320 57

8:55 AM 02590 0 0 0 7 01 45 68 0 0 410 330 64

Count Total 0 0 0 0 244 313 864 1,492 0 0 1,192 6,2930 9140 1,571

Peak Hour 0 0 0 0 141 27 422 800 0 0 658 3,3850 5430 812

HV% PHF

0.00

0.86

0.92

0.94

0.0%

6.3%

5.3%

7.1%

6.3% 0.96

EB

WB

NB

SB

All



Traffic Counts - Heavy Vehicles, Bicycles on Road, and Pedestrians/Bicycles on Crosswalk
Heavy VehiclesInterval

Start Time NB EB TotalSB WB

7:00 AM 05 35 13

7:05 AM 08 28 18

7:10 AM 05 05 10

7:15 AM 03 25 10

7:20 AM 04 35 12

7:25 AM 06 14 11

7:30 AM 06 28 16

7:35 AM 08 39 20

7:40 AM 03 46 13

7:45 AM 06 49 19

7:50 AM 03 24 9

7:55 AM 08 25 15

8:00 AM 08 317 28

8:05 AM 04 48 16

8:10 AM 01 411 16

8:15 AM 05 311 19

8:20 AM 04 98 21

8:25 AM 09 38 20

8:30 AM 04 314 21

8:35 AM 04 27 13

8:40 AM 03 09 12

8:45 AM 05 48 17

8:50 AM 07 111 19

8:55 AM 08 34 15

Count Total 0127 67189 383

Peak Hour 065 43104 212

Bicycles on RoadwayInterval
Start Time NB EB TotalSB WB

7:00 AM 00 00 0

7:05 AM 00 00 0

7:10 AM 01 00 1

7:15 AM 00 00 0

7:20 AM 01 02 3

7:25 AM 00 01 1

7:30 AM 00 00 0

7:35 AM 00 00 0

7:40 AM 00 01 1

7:45 AM 00 01 1

7:50 AM 00 01 1

7:55 AM 01 00 1

8:00 AM 01 00 1

8:05 AM 01 00 1

8:10 AM 00 00 0

8:15 AM 00 00 0

8:20 AM 03 10 4

8:25 AM 01 00 1

8:30 AM 00 00 0

8:35 AM 01 00 1

8:40 AM 01 00 1

8:45 AM 01 00 1

8:50 AM 00 00 0

8:55 AM 00 01 1

Count Total 012 17 20

Peak Hour 07 13 11

Pedestrians/Bicycles on CrosswalkInterval
Start Time NB EB TotalSB WB

7:00 AM 00 00 0

7:05 AM 00 10 1

7:10 AM 10 00 1

7:15 AM 30 00 3

7:20 AM 00 20 2

7:25 AM 10 00 1

7:30 AM 00 00 0

7:35 AM 20 50 7

7:40 AM 10 00 1

7:45 AM 00 00 0

7:50 AM 10 00 1

7:55 AM 20 20 4

8:00 AM 20 00 2

8:05 AM 40 00 4

8:10 AM 00 10 1

8:15 AM 00 00 0

8:20 AM 00 00 0

8:25 AM 00 00 0

8:30 AM 00 00 0

8:35 AM 00 10 1

8:40 AM 00 00 0

8:45 AM 20 00 2

8:50 AM 20 00 2

8:55 AM 00 00 0

Count Total 210 120 33

Peak Hour 120 80 20



WILTEC Phone: (626) 564-1944 Fax: (626) 564-1944 E-mail: info@wiltecusa.com

INTERSECTION TURNING MOVEMENT COUNT SUMMARY

CLIENT: KITTELSON ASSOCIATES

PROJECT: 2016 SCVTA CMP MONITORING

DATE: TUESDAY NOVEMBER 29, 2016

PERIOD: 4:00 PM TO 6:00 PM

INTERSECTION: N/S NB US-101 RAMP

E/W OAKLAND ROAD (NORTH)

CITY: SAN JOSE

VEHICLES
15 MIN 1 2 3 4 5 6 7 8 9 10 11 12

COUNTS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL PEAK HOUR

400-415 0 0 0 81 273 0 104 0 47 0 162 40 707 430-530 370

415-430 0 0 0 84 254 0 92 0 38 0 178 38 684

430-445 0 0 0 86 278 0 115 1 46 0 174 53 753 0 0 0 1283

445-500 0 0 0 95 333 0 125 0 42 0 184 47 826

500-515 0 0 0 103 351 0 101 0 48 0 157 52 812 0

515-530 0 0 0 86 321 0 89 0 48 0 131 43 718

530-545 0 0 0 82 339 0 72 0 43 0 143 34 713

545-600 0 0 0 61 259 0 98 0 40 0 127 37 622 195

HOUR 1 2 3 4 5 6 7 8 9 10 11 12 OAKLAND ROAD (NORTH)646 184 1 430

TOTALS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL

400-500 0 0 0 346 1138 0 436 1 173 0 698 178 2970 0

415-515 0 0 0 368 1216 0 433 1 174 0 693 190 3075 NB US-101 RAMP

430-530 0 0 0 370 1283 0 430 1 184 0 646 195 3109

445-545 0 0 0 366 1344 0 387 0 181 0 615 176 3069

500-600 0 0 0 332 1270 0 360 0 179 0 558 166 2865

BICYCLES
15 MIN 1 2 3 4 5 6 7 8 9 10 11 12

COUNTS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL PEAK HOUR

400-415 0 0 0 0 2 0 0 0 0 0 0 0 2 445-545 1

415-430 0 0 0 0 2 0 0 0 0 0 2 2 6

430-445 0 0 0 0 0 0 0 0 0 0 0 1 1 0 0 0 11

445-500 0 0 0 0 3 0 0 0 0 0 1 0 4

500-515 0 0 0 0 4 0 0 0 0 0 0 2 6 0

515-530 0 0 0 0 2 0 0 0 0 0 1 0 3

530-545 0 0 0 1 2 0 0 0 0 0 2 2 7

545-600 0 0 0 0 0 0 0 0 0 0 0 1 1 4

HOUR 1 2 3 4 5 6 7 8 9 10 11 12 OAKLAND ROAD (NORTH)4 0 0 0

TOTALS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL

400-500 0 0 0 0 7 0 0 0 0 0 3 3 13 0



415-515 0 0 0 0 9 0 0 0 0 0 3 5 17 NB US-101 RAMP

430-530 0 0 0 0 9 0 0 0 0 0 2 3 14

445-545 0 0 0 1 11 0 0 0 0 0 4 4 20

500-600 0 0 0 1 8 0 0 0 0 0 3 5 17



(303) 216-2439
www.alltrafficdata.net

Location: NODE 3022  OAKLAND RD (S) & US101 SB RAMPS AM

Thursday, October 13, 2016Date and Start Time:

OAKLAND RD (S) US101 SB RAMPSUS101 SB RAMPSOAKLAND RD (S)

Traffic Counts - All Vehicles

Note: Total study counts contained in parentheses.

All Vehicles PedestriansHeavy Vehicles
Peak Hour

Peak Hour: 07:30 AM - 08:30 AM

Peak 15-Minutes: 07:50 AM - 08:05 AM

813 1,225

0

641

1,168580

465

0

0.93
N

S

EW

0.93

0.00

0.92

0.89

(2,357)(1,467)

()

(1,159)

()

(859)

(2,264)(1,074)

0 3

402

0

0

0

172

0

293

0

0

408
0 929

239

0

US101 SB RAMPS

US101 SB RAMPS

OAKLAND RD (S)

OAKLAND RD (S)

0

5

0

9

N

S

EW

3
2

00

0 0

8
1

0 049

0

0

0

12

0

27

80 64

0

72

6043

39

0 N

S

EW

0

0

31
0 37 230

Interval
Start Time RightLeft Thru Total

Northbound Eastbound Southbound Westbound
U-Turn

Rolling
HourRightLeft ThruU-Turn RightLeft ThruU-Turn RightLeft ThruU-Turn

7:00 AM 2,3191630 17 0 0 0 00 0 66 0 22 289 021 0

7:05 AM 2,3771640 28 0 0 0 00 0 62 0 20 2417 013 0

7:10 AM 2,3941640 16 0 0 0 00 0 64 0 27 1914 024 0

7:15 AM 2,4061820 23 0 0 0 00 0 69 0 20 2621 023 0

7:20 AM 2,4351980 25 0 0 0 00 0 82 0 33 279 022 0

7:25 AM 2,4351940 31 0 0 0 00 0 80 1 21 2912 020 0

7:30 AM 2,4462010 26 0 0 0 00 0 75 1 37 2714 021 0

7:35 AM 2,4212120 24 0 0 0 00 0 82 1 25 3323 024 0

7:40 AM 2,4091920 14 0 0 0 00 0 70 0 36 2912 031 0

7:45 AM 2,3692140 30 0 0 0 00 0 75 0 31 3413 031 0

7:50 AM 2,3462220 22 0 0 0 00 0 103 0 43 307 017 0

7:55 AM 2,3032130 32 0 0 0 00 0 71 0 30 3520 025 0

8:00 AM 2,2712210 21 0 0 0 00 0 82 1 36 4422 015 0

8:05 AM 01810 23 0 0 0 00 0 72 0 28 2816 014 0

8:10 AM 01760 24 0 0 0 00 0 64 0 31 393 015 0

8:15 AM 02110 22 0 0 0 00 0 98 0 29 3712 013 0

8:20 AM 01980 22 0 0 0 00 0 62 0 40 4314 017 0

8:25 AM 02050 33 0 0 0 00 0 75 0 36 2916 016 0

8:30 AM 01760 12 0 0 0 00 0 83 0 25 3113 012 0

8:35 AM 02000 18 0 0 0 00 0 85 1 31 3512 018 0

8:40 AM 01520 8 0 0 0 00 0 63 0 34 285 014 0

8:45 AM 01910 23 0 0 0 00 0 67 1 27 3320 020 0

8:50 AM 01790 10 0 0 0 00 0 83 2 30 3511 08 0

8:55 AM 01810 27 0 0 0 00 0 84 1 20 2313 013 0

Count Total 0 531 0 0 0 00 0 1,817 9 712 746 4,590328 0447 0

Peak Hour 0 293 0 0 0 00 0 929 3 402 408 2,446172 0239 0

HV% PHF

0.89

0.00

0.92

0.93

8.4%

0.0%

5.1%

9.8%

7.3% 0.93

EB

WB

NB

SB

All



Traffic Counts - Heavy Vehicles, Bicycles on Road, and Pedestrians/Bicycles on Crosswalk
Heavy VehiclesInterval

Start Time NB EB TotalSB WB

7:00 AM 26 05 13

7:05 AM 45 05 14

7:10 AM 18 03 12

7:15 AM 25 04 11

7:20 AM 24 03 9

7:25 AM 13 04 8

7:30 AM 310 05 18

7:35 AM 23 04 9

7:40 AM 56 05 16

7:45 AM 53 08 16

7:50 AM 12 06 9

7:55 AM 58 04 17

8:00 AM 27 010 19

8:05 AM 42 07 13

8:10 AM 04 05 9

8:15 AM 24 013 19

8:20 AM 48 08 20

8:25 AM 63 05 14

8:30 AM 25 08 15

8:35 AM 40 03 7

8:40 AM 03 07 10

8:45 AM 38 08 19

8:50 AM 34 06 13

8:55 AM 85 02 15

Count Total 71116 0138 325

Peak Hour 3960 080 179

Bicycles on RoadwayInterval
Start Time NB EB TotalSB WB

7:00 AM 00 00 0

7:05 AM 00 00 0

7:10 AM 01 00 1

7:15 AM 00 00 0

7:20 AM 01 02 3

7:25 AM 00 00 0

7:30 AM 00 00 0

7:35 AM 00 01 1

7:40 AM 00 00 0

7:45 AM 00 01 1

7:50 AM 00 01 1

7:55 AM 02 00 2

8:00 AM 01 00 1

8:05 AM 01 01 2

8:10 AM 00 00 0

8:15 AM 00 00 0

8:20 AM 01 00 1

8:25 AM 01 00 1

8:30 AM 00 00 0

8:35 AM 02 00 2

8:40 AM 02 00 2

8:45 AM 00 00 0

8:50 AM 00 00 0

8:55 AM 00 00 0

Count Total 012 06 18

Peak Hour 06 04 10

Pedestrians/Bicycles on CrosswalkInterval
Start Time NB EB TotalSB WB

7:00 AM 00 00 0

7:05 AM 00 00 0

7:10 AM 00 00 0

7:15 AM 20 00 2

7:20 AM 10 00 1

7:25 AM 10 00 1

7:30 AM 00 10 1

7:35 AM 20 00 2

7:40 AM 10 00 1

7:45 AM 10 00 1

7:50 AM 10 00 1

7:55 AM 20 10 3

8:00 AM 10 20 3

8:05 AM 10 10 2

8:10 AM 00 00 0

8:15 AM 00 10 1

8:20 AM 00 00 0

8:25 AM 00 00 0

8:30 AM 00 10 1

8:35 AM 00 00 0

8:40 AM 01 10 2

8:45 AM 00 00 0

8:50 AM 10 00 1

8:55 AM 01 20 3

Count Total 142 100 26

Peak Hour 90 60 15



WILTEC Phone: (626) 564-1944 Fax: (626) 564-1944 E-mail: info@wiltecusa.com

INTERSECTION TURNING MOVEMENT COUNT SUMMARY

CLIENT: KITTELSON ASSOCIATES

PROJECT: 2016 SCVTA CMP MONITORING

DATE: TUESDAY NOVEMBER 29, 2016

PERIOD: 4:00 PM TO 6:00 PM

INTERSECTION: N/S SB US-101 RAMPS

E/W OAKLAND ROAD (SOUTH)

CITY: SAN JOSE

VEHICLES
15 MIN 1 2 3 4 5 6 7 8 9 10 11 12

COUNTS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL PEAK HOUR

400-415 65 7 146 0 166 274 0 0 0 142 90 0 890 400-500 0

415-430 60 7 143 0 200 288 0 0 0 171 113 0 982

430-445 30 5 100 0 137 208 0 0 0 167 126 0 773 207 28 494 662

445-500 52 9 105 0 159 230 0 0 0 147 105 0 807

500-515 44 7 94 0 150 218 0 0 0 176 114 0 803 1000

515-530 27 7 75 0 145 186 0 0 0 133 109 0 682

530-545 30 4 98 0 170 205 0 0 0 126 98 0 731

545-600 15 5 82 0 158 181 0 0 0 104 77 0 622 0

HOUR 1 2 3 4 5 6 7 8 9 10 11 12 OAKLAND ROAD (SOUTH)434 0 0 0

TOTALS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL

400-500 207 28 494 0 662 1000 0 0 0 627 434 0 3452 627

415-515 186 28 442 0 646 944 0 0 0 661 458 0 3365 SB US-101 RAMPS

430-530 153 28 374 0 591 842 0 0 0 623 454 0 3065

445-545 153 27 372 0 624 839 0 0 0 582 426 0 3023

500-600 116 23 349 0 623 790 0 0 0 539 398 0 2838

BICYCLES
15 MIN 1 2 3 4 5 6 7 8 9 10 11 12

COUNTS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL PEAK HOUR

400-415 0 0 0 0 5 0 0 0 0 0 0 0 5 445-545 0

415-430 0 0 0 0 0 0 0 0 0 0 0 0 0

430-445 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 7

445-500 0 0 0 0 2 0 0 0 0 0 1 0 3

500-515 0 0 0 0 1 0 0 0 0 0 0 0 1 0

515-530 0 0 0 0 1 0 0 0 0 0 1 0 2

530-545 0 0 0 0 3 0 0 0 0 0 0 0 3

545-600 0 0 0 0 2 0 0 0 0 0 0 0 2 0

HOUR 1 2 3 4 5 6 7 8 9 10 11 12 OAKLAND ROAD (SOUTH)2 0 0 0

TOTALS SBRT SBTH SBLT WBRT WBTH WBLT NBRT NBTH NBLT EBRT EBTH EBLTTOTAL

400-500 0 0 0 0 7 0 0 0 0 0 1 0 8 0



415-515 0 0 0 0 3 0 0 0 0 0 1 0 4 SB US-101 RAMPS

430-530 0 0 0 0 4 0 0 0 0 0 2 0 6

445-545 0 0 0 0 7 0 0 0 0 0 2 0 9

500-600 0 0 0 0 7 0 0 0 0 0 1 0 8



File Name : #72 OAKLAND&HEDDINGAM
Site Code : 
Start Date : 5/19/2015
Page No : 1

Groups Printed- Class 1
OAKLAND RD
Southbound

E HEDDING ST
Westbound

N 13TH ST
Northbound

E HEDDING ST
Eastbound

Start 
Time

Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Int. Total

07:00 AM 43 28 15 2 51 104 3 3 6 84 19 4 3 44 59 5 473
07:15 AM 30 40 16 6 46 113 8 0 7 126 39 2 4 50 67 4 558
07:30 AM 38 39 22 0 52 115 7 0 4 161 42 1 11 67 72 3 634
07:45 AM 40 29 30 1 47 123 10 2 14 111 52 4 13 66 77 0 619

Total 151 136 83 9 196 455 28 5 31 482 152 11 31 227 275 12 2284

08:00 AM 47 54 21 5 45 137 2 6 3 133 35 4 10 43 58 6 609
08:15 AM 39 38 20 2 44 146 4 5 9 130 32 3 6 50 59 5 592
08:30 AM 37 31 18 0 61 114 9 0 4 121 41 1 2 40 48 6 533
08:45 AM 49 37 21 1 50 152 4 1 2 87 26 3 5 48 53 1 540

Total 172 160 80 8 200 549 19 12 18 471 134 11 23 181 218 18 2274

Grand Total 323 296 163 17 396 1004 47 17 49 953 286 22 54 408 493 30 4558
Apprch % 40.4 37 20.4 2.1 27 68.6 3.2 1.2 3.7 72.7 21.8 1.7 5.5 41.4 50.1 3  

Total % 7.1 6.5 3.6 0.4 8.7 22 1 0.4 1.1 20.9 6.3 0.5 1.2 9 10.8 0.7
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5/19/2015 08:45 AM
 
Class 1

North

All Traffic Data Services, Inc
9660 W 44th Ave 

Wheat Ridge,CO 80033
303-216-2439



File Name : #72 OAKLAND&HEDDINGAM
Site Code : 
Start Date : 5/19/2015
Page No : 2

OAKLAND RD
Southbound

E HEDDING ST
Westbound

N 13TH ST
Northbound

E HEDDING ST
Eastbound

Start 
Time

Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Int. Total

Peak Hour Analysis From 07:00 AM to 08:45 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 38 39 22 0 99 52 115 7 0 174 4 161 42 1 208 11 67 72 3 153 634
07:45 AM 40 29 30 1 100 47 123 10 2 182 14 111 52 4 181 13 66 77 0 156 619
08:00 AM 47 54 21 5 127 45 137 2 6 190 3 133 35 4 175 10 43 58 6 117 609
08:15 AM 39 38 20 2 99 44 146 4 5 199 9 130 32 3 174 6 50 59 5 120 592
Total Volume 164 160 93 8 425 188 521 23 13 745 30 535 161 12 738 40 226 266 14 546 2454
% App. Total 38.6 37.6 21.9 1.9  25.2 69.9 3.1 1.7  4.1 72.5 21.8 1.6  7.3 41.4 48.7 2.6   

PHF .872 .741 .775 .400 .837 .904 .892 .575 .542 .936 .536 .831 .774 .750 .887 .769 .843 .864 .583 .875 .968
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Peak Hour Begins at 07:30 AM
 
Class 1

Peak Hour Data

North

All Traffic Data Services, Inc
9660 W 44th Ave 

Wheat Ridge,CO 80033
303-216-2439



File Name : #72 OAKLAND&HEDDINGPM
Site Code : 
Start Date : 5/19/2015
Page No : 1

Groups Printed- Class 1
OAKLAND RD
Southbound

E HEDDING ST
Westbound

N 13TH ST
Northbound

E HEDDING ST
Eastbound

Start 
Time

Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Right Thru Left Peds Int. Total

04:00 PM 55 130 36 2 63 70 12 1 12 50 12 1 17 109 56 6 632
04:15 PM 56 135 53 4 46 69 8 0 12 78 10 3 18 105 47 1 645
04:30 PM 56 132 59 1 75 90 5 1 4 63 8 1 10 105 76 15 701
04:45 PM 73 126 63 1 47 82 17 0 17 50 13 6 20 126 61 8 710

Total 240 523 211 8 231 311 42 2 45 241 43 11 65 445 240 30 2688

05:00 PM 46 114 50 5 53 71 14 1 12 73 12 1 11 148 73 4 688
05:15 PM 63 130 52 5 36 92 7 3 13 57 17 7 18 166 61 1 728
05:30 PM 70 121 50 3 40 53 7 0 14 42 6 4 14 155 61 4 644
05:45 PM 49 83 44 1 28 54 6 1 3 42 8 3 11 127 57 6 523

Total 228 448 196 14 157 270 34 5 42 214 43 15 54 596 252 15 2583

Grand Total 468 971 407 22 388 581 76 7 87 455 86 26 119 1041 492 45 5271
Apprch % 25.1 52 21.8 1.2 36.9 55.2 7.2 0.7 13.3 69.6 13.1 4 7 61.3 29 2.7  

Total % 8.9 18.4 7.7 0.4 7.4 11 1.4 0.1 1.7 8.6 1.6 0.5 2.3 19.7 9.3 0.9
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File Name : #72 OAKLAND&HEDDINGPM
Site Code : 
Start Date : 5/19/2015
Page No : 2

OAKLAND RD
Southbound

E HEDDING ST
Westbound

N 13TH ST
Northbound

E HEDDING ST
Eastbound

Start 
Time

Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Right Thru Left Peds App. Total Int. Total

Peak Hour Analysis From 04:00 PM to 05:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:30 PM

04:30 PM 56 132 59 1 248 75 90 5 1 171 4 63 8 1 76 10 105 76 15 206 701
04:45 PM 73 126 63 1 263 47 82 17 0 146 17 50 13 6 86 20 126 61 8 215 710
05:00 PM 46 114 50 5 215 53 71 14 1 139 12 73 12 1 98 11 148 73 4 236 688
05:15 PM 63 130 52 5 250 36 92 7 3 138 13 57 17 7 94 18 166 61 1 246 728
Total Volume 238 502 224 12 976 211 335 43 5 594 46 243 50 15 354 59 545 271 28 903 2827
% App. Total 24.4 51.4 23 1.2  35.5 56.4 7.2 0.8  13 68.6 14.1 4.2  6.5 60.4 30 3.1   

PHF .815 .951 .889 .600 .928 .703 .910 .632 .417 .868 .676 .832 .735 .536 .903 .738 .821 .891 .467 .918 .971
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing AM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 47   519   93***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

37      1
Cycle Time (sec): 120

1 319      

0
Loss Time (sec): 12

0

44***   1  Critical V/C: 0.766 1 547   

0 Avg Crit Del (sec/veh): 43.2 0

158      1 Avg Delay (sec/veh): 38.2 1 645***   

LOS: D+

Lanes: 1 0 2 0 1
Final Vol: 278   928*** 177   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     278  928   177    93  519    47    37   44   158   645  547   319 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  278  928   177    93  519    47    37   44   158   645  547   319 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  278  928   177    93  519    47    37   44   158   645  547   319 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   278  928   177    93  519    47    37   44   158   645  547   319 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  278  928   177    93  519    47    37   44   158   645  547   319 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  278  928   177    93  519    47    37   44   158   645  547   319 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.99  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.74  0.26  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5134   465  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.16 0.24  0.10  0.05 0.10  0.10  0.02 0.02  0.09  0.37 0.29  0.18 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  26.7 35.9  90.2   7.8 17.0  17.0  10.0 10.0  36.7  54.2 54.2  62.1 
Volume/Cap:  0.71 0.82  0.13  0.82 0.71  0.71  0.25 0.28  0.29  0.82 0.64  0.35 
Delay/Veh:   49.2 43.6   4.2  90.0 52.2  52.2  52.4 52.6  32.1  35.1 26.9  17.3 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  49.2 43.6   4.2  90.0 52.2  52.2  52.4 52.6  32.1  35.1 26.9  17.3 
LOS by Move:    D    D     A     F   D-    D-    D-   D-    C-    D+    C     B 
HCM2k95thQ:    19   29     4    11   15    15     3    4     9    40   28    14 
Note: Queue reported is the number of cars per lane.
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background AM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 65   626   128***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

43      1
Cycle Time (sec): 120

1 384      

0
Loss Time (sec): 12

0

72***   1  Critical V/C: 1.109 1 643   

0 Avg Crit Del (sec/veh): 129.5 0

184      1 Avg Delay (sec/veh): 85.1 1 959***   

LOS: F

Lanes: 1 0 2 0 1
Final Vol: 369   1287*** 328   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     278  928   177    93  519    47    37   44   158   645  547   319 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  278  928   177    93  519    47    37   44   158   645  547   319 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved AM:   91  359   151    35  107    18     6   28    26   314   96    65 
Initial Fut:  369 1287   328   128  626    65    43   72   184   959  643   384 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   369 1287   328   128  626    65    43   72   184   959  643   384 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  369 1287   328   128  626    65    43   72   184   959  643   384 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  369 1287   328   128  626    65    43   72   184   959  643   384 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.99  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.71  0.29  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5073   527  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.21 0.34  0.19  0.07 0.12  0.12  0.02 0.04  0.11  0.55 0.34  0.22 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  26.5 34.6  90.5   7.5 15.5  15.5  10.0 10.0  36.5  56.0 56.0  63.4 
Volume/Cap:  0.95 1.18  0.25  1.18 0.95  0.95  0.29 0.45  0.35  1.18 0.73  0.42 
Delay/Veh:   80.0  131   4.6 197.2 74.6  74.6  52.8 54.5  32.8 123.6 28.9  17.4 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  80.0  131   4.6 197.2 74.6  74.6  52.8 54.5  32.8 123.6 28.9  17.4 
LOS by Move:    F    F     A     F    E     E    D-   D-    C-     F    C     B 
HCM2k95thQ:    29   57     8    19   23    23     4    6    11    90   34    17 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP AM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 47   519   101***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

40      1
Cycle Time (sec): 120

1 321      

0
Loss Time (sec): 12

0

44***   1  Critical V/C: 0.813 1 550   

0 Avg Crit Del (sec/veh): 47.5 0

158      1 Avg Delay (sec/veh): 40.3 1 695***   

LOS: D

Lanes: 1 0 2 0 1
Final Vol: 278   963*** 186   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     278  928   177    93  519    47    37   44   158   645  547   319 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  278  928   177    93  519    47    37   44   158   645  547   319 
Added Vol:      0   35     9     8    0     0     3    0     0    50    3     2 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  278  963   186   101  519    47    40   44   158   695  550   321 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   278  963   186   101  519    47    40   44   158   695  550   321 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  278  963   186   101  519    47    40   44   158   695  550   321 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  278  963   186   101  519    47    40   44   158   695  550   321 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.99  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.74  0.26  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5134   465  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.16 0.25  0.11  0.06 0.10  0.10  0.02 0.02  0.09  0.40 0.29  0.18 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  26.3 35.1  90.0   8.0 16.7  16.7  10.0 10.0  36.3  55.0 55.0  62.9 
Volume/Cap:  0.72 0.87  0.14  0.87 0.72  0.72  0.27 0.28  0.30  0.87 0.63  0.35 
Delay/Veh:   50.2 47.7   4.2 100.7 52.8  52.8  52.6 52.6  32.4  39.2 26.3  16.8 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  50.2 47.7   4.2 100.7 52.8  52.8  52.6 52.6  32.4  39.2 26.3  16.8 
LOS by Move:    D    D     A     F   D-    D-    D-   D-    C-     D    C     B 
HCM2k95thQ:    19   31     4    12   16    16     4    4     9    45   27    14 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP AM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 65   626   136***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

46      1
Cycle Time (sec): 120

1 386      

0
Loss Time (sec): 12

0

72***   1  Critical V/C: 1.156 1 646   

0 Avg Crit Del (sec/veh): 150.5 0

184      1 Avg Delay (sec/veh): 96.4 1 1009***   

LOS: F

Lanes: 1 0 2 0 1
Final Vol: 369   1322*** 337   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     278  928   177    93  519    47    37   44   158   645  547   319 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  278  928   177    93  519    47    37   44   158   645  547   319 
Added Vol:      0   35     9     8    0     0     3    0     0    50    3     2 
Approved AM:   91  359   151    35  107    18     6   28    26   314   96    65 
Initial Fut:  369 1322   337   136  626    65    46   72   184  1009  646   386 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   369 1322   337   136  626    65    46   72   184  1009  646   386 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  369 1322   337   136  626    65    46   72   184  1009  646   386 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  369 1322   337   136  626    65    46   72   184  1009  646   386 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.99  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.71  0.29  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5073   527  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.21 0.35  0.19  0.08 0.12  0.12  0.03 0.04  0.11  0.58 0.34  0.22 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  26.3 34.0  90.4   7.6 15.4  15.4  10.0 10.0  36.3  56.4 56.4  64.0 
Volume/Cap:  0.96 1.23  0.26  1.23 0.96  0.96  0.32 0.45  0.35  1.23 0.72  0.41 
Delay/Veh:   82.8  154   4.6 214.9 76.9  76.9  53.0 54.5  33.1 144.7 28.5  17.1 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  82.8  154   4.6 214.9 76.9  76.9  53.0 54.5  33.1 144.7 28.5  17.1 
LOS by Move:    F    F     A     F   E-    E-    D-   D-    C-     F    C     B 
HCM2k95thQ:    29   62     8    20   23    23     4    6    11   101   34    17 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing AM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 812*** 658   0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 9/13/2016 Rights=Overlap Lanes: Final Vol:

0      0
Cycle Time (sec): 120

1 543***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.102 0 2   

0 Avg Crit Del (sec/veh): 109.6 1

0      0 Avg Delay (sec/veh): 66.3 0 141      

LOS: E

Lanes: 1 0 2 0 0
Final Vol: 429*** 800   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:     429  800     0     0  658   812     0    0     0   141    2   543 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  429  800     0     0  658   812     0    0     0   141    2   543 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  429  800     0     0  658   812     0    0     0   141    2   543 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   429  800     0     0  658   812     0    0     0   141    2   543 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  429  800     0     0  658   812     0    0     0   141    2   543 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  429  800     0     0  658   812     0    0     0   141    2   543 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1775   25  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.25 0.21  0.00  0.00 0.17  0.46  0.00 0.00  0.00  0.08 0.08  0.31 
Crit Moves:  ****                        ****                              ****
Green Time:  26.7 77.2   0.0   0.0 50.5  50.5   0.0  0.0   0.0  33.8 33.8  33.8 
Volume/Cap:  1.10 0.33  0.00  0.00 0.41  1.10  0.00 0.00  0.00  0.28 0.28  1.10 
Delay/Veh:  122.7  9.7   0.0   0.0 24.5  99.4   0.0  0.0   0.0  34.0 34.0 114.4 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh: 122.7  9.7   0.0   0.0 24.5  99.4   0.0  0.0   0.0  34.0 34.0 114.4 
LOS by Move:    F    A     A     A    C     F     A    A     A    C-   C-     F 
HCM2k95thQ:    40   12     0     0   15    67     0    0     0     9    9    52 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background AM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 1076*** 854   0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 9/13/2016 Rights=Overlap Lanes: Final Vol:

0      0
Cycle Time (sec): 120

1 712***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.575 0 2   

0 Avg Crit Del (sec/veh): 308.3 1

0      0 Avg Delay (sec/veh): 171.7 0 201      

LOS: F

Lanes: 1 0 2 0 0
Final Vol: 761*** 1232   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:     429  800     0     0  658   812     0    0     0   141    2   543 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  429  800     0     0  658   812     0    0     0   141    2   543 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved AM:  332  432     0     0  196   264     0    0     0    60    0   169 
Initial Fut:  761 1232     0     0  854  1076     0    0     0   201    2   712 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   761 1232     0     0  854  1076     0    0     0   201    2   712 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  761 1232     0     0  854  1076     0    0     0   201    2   712 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  761 1232     0     0  854  1076     0    0     0   201    2   712 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1782   18  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.43 0.32  0.00  0.00 0.22  0.61  0.00 0.00  0.00  0.11 0.11  0.41 
Crit Moves:  ****                        ****                              ****
Green Time:  33.1 80.0   0.0   0.0 46.9  46.9   0.0  0.0   0.0  31.0 31.0  31.0 
Volume/Cap:  1.57 0.49  0.00  0.00 0.58  1.57  0.00 0.00  0.00  0.44 0.44  1.57 
Delay/Veh:  311.9 10.0   0.0   0.0 29.3 302.2   0.0  0.0   0.0  37.9 37.9 313.6 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh: 311.9 10.0   0.0   0.0 29.3 302.2   0.0  0.0   0.0  37.9 37.9 313.6 
LOS by Move:    F   B+     A     A    C     F     A    A     A    D+   D+     F 
HCM2k95thQ:   100   20     0     0   21   139     0    0     0    13   13    96 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP AM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 828*** 693   0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 9/13/2016 Rights=Overlap Lanes: Final Vol:

0      0
Cycle Time (sec): 120

1 557***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.121 0 2   

0 Avg Crit Del (sec/veh): 116.2 1

0      0 Avg Delay (sec/veh): 69.2 0 141      

LOS: E

Lanes: 1 0 2 0 0
Final Vol: 429*** 832   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:     429  800     0     0  658   812     0    0     0   141    2   543 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  429  800     0     0  658   812     0    0     0   141    2   543 
Added Vol:      0   32     0     0   35    16     0    0     0     0    0    14 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  429  832     0     0  693   828     0    0     0   141    2   557 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   429  832     0     0  693   828     0    0     0   141    2   557 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  429  832     0     0  693   828     0    0     0   141    2   557 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  429  832     0     0  693   828     0    0     0   141    2   557 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1775   25  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.25 0.22  0.00  0.00 0.18  0.47  0.00 0.00  0.00  0.08 0.08  0.32 
Crit Moves:  ****                        ****                              ****
Green Time:  26.3 76.9   0.0   0.0 50.7  50.7   0.0  0.0   0.0  34.1 34.1  34.1 
Volume/Cap:  1.12 0.34  0.00  0.00 0.43  1.12  0.00 0.00  0.00  0.28 0.28  1.12 
Delay/Veh:  129.8 10.0   0.0   0.0 24.7 106.1   0.0  0.0   0.0  33.7 33.7 120.7 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh: 129.8 10.0   0.0   0.0 24.7 106.1   0.0  0.0   0.0  33.7 33.7 120.7 
LOS by Move:    F    A     A     A    C     F     A    A     A    C-   C-     F 
HCM2k95thQ:    40   13     0     0   16    70     0    0     0     8    8    54 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP AM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 1092*** 889   0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 9/13/2016 Rights=Overlap Lanes: Final Vol:

0      0
Cycle Time (sec): 120

1 726***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.593 0 2   

0 Avg Crit Del (sec/veh): 316.4 1

0      0 Avg Delay (sec/veh): 174.9 0 201      

LOS: F

Lanes: 1 0 2 0 0
Final Vol: 761*** 1264   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:     429  800     0     0  658   812     0    0     0   141    2   543 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  429  800     0     0  658   812     0    0     0   141    2   543 
Added Vol:      0   32     0     0   35    16     0    0     0     0    0    14 
Approved AM:  332  432     0     0  196   264     0    0     0    60    0   169 
Initial Fut:  761 1264     0     0  889  1092     0    0     0   201    2   726 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   761 1264     0     0  889  1092     0    0     0   201    2   726 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  761 1264     0     0  889  1092     0    0     0   201    2   726 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  761 1264     0     0  889  1092     0    0     0   201    2   726 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1782   18  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.43 0.33  0.00  0.00 0.23  0.62  0.00 0.00  0.00  0.11 0.11  0.41 
Crit Moves:  ****                        ****                              ****
Green Time:  32.8 79.8   0.0   0.0 47.0  47.0   0.0  0.0   0.0  31.2 31.2  31.2 
Volume/Cap:  1.59 0.50  0.00  0.00 0.60  1.59  0.00 0.00  0.00  0.43 0.43  1.59 
Delay/Veh:  320.3 10.3   0.0   0.0 29.7 310.3   0.0  0.0   0.0  37.6 37.6 321.5 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh: 320.3 10.3   0.0   0.0 29.7 310.3   0.0  0.0   0.0  37.6 37.6 321.5 
LOS by Move:    F   B+     A     A    C     F     A    A     A    D+   D+     F 
HCM2k95thQ:   101   20     0     0   22   143     0    0     0    13   13    99 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing AM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   408   402***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 9/13/2016 Rights=Include Lanes: Final Vol:

293      1
Cycle Time (sec): 120

0 0      

1
Loss Time (sec): 9

0

0      0  Critical V/C: 0.487 0 0   

0 Avg Crit Del (sec/veh): 28.2 0

172***   1 Avg Delay (sec/veh): 25.2 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   929*** 239   

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:       0  929   239   402  408     0   293    0   172     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  929   239   402  408     0   293    0   172     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  929   239   402  408     0   293    0   172     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  929   239   402  408     0   293    0   172     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  929   239   402  408     0   293    0   172     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  929   239   402  408     0   293    0   172     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 1.00  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  2.00 0.00  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3550    0  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.24  0.14  0.00 0.11  0.00  0.08 0.00  0.10  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
Green Time:   0.0 57.7  57.7  33.1 87.8   0.0  23.2  0.0  23.2   0.0  0.0   0.0 
Volume/Cap:  0.00 0.51  0.28  0.46 0.15  0.00  0.43 0.00  0.51  0.00 0.00  0.00 
Delay/Veh:    0.0 21.6  18.9  36.4  4.9   0.0  43.0  0.0  44.6   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 21.6  18.9  36.4  4.9   0.0  43.0  0.0  44.6   0.0  0.0   0.0 
LOS by Move:    A   C+    B-    D+    A     A     D    A     D     A    A     A 
HCM2k95thQ:     0   20    11    14    4     0    10    0    13     0    0     0 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background AM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   523   471***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 9/13/2016 Rights=Include Lanes: Final Vol:

426      1
Cycle Time (sec): 120

0 0      

1
Loss Time (sec): 9

0

0      0  Critical V/C: 0.723 0 0   

0 Avg Crit Del (sec/veh): 33.9 0

313***   1 Avg Delay (sec/veh): 29.2 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   1372*** 353   

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:       0  929   239   402  408     0   293    0   172     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  929   239   402  408     0   293    0   172     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved AM:    0  443   114    69  115     0   133    0   141     0    0     0 
Initial Fut:    0 1372   353   471  523     0   426    0   313     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0 1372   353   471  523     0   426    0   313     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0 1372   353   471  523     0   426    0   313     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0 1372   353   471  523     0   426    0   313     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 1.00  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  2.00 0.00  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3550    0  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.36  0.20  0.00 0.14  0.00  0.12 0.00  0.18  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
Green Time:   0.0 58.1  58.1  27.1 82.2   0.0  28.8  0.0  28.8   0.0  0.0   0.0 
Volume/Cap:  0.00 0.75  0.42  0.66 0.20  0.00  0.50 0.00  0.75  0.00 0.00  0.00 
Delay/Veh:    0.0 26.7  20.3  44.7  6.9   0.0  39.8  0.0  49.3   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 26.7  20.3  44.7  6.9   0.0  39.8  0.0  49.3   0.0  0.0   0.0 
LOS by Move:    A    C    C+     D    A     A     D    A     D     A    A     A 
HCM2k95thQ:     0   32    16    17    7     0    14    0    23     0    0     0 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP AM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   414   430***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 9/13/2016 Rights=Include Lanes: Final Vol:

307      1
Cycle Time (sec): 120

0 0      

1
Loss Time (sec): 9

0

0      0  Critical V/C: 0.498 0 0   

0 Avg Crit Del (sec/veh): 28.6 0

172***   1 Avg Delay (sec/veh): 25.6 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   934*** 239   

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:       0  929   239   402  408     0   293    0   172     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  929   239   402  408     0   293    0   172     0    0     0 
Added Vol:      0    5     0    28    6     0    14    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  934   239   430  414     0   307    0   172     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  934   239   430  414     0   307    0   172     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  934   239   430  414     0   307    0   172     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  934   239   430  414     0   307    0   172     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 1.00  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  2.00 0.00  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3550    0  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.25  0.14  0.00 0.11  0.00  0.09 0.00  0.10  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
Green Time:   0.0 56.8  56.8  34.5 88.3   0.0  22.7  0.0  22.7   0.0  0.0   0.0 
Volume/Cap:  0.00 0.52  0.29  0.47 0.15  0.00  0.46 0.00  0.52  0.00 0.00  0.00 
Delay/Veh:    0.0 22.4  19.5  35.6  4.7   0.0  43.7  0.0  45.2   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 22.4  19.5  35.6  4.7   0.0  43.7  0.0  45.2   0.0  0.0   0.0 
LOS by Move:    A   C+    B-    D+    A     A     D    A     D     A    A     A 
HCM2k95thQ:     0   21    11    14    4     0    11    0    13     0    0     0 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP AM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   529   499***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 9/13/2016 Rights=Include Lanes: Final Vol:

440      1
Cycle Time (sec): 120

0 0      

1
Loss Time (sec): 9

0

0      0  Critical V/C: 0.734 0 0   

0 Avg Crit Del (sec/veh): 34.5 0

313***   1 Avg Delay (sec/veh): 29.7 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   1377*** 353   

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 13 Sep 2016 << 7:30 AM
Base Vol:       0  929   239   402  408     0   293    0   172     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  929   239   402  408     0   293    0   172     0    0     0 
Added Vol:      0    5     0    28    6     0    14    0     0     0    0     0 
Approved AM:    0  443   114    69  115     0   133    0   141     0    0     0 
Initial Fut:    0 1377   353   499  529     0   440    0   313     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0 1377   353   499  529     0   440    0   313     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0 1377   353   499  529     0   440    0   313     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0 1377   353   499  529     0   440    0   313     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 1.00  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  2.00 0.00  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3550    0  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.36  0.20  0.00 0.14  0.00  0.12 0.00  0.18  0.00 0.00  0.00 
Crit Moves:       ****        ****                        ****                 
Green Time:   0.0 57.5  57.5  28.1 82.6   0.0  28.4  0.0  28.4   0.0  0.0   0.0 
Volume/Cap:  0.00 0.76  0.42  0.68 0.20  0.00  0.52 0.00  0.76  0.00 0.00  0.00 
Delay/Veh:    0.0 27.4  20.7  44.3  6.8   0.0  40.5  0.0  50.4   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 27.4  20.7  44.3  6.8   0.0  40.5  0.0  50.4   0.0  0.0   0.0 
LOS by Move:    A    C    C+     D    A     A     D    A     D     A    A     A 
HCM2k95thQ:     0   33    16    18    7     0    15    0    24     0    0     0 
Note: Queue reported is the number of cars per lane.



COMPARE Tue Aug 22 10:51:48 2017 Page 3-13

Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing AM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 164   160   93***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

266***   1
Cycle Time (sec): 140

1 188      

0
Loss Time (sec): 12

0

226      1  Critical V/C: 0.691 1 521***

0 Avg Crit Del (sec/veh): 49.5 0

40      1 Avg Delay (sec/veh): 44.1 1 23      

LOS: D

Lanes: 1 0 1 1 0
Final Vol: 161   535*** 30   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     161  535    30    93  160   164   266  226    40    23  521   188 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  161  535    30    93  160   164   266  226    40    23  521   188 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  161  535    30    93  160   164   266  226    40    23  521   188 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   161  535    30    93  160   164   266  226    40    23  521   188 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  161  535    30    93  160   164   266  226    40    23  521   188 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  161  535    30    93  160   164   266  226    40    23  521   188 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.89  0.11  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3503   196  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.09 0.15  0.15  0.05 0.04  0.09  0.15 0.12  0.02  0.01 0.27  0.11 
Crit Moves:       ****        ****             ****                  ****      
Green Time:  23.5 30.9  30.9  10.8 18.2  49.0  30.8 60.8  84.2  25.5 55.5  66.3 
Volume/Cap:  0.55 0.69  0.69  0.69 0.32  0.27  0.69 0.27  0.04  0.07 0.69  0.23 
Delay/Veh:   55.6 52.7  52.7  77.3 55.7  32.9  55.5 25.6  11.4  47.5 37.9  21.9 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  55.6 52.7  52.7  77.3 55.7  32.9  55.5 25.6  11.4  47.5 37.9  21.9 
LOS by Move:   E+   D-    D-    E-   E+    C-    E+    C    B+     D   D+    C+ 
HCM2k95thQ:    14   22    22     9    6    10    22   12     2     2   32    10 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background AM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 190   241   239***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

310***   1
Cycle Time (sec): 140

1 416      

0
Loss Time (sec): 12

0

379      1  Critical V/C: 0.965 1 673***

0 Avg Crit Del (sec/veh): 81.0 0

41      1 Avg Delay (sec/veh): 61.3 1 30      

LOS: E

Lanes: 1 0 1 1 0
Final Vol: 180   756*** 37   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     161  535    30    93  160   164   266  226    40    23  521   188 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  161  535    30    93  160   164   266  226    40    23  521   188 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved AM:   19  221     7   146   81    26    44  153     1     7  152   228 
Initial Fut:  180  756    37   239  241   190   310  379    41    30  673   416 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   180  756    37   239  241   190   310  379    41    30  673   416 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  180  756    37   239  241   190   310  379    41    30  673   416 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  180  756    37   239  241   190   310  379    41    30  673   416 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.97  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.90  0.10  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3527   173  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.10 0.21  0.21  0.14 0.06  0.11  0.18 0.20  0.02  0.02 0.35  0.24 
Crit Moves:       ****        ****             ****                  ****      
Green Time:  30.0 31.1  31.1  19.8 20.9  46.6  25.7 61.6  91.7  15.5 51.4  71.2 
Volume/Cap:  0.48 0.96  0.96  0.96 0.43  0.33  0.96 0.45  0.04  0.16 0.96  0.47 
Delay/Veh:   49.1 77.0  77.0 107.0 54.6  35.3  97.4 27.8   8.5  56.7 69.0  22.6 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  49.1 77.0  77.0 107.0 54.6  35.3  97.4 27.8   8.5  56.7 69.0  22.6 
LOS by Move:    D   E-    E-     F   D-    D+     F    C     A    E+    E    C+ 
HCM2k95thQ:    14   37    37    23    9    12    32   20     1     3   53    22 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP AM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 166   163   94***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

268***   1
Cycle Time (sec): 140

1 189      

0
Loss Time (sec): 12

0

226      1  Critical V/C: 0.694 1 521***

0 Avg Crit Del (sec/veh): 49.6 0

40      1 Avg Delay (sec/veh): 44.2 1 23      

LOS: D

Lanes: 1 0 1 1 0
Final Vol: 161   538*** 30   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     161  535    30    93  160   164   266  226    40    23  521   188 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  161  535    30    93  160   164   266  226    40    23  521   188 
Added Vol:      0    3     0     1    3     2     2    0     0     0    0     1 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  161  538    30    94  163   166   268  226    40    23  521   189 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   161  538    30    94  163   166   268  226    40    23  521   189 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  161  538    30    94  163   166   268  226    40    23  521   189 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  161  538    30    94  163   166   268  226    40    23  521   189 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.89  0.11  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3504   195  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.09 0.15  0.15  0.05 0.04  0.09  0.15 0.12  0.02  0.01 0.27  0.11 
Crit Moves:       ****        ****             ****                  ****      
Green Time:  23.5 31.0  31.0  10.8 18.3  49.2  30.9 60.7  84.2  25.5 55.3  66.1 
Volume/Cap:  0.55 0.69  0.69  0.69 0.33  0.27  0.69 0.27  0.04  0.07 0.69  0.23 
Delay/Veh:   55.5 52.8  52.8  77.4 55.7  32.8  55.6 25.7  11.4  47.5 38.1  22.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  55.5 52.8  52.8  77.4 55.7  32.8  55.6 25.7  11.4  47.5 38.1  22.0 
LOS by Move:   E+   D-    D-    E-   E+    C-    E+    C    B+     D   D+    C+ 
HCM2k95thQ:    14   22    22     9    6    10    22   12     2     2   32    10 
Note: Queue reported is the number of cars per lane.
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Project Name
Project Number

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP AM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 192   244   240***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

312***   1
Cycle Time (sec): 140

1 417      

0
Loss Time (sec): 12

0

379      1  Critical V/C: 0.968 1 673***

0 Avg Crit Del (sec/veh): 81.7 0

41      1 Avg Delay (sec/veh): 61.7 1 30      

LOS: E

Lanes: 1 0 1 1 0
Final Vol: 180   759*** 37   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 7:30 AM
Base Vol:     161  535    30    93  160   164   266  226    40    23  521   188 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  161  535    30    93  160   164   266  226    40    23  521   188 
Added Vol:      0    3     0     1    3     2     2    0     0     0    0     1 
Approved AM:   19  221     7   146   81    26    44  153     1     7  152   228 
Initial Fut:  180  759    37   240  244   192   312  379    41    30  673   417 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   180  759    37   240  244   192   312  379    41    30  673   417 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  180  759    37   240  244   192   312  379    41    30  673   417 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  180  759    37   240  244   192   312  379    41    30  673   417 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.97  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.90  0.10  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3528   172  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.10 0.22  0.22  0.14 0.06  0.11  0.18 0.20  0.02  0.02 0.35  0.24 
Crit Moves:       ****        ****             ****                  ****      
Green Time:  30.1 31.1  31.1  19.8 20.9  46.7  25.8 61.6  91.7  15.4 51.2  71.1 
Volume/Cap:  0.48 0.97  0.97  0.97 0.43  0.33  0.97 0.45  0.04  0.16 0.97  0.47 
Delay/Veh:   49.1 77.6  77.6 107.7 54.7  35.3  98.0 27.8   8.6  56.8 69.8  22.7 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  49.1 77.6  77.6 107.7 54.7  35.3  98.0 27.8   8.6  56.8 69.8  22.7 
LOS by Move:    D   E-    E-     F   D-    D+     F    C     A    E+    E    C+ 
HCM2k95thQ:    14   37    37    24    9    12    32   20     1     3   53    22 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 27   977   231***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

37      1
Cycle Time (sec): 165

1 107      

0
Loss Time (sec): 12

0

276      1  Critical V/C: 0.605 1 100   

0 Avg Crit Del (sec/veh): 55.3 0

408***   1 Avg Delay (sec/veh): 49.8 1 236***   

LOS: D

Lanes: 1 0 2 0 1
Final Vol: 95   438*** 375   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 5:00 PM
Base Vol:      95  438   375   231  977    27    37  276   408   236  100   107 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   95  438   375   231  977    27    37  276   408   236  100   107 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   95  438   375   231  977    27    37  276   408   236  100   107 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    95  438   375   231  977    27    37  276   408   236  100   107 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   95  438   375   231  977    27    37  276   408   236  100   107 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   95  438   375   231  977    27    37  276   408   236  100   107 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.92  0.08  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5449   151  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.05 0.12  0.21  0.13 0.18  0.18  0.02 0.15  0.23  0.13 0.05  0.06 
Crit Moves:       ****        ****                        ****  ****           
Green Time:  15.7 31.4  68.2  36.0 51.8  51.8  48.8 48.8  64.5  36.8 36.8  72.8 
Volume/Cap:  0.57 0.60  0.52  0.60 0.57  0.57  0.07 0.49  0.60  0.60 0.24  0.14 
Uniform Del: 71.4 61.1  36.1  58.1 47.3  47.3  41.8 47.9  39.9  57.6 52.6  27.4 
IncremntDel:  4.7  1.5   0.7   2.8  0.5   0.5   0.1  0.7   1.4   2.7  0.3   0.1 
InitQueuDel:  0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0 
Delay Adj:   1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Delay/Veh:   76.2 62.6  36.8  60.9 47.8  47.8  41.9 48.6  41.4  60.3 52.9  27.5 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  76.2 62.6  36.8  60.9 47.8  47.8  41.9 48.6  41.4  60.3 52.9  27.5 
LOS by Move:   E-    E    D+     E    D     D     D    D     D     E   D-     C 
HCM2k95thQ:    10   18    26    21   25    25     3   21    30    22    8     7 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 40   1225   290***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

43      1
Cycle Time (sec): 165

1 136      

0
Loss Time (sec): 12

0

324      1  Critical V/C: 0.804 1 129   

0 Avg Crit Del (sec/veh): 66.0 0

466***   1 Avg Delay (sec/veh): 57.1 1 420***   

LOS: E+

Lanes: 1 0 2 0 1
Final Vol: 124   548*** 543   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 5:00 PM
Base Vol:      95  438   375   231  977    27    37  276   408   236  100   107 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   95  438   375   231  977    27    37  276   408   236  100   107 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved PM:   29  110   168    59  248    13     6   48    58   184   29    29 
Initial Fut:  124  548   543   290 1225    40    43  324   466   420  129   136 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   124  548   543   290 1225    40    43  324   466   420  129   136 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  124  548   543   290 1225    40    43  324   466   420  129   136 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  124  548   543   290 1225    40    43  324   466   420  129   136 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.90  0.10  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5423   177  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.07 0.14  0.31  0.17 0.23  0.23  0.02 0.17  0.27  0.24 0.07  0.08 
Crit Moves:       ****        ****                        ****  ****           
Green Time:  15.2 29.6  78.9  34.0 48.4  48.4  40.1 40.1  55.3  49.3 49.3  83.3 
Volume/Cap:  0.77 0.80  0.65  0.80 0.77  0.77  0.10 0.70  0.79  0.80 0.23  0.15 
Delay/Veh:   93.2 71.8  34.4  74.6 55.5  55.5  48.6 61.8  57.1  62.2 43.8  22.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  93.2 71.8  34.4  74.6 55.5  55.5  48.6 61.8  57.1  62.2 43.8  22.0 
LOS by Move:    F    E    C-     E   E+    E+     D    E    E+     E    D    C+ 
HCM2k95thQ:    13   24    37    29   35    35     4   27    40    38    9     8 
Note: Queue reported is the number of cars per lane.



COMPARE Tue Aug 22 11:04:20 2017 Page 3-3

Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP PM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 27   977   238***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

39      1
Cycle Time (sec): 165

1 108      

0
Loss Time (sec): 12

0

276      1  Critical V/C: 0.637 1 102   

0 Avg Crit Del (sec/veh): 56.6 0

408***   1 Avg Delay (sec/veh): 50.4 1 267***   

LOS: D

Lanes: 1 0 2 0 1
Final Vol: 95   469*** 381   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 5:00 PM
Base Vol:      95  438   375   231  977    27    37  276   408   236  100   107 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   95  438   375   231  977    27    37  276   408   236  100   107 
Added Vol:      0   31     6     7    0     0     2    0     0    31    2     1 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   95  469   381   238  977    27    39  276   408   267  102   108 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    95  469   381   238  977    27    39  276   408   267  102   108 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   95  469   381   238  977    27    39  276   408   267  102   108 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   95  469   381   238  977    27    39  276   408   267  102   108 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.92  0.08  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5449   151  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.05 0.12  0.22  0.14 0.18  0.18  0.02 0.15  0.23  0.15 0.05  0.06 
Crit Moves:       ****        ****                        ****  ****           
Green Time:  15.6 32.0  71.5  35.2 51.6  51.6  46.3 46.3  61.9  39.5 39.5  74.7 
Volume/Cap:  0.57 0.64  0.50  0.64 0.57  0.57  0.08 0.52  0.62  0.64 0.22  0.14 
Delay/Veh:   76.3 63.1  34.4  62.7 48.0  48.0  43.7 50.8  43.8  59.6 50.7  26.4 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  76.3 63.1  34.4  62.7 48.0  48.0  43.7 50.8  43.8  59.6 50.7  26.4 
LOS by Move:   E-    E    C-     E    D     D     D    D     D    E+    D     C 
HCM2k95thQ:    10   20    26    22   25    25     3   21    31    24    8     7 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP PM

Intersection #1: Oakland Road / Commercial Street

Signal=Protect/Rights=Include
Final Vol: 40   1225   297***

Lanes: 0 1 2 0 1

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

45      1
Cycle Time (sec): 165

1 137      

0
Loss Time (sec): 12

0

324      1  Critical V/C: 0.836 1 131   

0 Avg Crit Del (sec/veh): 68.7 0

466***   1 Avg Delay (sec/veh): 58.3 1 451***   

LOS: E+

Lanes: 1 0 2 0 1
Final Vol: 124   579*** 549   

Signal=Protect/Rights=Overlap

Street Name:           Oakland Road                   Commercial Street         
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10    10   10    10    10   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 5:00 PM
Base Vol:      95  438   375   231  977    27    37  276   408   236  100   107 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   95  438   375   231  977    27    37  276   408   236  100   107 
Added Vol:      0   31     6     7    0     0     2    0     0    31    2     1 
Approved PM:   29  110   168    59  248    13     6   48    58   184   29    29 
Initial Fut:  124  579   549   297 1225    40    45  324   466   451  131   137 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   124  579   549   297 1225    40    45  324   466   451  131   137 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  124  579   549   297 1225    40    45  324   466   451  131   137 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  124  579   549   297 1225    40    45  324   466   451  131   137 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 2.00  1.00  1.00 2.90  0.10  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3800  1750  1750 5423   177  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.07 0.15  0.31  0.17 0.23  0.23  0.03 0.17  0.27  0.26 0.07  0.08 
Crit Moves:       ****        ****                        ****  ****           
Green Time:  15.2 30.1  80.9  33.5 48.4  48.4  38.6 38.6  53.7  50.9 50.9  84.4 
Volume/Cap:  0.77 0.84  0.64  0.84 0.77  0.77  0.11 0.73  0.82  0.84 0.22  0.15 
Delay/Veh:   93.3 73.8  32.8  78.8 55.5  55.5  49.8 64.4  60.1  64.1 42.6  21.5 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  93.3 73.8  32.8  78.8 55.5  55.5  49.8 64.4  60.1  64.1 42.6  21.5 
LOS by Move:    F    E    C-    E-   E+    E+     D    E     E     E    D    C+ 
HCM2k95thQ:    13   26    37    31   35    35     4   28    41    41    9     8 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 370   1283*** 0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

0      0
Cycle Time (sec): 85

1 430***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 0.777 0 1   

0 Avg Crit Del (sec/veh): 27.9 1

0      0 Avg Delay (sec/veh): 22.5 0 184      

LOS: C+

Lanes: 1 0 2 0 0
Final Vol: 195*** 646   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:30 PM
Base Vol:     195  646     0     0 1283   370     0    0     0   184    1   430 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  195  646     0     0 1283   370     0    0     0   184    1   430 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  195  646     0     0 1283   370     0    0     0   184    1   430 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   195  646     0     0 1283   370     0    0     0   184    1   430 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  195  646     0     0 1283   370     0    0     0   184    1   430 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  195  646     0     0 1283   370     0    0     0   184    1   430 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1790   10  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.11 0.17  0.00  0.00 0.34  0.21  0.00 0.00  0.00  0.10 0.10  0.25 
Crit Moves:  ****                  ****                                    ****
Green Time:  12.2 49.1   0.0   0.0 36.9  36.9   0.0  0.0   0.0  26.9 26.9  26.9 
Volume/Cap:  0.78 0.29  0.00  0.00 0.78  0.49  0.00 0.00  0.00  0.33 0.33  0.78 
Uniform Del: 35.1  9.1   0.0   0.0 20.5  17.2   0.0  0.0   0.0  22.1 22.1  26.3 
IncremntDel: 14.2  0.1   0.0   0.0  2.4   0.5   0.0  0.0   0.0   0.3  0.3   6.9 
InitQueuDel:  0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0 
Delay Adj:   1.00 1.00  0.00  0.00 1.00  1.00  0.00 0.00  0.00  1.00 1.00  1.00 
Delay/Veh:   49.3  9.2   0.0   0.0 22.9  17.7   0.0  0.0   0.0  22.5 22.5  33.2 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  49.3  9.2   0.0   0.0 22.9  17.7   0.0  0.0   0.0  22.5 22.5  33.2 
LOS by Move:    D    A     A     A   C+     B     A    A     A    C+   C+    C- 
HCM2k95thQ:    11    8     0     0   26    14     0    0     0     8    8    23 
Note: Queue reported is the number of cars per lane.



COMPARE Tue Aug 22 11:04:20 2017 Page 3-6

Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 546   1616*** 0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

0      0
Cycle Time (sec): 85

1 552***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.055 0 1   

0 Avg Crit Del (sec/veh): 73.7 1

0      0 Avg Delay (sec/veh): 50.9 0 264      

LOS: D

Lanes: 1 0 2 0 0
Final Vol: 355*** 911   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:30 PM
Base Vol:     195  646     0     0 1283   370     0    0     0   184    1   430 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  195  646     0     0 1283   370     0    0     0   184    1   430 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved PM:  160  265     0     0  333   176     0    0     0    80    0   122 
Initial Fut:  355  911     0     0 1616   546     0    0     0   264    1   552 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   355  911     0     0 1616   546     0    0     0   264    1   552 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  355  911     0     0 1616   546     0    0     0   264    1   552 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  355  911     0     0 1616   546     0    0     0   264    1   552 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1793    7  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.20 0.24  0.00  0.00 0.43  0.31  0.00 0.00  0.00  0.15 0.15  0.32 
Crit Moves:  ****                  ****                                    ****
Green Time:  16.3 50.6   0.0   0.0 34.3  34.3   0.0  0.0   0.0  25.4 25.4  25.4 
Volume/Cap:  1.06 0.40  0.00  0.00 1.06  0.77  0.00 0.00  0.00  0.49 0.49  1.06 
Delay/Veh:   98.7  9.3   0.0   0.0 64.5  27.4   0.0  0.0   0.0  25.2 25.2  84.5 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  98.7  9.3   0.0   0.0 64.5  27.4   0.0  0.0   0.0  25.2 25.2  84.5 
LOS by Move:    F    A     A     A    E     C     A    A     A     C    C     F 
HCM2k95thQ:    25   12     0     0   45    24     0    0     0    12   12    41 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP PM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 380   1304*** 0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

0      0
Cycle Time (sec): 85

1 442***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 0.791 0 1   

0 Avg Crit Del (sec/veh): 28.6 1

0      0 Avg Delay (sec/veh): 22.9 0 184      

LOS: C+

Lanes: 1 0 2 0 0
Final Vol: 195*** 670   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:30 PM
Base Vol:     195  646     0     0 1283   370     0    0     0   184    1   430 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  195  646     0     0 1283   370     0    0     0   184    1   430 
Added Vol:      0   24     0     0   21    10     0    0     0     0    0    12 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:  195  670     0     0 1304   380     0    0     0   184    1   442 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   195  670     0     0 1304   380     0    0     0   184    1   442 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  195  670     0     0 1304   380     0    0     0   184    1   442 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  195  670     0     0 1304   380     0    0     0   184    1   442 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1790   10  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.11 0.18  0.00  0.00 0.34  0.22  0.00 0.00  0.00  0.10 0.10  0.25 
Crit Moves:  ****                  ****                                    ****
Green Time:  12.0 48.9   0.0   0.0 36.9  36.9   0.0  0.0   0.0  27.1 27.1  27.1 
Volume/Cap:  0.79 0.31  0.00  0.00 0.79  0.50  0.00 0.00  0.00  0.32 0.32  0.79 
Delay/Veh:   51.1  9.4   0.0   0.0 23.4  17.9   0.0  0.0   0.0  22.3 22.3  33.9 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  51.1  9.4   0.0   0.0 23.4  17.9   0.0  0.0   0.0  22.3 22.3  33.9 
LOS by Move:   D-    A     A     A    C     B     A    A     A    C+   C+    C- 
HCM2k95thQ:    11    9     0     0   26    14     0    0     0     8    8    24 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP PM

Intersection #2: Oakland Road / U.S. 101 North Ramps

Signal=Protect/Rights=Overlap
Final Vol: 556   1637*** 0   

Lanes: 1 0 2 0 0

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

0      0
Cycle Time (sec): 85

1 564***   

0
Loss Time (sec): 9

0

0      0  Critical V/C: 1.069 0 1   

0 Avg Crit Del (sec/veh): 78.3 1

0      0 Avg Delay (sec/veh): 53.7 0 264      

LOS: D-

Lanes: 1 0 2 0 0
Final Vol: 355*** 935   0   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                  U.S. 101 North Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10     0     0   10    10     0    0     0     7   10    10 
Y+R:          0.0  4.0   0.0   0.0  4.0   0.0   0.0  0.0   0.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:30 PM
Base Vol:     195  646     0     0 1283   370     0    0     0   184    1   430 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:  195  646     0     0 1283   370     0    0     0   184    1   430 
Added Vol:      0   24     0     0   21    10     0    0     0     0    0    12 
Approved PM:  160  265     0     0  333   176     0    0     0    80    0   122 
Initial Fut:  355  935     0     0 1637   556     0    0     0   264    1   564 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:   355  935     0     0 1637   556     0    0     0   264    1   564 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:  355  935     0     0 1637   556     0    0     0   264    1   564 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:  355  935     0     0 1637   556     0    0     0   264    1   564 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92  0.95 0.95  0.92 
Lanes:       1.00 2.00  0.00  0.00 2.00  1.00  0.00 0.00  0.00  0.99 0.01  1.00 
Final Sat.:  1750 3800     0     0 3800  1750     0    0     0  1793    7  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.20 0.25  0.00  0.00 0.43  0.32  0.00 0.00  0.00  0.15 0.15  0.32 
Crit Moves:  ****                  ****                                    ****
Green Time:  16.1 50.4   0.0   0.0 34.2  34.2   0.0  0.0   0.0  25.6 25.6  25.6 
Volume/Cap:  1.07 0.42  0.00  0.00 1.07  0.79  0.00 0.00  0.00  0.49 0.49  1.07 
Delay/Veh:  103.4  9.5   0.0   0.0 69.3  28.2   0.0  0.0   0.0  25.0 25.0  88.6 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh: 103.4  9.5   0.0   0.0 69.3  28.2   0.0  0.0   0.0  25.0 25.0  88.6 
LOS by Move:    F    A     A     A    E     C     A    A     A     C    C     F 
HCM2k95thQ:    26   12     0     0   47    24     0    0     0    12   12    43 
Note: Queue reported is the number of cars per lane.
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   662   1000***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

494***   1
Cycle Time (sec): 85

0 0      

1
Loss Time (sec): 9

0

28      0  Critical V/C: 0.887 0 0   

0 Avg Crit Del (sec/veh): 39.4 0

207      1 Avg Delay (sec/veh): 30.2 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   434   627***

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:00 PM
Base Vol:       0  434   627  1000  662     0   494   28   207     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  434   627  1000  662     0   494   28   207     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  434   627  1000  662     0   494   28   207     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  434   627  1000  662     0   494   28   207     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  434   627  1000  662     0   494   28   207     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  434   627  1000  662     0   494   28   207     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 0.95  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  1.89 0.11  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3360  190  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.11  0.36  0.00 0.17  0.00  0.15 0.15  0.12  0.00 0.00  0.00 
Crit Moves:             ****  ****             ****                            
Green Time:   0.0 33.1  33.1  32.3 62.4   0.0  13.6 13.6  13.6   0.0  0.0   0.0 
Volume/Cap:  0.00 0.29  0.92  0.83 0.24  0.00  0.92 0.92  0.74  0.00 0.00  0.00 
Uniform Del:  0.0 17.9  24.7  23.9  3.6   0.0  35.2 35.2  34.0   0.0  0.0   0.0 
IncremntDel:  0.0  0.1  17.8   5.2  0.0   0.0  20.4 20.4  10.1   0.0  0.0   0.0 
InitQueuDel:  0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0 
Delay Adj:   0.00 1.00  1.00  1.00 1.00  0.00  1.00 1.00  1.00  0.00 0.00  0.00 
Delay/Veh:    0.0 18.0  42.5  29.1  3.7   0.0  55.5 55.5  44.1   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 18.0  42.5  29.1  3.7   0.0  55.5 55.5  44.1   0.0  0.0   0.0 
LOS by Move:    A   B-     D     C    A     A    E+   E+     D     A    A     A 
HCM2k95thQ:     0    7    32    25    5     0    20   20    14     0    0     0 
Note: Queue reported is the number of cars per lane.
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   972   1203***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

721      1
Cycle Time (sec): 85

0 0      

1
Loss Time (sec): 9

0

28      0  Critical V/C: 1.200 0 0   

0 Avg Crit Del (sec/veh): 120.7 0

510***   1 Avg Delay (sec/veh): 72.1 0 0      

LOS: E

Lanes: 0 0 2 0 1
Final Vol: 0   694   751***

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:00 PM
Base Vol:       0  434   627  1000  662     0   494   28   207     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  434   627  1000  662     0   494   28   207     0    0     0 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved PM:    0  260   124   203  310     0   227    0   303     0    0     0 
Initial Fut:    0  694   751  1203  972     0   721   28   510     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  694   751  1203  972     0   721   28   510     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  694   751  1203  972     0   721   28   510     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  694   751  1203  972     0   721   28   510     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 0.95  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  1.93 0.07  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3417  133  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.18  0.43  0.00 0.26  0.00  0.21 0.21  0.29  0.00 0.00  0.00 
Crit Moves:             ****  ****                        ****                 
Green Time:   0.0 29.6  29.6  29.3 55.9   0.0  20.1 20.1  20.1   0.0  0.0   0.0 
Volume/Cap:  0.00 0.52  1.23  1.11 0.39  0.00  0.89 0.89  1.23  0.00 0.00  0.00 
Delay/Veh:    0.0 22.5 146.4  89.4  6.8   0.0  43.3 43.3 156.7   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 22.5 146.4  89.4  6.8   0.0  43.3 43.3 156.7   0.0  0.0   0.0 
LOS by Move:    A   C+     F     F    A     A     D    D     F     A    A     A 
HCM2k95thQ:     0   13    62    43   10     0    25   25    49     0    0     0 
Note: Queue reported is the number of cars per lane.
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP PM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   666   1018***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

506      1
Cycle Time (sec): 85

0 0      

1
Loss Time (sec): 9

0

28***   0  Critical V/C: 0.897 0 0   

0 Avg Crit Del (sec/veh): 40.6 0

207      1 Avg Delay (sec/veh): 30.9 0 0      

LOS: C

Lanes: 0 0 2 0 1
Final Vol: 0   439   627***

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:00 PM
Base Vol:       0  434   627  1000  662     0   494   28   207     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  434   627  1000  662     0   494   28   207     0    0     0 
Added Vol:      0    5     0    18    4     0    12    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:    0  439   627  1018  666     0   506   28   207     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  439   627  1018  666     0   506   28   207     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  439   627  1018  666     0   506   28   207     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  439   627  1018  666     0   506   28   207     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 0.95  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  1.90 0.10  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3364  186  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.12  0.36  0.00 0.18  0.00  0.15 0.15  0.12  0.00 0.00  0.00 
Crit Moves:             ****  ****                  ****                       
Green Time:   0.0 32.7  32.7  32.5 62.3   0.0  13.7 13.7  13.7   0.0  0.0   0.0 
Volume/Cap:  0.00 0.30  0.93  0.84 0.24  0.00  0.93 0.93  0.73  0.00 0.00  0.00 
Delay/Veh:    0.0 18.3  44.6  29.6  3.7   0.0  57.1 57.1  43.3   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 18.3  44.6  29.6  3.7   0.0  57.1 57.1  43.3   0.0  0.0   0.0 
LOS by Move:    A   B-     D     C    A     A    E+   E+     D     A    A     A 
HCM2k95thQ:     0    8    33    26    5     0    21   21    14     0    0     0 
Note: Queue reported is the number of cars per lane.
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Traffix 8.0.0715 Copyright (c) 2008 Dowling Associates, Inc. Licensed to FEHR & PEERS  WALNUT CRK

Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP PM

Intersection #3: Oakland Road / U.S. 101 South Ramps

Signal=Perm+Prot/Rights=Include
Final Vol: 0   976   1221***

Lanes: 0 0 2 0 2

Signal=Split Signal=Split
Final Vol: Lanes: Rights=Include Vol Cnt Date: 11/29/2016 Rights=Include Lanes: Final Vol:

733      1
Cycle Time (sec): 85

0 0      

1
Loss Time (sec): 9

0

28      0  Critical V/C: 1.206 0 0   

0 Avg Crit Del (sec/veh): 123.0 0

510***   1 Avg Delay (sec/veh): 73.7 0 0      

LOS: E

Lanes: 0 0 2 0 1
Final Vol: 0   699   751***

Signal=Permit/Rights=Include

Street Name:           Oakland Road                  U.S. 101 South Ramps       
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     0   10    10     7   10     0     7   10    10     0    0     0 
Y+R:          0.0  4.0   4.0   4.0  4.0   0.0   4.0  4.0   4.0   0.0  0.0   0.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 29 Nov 2016 << 4:00 PM
Base Vol:       0  434   627  1000  662     0   494   28   207     0    0     0 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:    0  434   627  1000  662     0   494   28   207     0    0     0 
Added Vol:      0    5     0    18    4     0    12    0     0     0    0     0 
Approved PM:    0  260   124   203  310     0   227    0   303     0    0     0 
Initial Fut:    0  699   751  1221  976     0   733   28   510     0    0     0 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:     0  699   751  1221  976     0   733   28   510     0    0     0 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:    0  699   751  1221  976     0   733   28   510     0    0     0 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:    0  699   751  1221  976     0   733   28   510     0    0     0 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 1.00  0.92  0.83 1.00  0.92  0.93 0.95  0.92  0.92 1.00  0.92 
Lanes:       0.00 2.00  1.00  2.00 2.00  0.00  1.93 0.07  1.00  0.00 0.00  0.00 
Final Sat.:     0 3800  1750  3150 3800     0  3419  131  1750     0    0     0 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.00 0.18  0.43  0.00 0.26  0.00  0.21 0.21  0.29  0.00 0.00  0.00 
Crit Moves:             ****  ****                        ****                 
Green Time:   0.0 29.4  29.4  29.6 56.0   0.0  20.0 20.0  20.0   0.0  0.0   0.0 
Volume/Cap:  0.00 0.53  1.24  1.11 0.39  0.00  0.91 0.91  1.24  0.00 0.00  0.00 
Delay/Veh:    0.0 22.7 149.2  91.7  6.8   0.0  45.8 45.8 159.5   0.0  0.0   0.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:   0.0 22.7 149.2  91.7  6.8   0.0  45.8 45.8 159.5   0.0  0.0   0.0 
LOS by Move:    A   C+     F     F    A     A     D    D     F     A    A     A 
HCM2k95thQ:     0   13    62    44   10     0    26   26    49     0    0     0 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 238   502   224***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

271      1
Cycle Time (sec): 130

1 211      

0
Loss Time (sec): 12

0

545***   1  Critical V/C: 0.570 1 335   

0 Avg Crit Del (sec/veh): 38.2 0

59      1 Avg Delay (sec/veh): 36.4 1 43***   

LOS: D+

Lanes: 1 0 1 1 0
Final Vol: 50   243*** 46   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 4:30 PM
Base Vol:      50  243    46   224  502   238   271  545    59    43  335   211 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   50  243    46   224  502   238   271  545    59    43  335   211 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   50  243    46   224  502   238   271  545    59    43  335   211 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    50  243    46   224  502   238   271  545    59    43  335   211 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   50  243    46   224  502   238   271  545    59    43  335   211 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   50  243    46   224  502   238   271  545    59    43  335   211 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.67  0.33  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3111   589  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.03 0.08  0.08  0.13 0.13  0.14  0.15 0.29  0.03  0.02 0.18  0.12 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  13.4 17.6  17.6  28.8 33.0  66.4  33.5 64.6  78.0   7.0 38.1  66.9 
Volume/Cap:  0.28 0.58  0.58  0.58 0.52  0.27  0.60 0.58  0.06  0.46 0.60  0.23 
Uniform Del: 53.8 52.7  52.7  45.2 41.7  18.0  42.4 23.1  10.8  59.7 39.4  17.4 
IncremntDel:  0.8  1.7   1.7   2.2  0.5   0.2   2.3  0.9   0.0   3.5  1.8   0.1 
InitQueuDel:  0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0   0.0  0.0   0.0 
Delay Adj:   1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Delay/Veh:   54.6 54.4  54.4  47.3 42.2  18.1  44.7 24.0  10.8  63.1 41.3  17.5 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  54.6 54.4  54.4  47.3 42.2  18.1  44.7 24.0  10.8  63.1 41.3  17.5 
LOS by Move:   D-   D-    D-     D    D    B-     D    C    B+     E    D     B 
HCM2k95thQ:     4   12    12    16   16    11    20   27     2     5   21    10 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 320   709   476***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

301      1
Cycle Time (sec): 130

1 361      

0
Loss Time (sec): 12

0

743***   1  Critical V/C: 0.891 1 494   

0 Avg Crit Del (sec/veh): 61.0 0

62      1 Avg Delay (sec/veh): 49.3 1 55***   

LOS: D

Lanes: 1 0 1 1 0
Final Vol: 52   366*** 56   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 4:30 PM
Base Vol:      50  243    46   224  502   238   271  545    59    43  335   211 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   50  243    46   224  502   238   271  545    59    43  335   211 
Added Vol:      0    0     0     0    0     0     0    0     0     0    0     0 
Approved PM:    2  123    10   252  207    82    30  198     3    12  159   150 
Initial Fut:   52  366    56   476  709   320   301  743    62    55  494   361 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    52  366    56   476  709   320   301  743    62    55  494   361 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   52  366    56   476  709   320   301  743    62    55  494   361 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   52  366    56   476  709   320   301  743    62    55  494   361 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.73  0.27  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3209   491  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.03 0.11  0.11  0.27 0.19  0.18  0.17 0.39  0.04  0.03 0.26  0.21 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  12.4 16.3  16.3  38.9 42.8  67.8  25.0 55.9  68.2   7.0 37.8  76.7 
Volume/Cap:  0.31 0.91  0.91  0.91 0.57  0.35  0.89 0.91  0.07  0.58 0.89  0.35 
Delay/Veh:   55.9 78.0  78.0  63.9 36.6  18.4  75.8 48.9  15.3  69.1 60.9  14.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  55.9 78.0  78.0  63.9 36.6  18.4  75.8 48.9  15.3  69.1 60.9  14.0 
LOS by Move:   E+   E-    E-     E   D+    B-    E-    D     B     E    E     B 
HCM2k95thQ:     5   21    21    36   21    15    28   50     3     7   37    15 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Existing PP PM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 239   504   225***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

272***   1
Cycle Time (sec): 130

1 212      

0
Loss Time (sec): 12

0

545      1  Critical V/C: 0.594 1 335***

0 Avg Crit Del (sec/veh): 46.8 0

59      1 Avg Delay (sec/veh): 37.0 1 43      

LOS: D+

Lanes: 1 0 1 1 0
Final Vol: 50   245*** 46   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 4:30 PM
Base Vol:      50  243    46   224  502   238   271  545    59    43  335   211 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   50  243    46   224  502   238   271  545    59    43  335   211 
Added Vol:      0    2     0     1    2     1     1    0     0     0    0     1 
PasserByVol:    0    0     0     0    0     0     0    0     0     0    0     0 
Initial Fut:   50  245    46   225  504   239   272  545    59    43  335   212 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    50  245    46   225  504   239   272  545    59    43  335   212 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   50  245    46   225  504   239   272  545    59    43  335   212 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   50  245    46   225  504   239   272  545    59    43  335   212 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.68  0.32  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3115   585  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.03 0.08  0.08  0.13 0.13  0.14  0.16 0.29  0.03  0.02 0.18  0.12 
Crit Moves:       ****        ****             ****                  ****      
Green Time:  13.1 17.2  17.2  28.1 32.3  66.3  34.0 61.2  74.3  11.5 38.6  66.8 
Volume/Cap:  0.28 0.59  0.59  0.59 0.53  0.27  0.59 0.61  0.06  0.28 0.59  0.24 
Delay/Veh:   55.0 55.1  55.1  48.3 43.0  18.2  44.0 26.8  12.4  56.4 40.7  17.6 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  55.0 55.1  55.1  48.3 43.0  18.2  44.0 26.8  12.4  56.4 40.7  17.6 
LOS by Move:   D-   E+    E+     D    D    B-     D    C     B    E+    D     B 
HCM2k95thQ:     4   12    12    16   16    11    20   28     2     4   21    10 
Note: Queue reported is the number of cars per lane.
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Level Of Service Computation Report
2000 HCM Operations (Future Volume Alternative)

Background PP PM

Intersection #4: Oakland Road / Hedding Street

Signal=Protect/Rights=Overlap
Final Vol: 321   711   477***

Lanes: 1 0 2 0 1

Signal=Protect Signal=Protect
Final Vol: Lanes: Rights=Overlap Vol Cnt Date: 5/19/2015 Rights=Overlap Lanes: Final Vol:

302      1
Cycle Time (sec): 130

1 362      

0
Loss Time (sec): 12

0

743***   1  Critical V/C: 0.892 1 494   

0 Avg Crit Del (sec/veh): 61.2 0

62      1 Avg Delay (sec/veh): 49.5 1 55***   

LOS: D

Lanes: 1 0 1 1 0
Final Vol: 52   368*** 56   

Signal=Protect/Rights=Include

Street Name:           Oakland Road                     Hedding Street          
Approach:      North Bound      South Bound       East Bound       West Bound   
Movement:     L  -  T  -  R    L  -  T  -  R    L  -  T  -  R    L  -  T  -  R  
------------|---------------||---------------||---------------||---------------|
Min. Green:     7   10    10     7   10    10     7   10    10     7   10    10 
Y+R:          4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0   4.0  4.0   4.0 
------------|---------------||---------------||---------------||---------------|
Volume Module: >> Count Date: 19 May 2015 << 4:30 PM
Base Vol:      50  243    46   224  502   238   271  545    59    43  335   211 
Growth Adj:  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Initial Bse:   50  243    46   224  502   238   271  545    59    43  335   211 
Added Vol:      0    2     0     1    2     1     1    0     0     0    0     1 
Approved PM:    2  123    10   252  207    82    30  198     3    12  159   150 
Initial Fut:   52  368    56   477  711   321   302  743    62    55  494   362 
User Adj:    1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
PHF Volume:    52  368    56   477  711   321   302  743    62    55  494   362 
Reduct Vol:     0    0     0     0    0     0     0    0     0     0    0     0 
Reduced Vol:   52  368    56   477  711   321   302  743    62    55  494   362 
PCE Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
MLF Adj:     1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
FinalVolume:   52  368    56   477  711   321   302  743    62    55  494   362 
------------|---------------||---------------||---------------||---------------|
Saturation Flow Module:
Sat/Lane:    1900 1900  1900  1900 1900  1900  1900 1900  1900  1900 1900  1900 
Adjustment:  0.92 0.98  0.95  0.92 1.00  0.92  0.92 1.00  0.92  0.92 1.00  0.92 
Lanes:       1.00 1.73  0.27  1.00 2.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
Final Sat.:  1750 3211   489  1750 3800  1750  1750 1900  1750  1750 1900  1750 
------------|---------------||---------------||---------------||---------------|
Capacity Analysis Module:
Vol/Sat:     0.03 0.11  0.11  0.27 0.19  0.18  0.17 0.39  0.04  0.03 0.26  0.21 
Crit Moves:       ****        ****                  ****        ****           
Green Time:  12.3 16.3  16.3  38.9 42.9  67.9  25.0 55.8  68.1   7.0 37.7  76.6 
Volume/Cap:  0.31 0.91  0.91  0.91 0.57  0.35  0.90 0.91  0.07  0.58 0.90  0.35 
Delay/Veh:   56.0 78.1  78.1  64.1 36.5  18.4  76.2 49.1  15.3  69.1 61.4  14.0 
User DelAdj: 1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00  1.00 1.00  1.00 
AdjDel/Veh:  56.0 78.1  78.1  64.1 36.5  18.4  76.2 49.1  15.3  69.1 61.4  14.0 
LOS by Move:   E+   E-    E-     E   D+    B-    E-    D     B     E    E     B 
HCM2k95thQ:     5   21    21    36   21    15    28   50     3     7   37    15 
Note: Queue reported is the number of cars per lane.
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APPENDIX C: APPROVED, NOT OCCUPIED, AND PENDING PROJECTS  

 



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: COMMERCIAL/OAKLAND

07/31/2017

Traffix Node Number: 3421

Permit No. / Description / Location

Page No:    1

   0   4   0    0   0   0   0  18C01-04-050    0    0   0   0

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   0   0   5    0   2  24   0  20CP99-057    0    0   0   2

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

  18  71   6   22  68 108  42 179DOWNTOWN   46   19  17   4

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   1   0    0   0   0   0   1H08-044    0    0   0   0

EAST SIDE OF OAKLAND ROAD, 350 FEET SOUTHERLY OF
ASKARI SELF-STORAGE

   0   4   0    3   0   0   0  12H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

   0   0   0    0   0   0  13  77NSJ   21    0   0   0
NORTH SAN JOSE

   0   2   2    0   0   4  27   0PDC03-108 OFF    0    1   2   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0   9   9   15  26 150  69  20PDC03-108 RES   24    6   9   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  13  13   25   0  28   0  25PDC07-015 RES    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: COMMERCIAL/OAKLAND

07/31/2017

Traffix Node Number: 3421

Permit No. / Description / Location

Page No:    2

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0   3   0    0   0   0   0   6PDC08-036RES    0    0   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   1PDC08-036SEN    0    0   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

18TOTAL: 10735 659631415135991 26286

1810735
6596314
15135991
26286

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: COMMERCIAL/OAKLAND

07/31/2017

Traffix Node Number: 3421

Permit No. / Description / Location

Page No:    3

   0  18   0    0   0   0   0   2C01-04-050    0    0   0   0

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   0   0   5    0   2  27   0  24CP99-057    0    0   0   2

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

  11  80   1    6  11  38  35  43DOWNTOWN   14   34  25   3

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   1   2   0    0   0   0   0   2H08-044    0    0   0   1

EAST SIDE OF OAKLAND ROAD, 350 FEET SOUTHERLY OF
ASKARI SELF-STORAGE

   0   8   2    1   0   0   0   6H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

   1  92  11    0   0   0   4   5NSJ    0   13   8   0
NORTH SAN JOSE

   0   0   0    1   3  26   4   2PDC03-108 OFF    3    0   0   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0  17  16    8  13  78 125  10PDC03-108 RES   12   11  15   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  24  24   13   0  15   0  13PDC07-015 RES    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: COMMERCIAL/OAKLAND

07/31/2017

Traffix Node Number: 3421

Permit No. / Description / Location

Page No:    4

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0   6   0    0   0   0   0   3PDC08-036RES    0    0   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   1   0    0   0   0   0   0PDC08-036SEN    0    0   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

13TOTAL: 24859 292918416811029 58486

1324859
2929184
16811029
58486

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    1

   1   2   0    8   0   0   0   9C01-04-050    0    0   0   0

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   5  17   0    5   0   0   0  13CP99-057    0    0   0   0

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

 124  77   0   74   0  14   0 178DOWNTOWN   74    0   0   0

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   4   0    6   0   0   0   6H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

   3   1   0   13   0   2   0  66NSJ   28    0   0   0
NORTH SAN JOSE

   0   1   0    0   0   0   0   0PDC03-056    5    0   0   0

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

   2   5   0   21   0  12   0  21PDC03-108 OFF    2    0   0   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

 101  65   0   42   0  24   0  90PDC03-108 RES  101    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

  28  13   0    0   0   0   0  25PDC07-015 RES   99    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    2

   0   1   0    0   0   0   0   1PDC08-010 SEN    0    0   0   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0   3   0    0   0   4   0   6PDC08-036RES   10    0   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   0   0    0   0   1   0   1PDC08-036SEN    1    0   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0   2   0    0   0   1   0   6PDC15-001 (RES)   12    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PP14-006 C A S    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   5   0    0   0   2   0  10PP14-006 RES    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    3

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

264TOTAL: 1960 1690600432332 000

2641960
169060
0432332
000

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    4

   7  11   0    1   0   0   0   1C01-04-050    0    0   0   0

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   6  19   0    5   0   0   0  17CP99-057    0    0   0   0

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

  42  93   0   27   0  11   0  65DOWNTOWN   20    0   0   0

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   8   0    3   0   0   0   3H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

  40  88   0    7   0   3   0  12NSJ    4    0   0   0
NORTH SAN JOSE

   0   0   0    0   0   5   0   1PDC03-056    4    0   0   0

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

  14  12   0    3   0   2   0   6PDC03-108 OFF   14    0   0   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

  52  54   0   76   0  43   0 135PDC03-108 RES   52    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

  15  24   0    0   0   0   0  13PDC07-015 RES   53    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    5

   0   1   0    0   0   0   0   1PDC08-010 SEN    0    0   0   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0   6   0    0   0   8   0   3PDC08-036RES    6    0   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   1   0    0   0   1   0   0PDC08-036SEN    1    0   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0   6   0    0   0   4   0   3PDC15-001 (RES)    6    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PP14-006 C A S    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0  10   0    0   0   3   0   5PP14-006 RES    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (N)

07/31/2017

Traffix Node Number: 3021

Permit No. / Description / Location

Page No:    6

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

176TOTAL: 3330 1220800265160 000

1763330
122080
0265160
000

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    1

   0   0   2    0   0   0   0   2C01-04-050    0    0   0   7

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   0  12   5    0   0   0   0   8CP99-057    0    0   0   5

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

   0   7   8    0   0   0   5  40DOWNTOWN    0    9   0  14

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   2   2    0   0   0   0   6H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

   0   1   2    0   0   0  12  84NSJ    0    8   0  11
NORTH SAN JOSE

   0   6   0    0   0   0   6   6PDC03-056    0    4   0   6

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

   0  15   2    0   0   0   3   2PDC03-108 OFF    0   12   0  21

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0  39  48    0   0   0  72 122PDC03-108 RES    0   41   0  69

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  13   0    0   0   0   0 125PDC07-015 RES    0   54   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    2

   0   1   0    0   0   0   0   1PDC08-010 SEN    0    0   0   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0   8   0    0   0   0   8  17PDC08-036RES    0    9   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   1   0    0   0   0   1   2PDC08-036SEN    0    1   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0   3   0    0   0   0   4  18PDC15-001 (RES)    0    3   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PP14-006 C A S    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   7   0    0   0   0   3  10PP14-006 RES    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    3

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

0TOTAL: 11569 0001144430 1410133

011569
000

1144430
1410133

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    4

   0   2   8    0   0   0   0   0C01-04-050    0    0   0   0

OAKLAND RD (W/S), S/O BROKAW RD
MARKOVITZ & FOX

   0  14   5    0   0   0   0  11CP99-057    0    0   0   6

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

   0  82  84    0   0   0  49  65DOWNTOWN    0   72   0  73

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   4   4    0   0   0   0   3H14-020    0    0   0   0

750 RIDDER PARK DRIVE
SUPERMICRO

   0  64  65    0   0   0   6   8NSJ    0   20   0  21
NORTH SAN JOSE

   0   5   0    0   0   0   5   4PDC03-056    0    5   0   0

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

   0   3  12    0   0   0  18  16PDC03-108 OFF    0    2   0   3

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0  72  25    0   0   0  37  63PDC03-108 RES    0   74   0 124

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   0   0   0   0PDC03-108 RET    0    0   0   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  24   0    0   0   0   0  65PDC07-015 RES    0  101   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    5

   0   1   0    0   0   0   0   1PDC08-010 SEN    0    0   0   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   0  14   0    0   0   0   4   9PDC08-036RES    0   16   0   0

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   0   2   0    0   0   0   1   1PDC08-036SEN    0    2   0   0

NW CORNER E. 10TH ST.
CANNERY PARK

   0  10   0    0   0   0   2   9PDC15-001 (RES)    0   11   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PP14-006 C A S    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0  13   0    0   0   0   2   5PP14-006 RES    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PRE05-430 COMM    0    0   0   0

S/W CORNER BERRYESSA RD & JACKSON AVE
PEPPER LANE



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: 101/OAKLAND (S)

07/31/2017

Traffix Node Number: 3022

Permit No. / Description / Location

Page No:    6

   0   0   0    0   0   0   0   0PRE05-430 RES    0    0   0   0

SW/C OF BERRYESSA AND JACKSON
PEPPER LANE

0TOTAL: 310203 0001242600 3030227

0310203
000

1242600
3030227

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: HEDDING/OAKLAND

07/31/2017

Traffix Node Number: 3576

Permit No. / Description / Location

Page No:    1

   2   5   5    1   0   0   0   5CP99-057    0    0   0   2

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

   1   4   2    2  18   0   0  10DOWNTOWN    3    0   5   4

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   0   0   0    0   0   0   0   3H14-020    0    0   0   3

750 RIDDER PARK DRIVE
SUPERMICRO

   5   8   3    0   4   0   2  47NSJ   16    1  20  17
NORTH SAN JOSE

   2   7   0    0   1   1   0   9PDC03-056    0    0   0   3

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

   0   5  22    4   3   0   0   0PDC03-108 OFF    0    0  27   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0  16  64  157  99   5   3  37PDC03-108 RES    0    0  63   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0   1   0   0   0PDC03-108 RET    0    0   3   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  18  50   64  10   0   0  60PDC07-015 RES    0    0   6   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   1   0   0   1PDC08-010 SEN    0    0   2   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD



AM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: HEDDING/OAKLAND

07/31/2017

Traffix Node Number: 3576

Permit No. / Description / Location

Page No:    2

   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

   8   8   0    0   4   0   0  15PDC08-036RES    0    0   5   9

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   1   1   0    0   1   0   0   2PDC08-036SEN    0    0   1   1

NW CORNER E. 10TH ST.
CANNERY PARK

   3   2   0    0   1   0   1  21PDC15-001 (RES)    0    0   4   2

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   2   2   0    0   0   0   0   1PP14-006 C A S    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

   2   5   0    0   9   1   1  10PP14-006 RES    0    0  17   3

696 N 6TH ST
JAPANTOWN CORP YARD

   0   0   0    0   0   0   0   0PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD

26TOTAL: 81146 2281527722119 115344

2681146
2281527
722119
115344

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST
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Intersection of: HEDDING/OAKLAND

07/31/2017

Traffix Node Number: 3576

Permit No. / Description / Location
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   3   6   5    2   0   0   0   6CP99-057    0    0   0   3

COMMERCIAL ST & OLD OAKLAND RD (SE/C)
NELLA OIL

  11  31  14    3  18   4   2  18DOWNTOWN    2    3  34  13

DOWNTOWN CORE
DOWNTOWN STRATEGY PLAN 2000

   2   2   0    0   0   0   0   1H14-020    0    0   0   1

750 RIDDER PARK DRIVE
SUPERMICRO

  27  58  21    3  19   4   1   7NSJ    0    0   6   2
NORTH SAN JOSE

   3   7   0    0   1   0   1   6PDC03-056    0    0   1   2

N 7TH ST, E/O TAYLOR ST SPRR
MIXED-USE DEVELOPMENT

   0   0   3   27  21   0   0   6PDC03-108 OFF    0    0   5   0

BOTH SIDES OF BERRYESSA RD WEST OF UNION PACIFIC
BERRYESSA FLEA MKT (OFFICE)

   0  29 117   81  51   2   4  19PDC03-108 RES    0    0 116   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RESIDENTIAL)

   0   0   0    0  12   0   0   0PDC03-108 RET    0    0  12   0

BOTH SIDES OF BERRYESSA, WEST OF UNION PACIFIC RR
BERRYESSA FLEA MKT (RETAIL)

   0  34  92   34   6   0   0  31PDC07-015 RES    0    0  10   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   0   0    0   0   0   0   0PDC07-015 RET    0    0   0   0

NE/C OF KING RD AND DOBBIN DR
KING AND DOBBIN

   0   1   0    0   2   0   0   0PDC08-010 SEN    0    0   1   0

SW CORNER OF NORTH SEVENTH ST AND TAYLOR ST
JAPANTOWN CORP YARD



PM APPROVED TRIPS

       M09  M08  M07     M03  M02  M01     M12  M11  M10     M06  M05  M04
           NBL  NBT  NBR     SBL  SBT  SBR     EBL  EBT  EBR     WBL  WBT  WBR

Intersection of: HEDDING/OAKLAND

07/31/2017

Traffix Node Number: 3576

Permit No. / Description / Location
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   0   0   0    0   0   0   0   0PDC08-036LW    0    0   0   0

NW CORNER E. TENTH ST.
CANNARY PARK

  15  15   0    0   7   0   0   8PDC08-036RES    0    0   3   5

NW CORNER E. TENTH
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-036REST    0    0   0   0

NW CORNER OF E. TENTH
CANNERY PARK

   2   2   0    0   1   0   0   1PDC08-036SEN    0    0   0   1

NW CORNER E. 10TH ST.
CANNERY PARK

   0   0   0    0   0   0   0   0PDC08-066    0    0   0   0

SE CORNER OF E MISSION ST & N 10TH ST
WESTMOUNT SQUARE

  13   9   0    0   5   1   1  11PDC15-001 (RES)    0    0   2   1

725 NORTH 10TH STREET
CANNERY PARK

   0   0   0    0   0   0   0   0PDC15-001 (RET)    0    0   0   0

725 NORTH 10TH STREET
CANNERY PARK

   2   2   0    0   0   0   0   3PP14-006 C A S    0    0   0   1

696 N 6TH ST
JAPANTOWN CORP YARD

   3  10   0    0  16   1   1   5PP14-006 RES    0    0   8   1

696 N 6TH ST
JAPANTOWN CORP YARD

   1   1   0    0   0   0   0   1PP14-006 RET    0    0   0   0

696 N 6TH ST
JAPANTOWN CORP YARD



82TOTAL: 207252 15015912101232 319830

82207252
15015912
101232
319830

 LEFT  THRU  RIGHT

NORTH
EAST
SOUTH
WEST


