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MEMORANDUM 
 

TO: 
Madison Richey -  
Project Management Advisors, 
Inc. 

FROM: Bianca Clarke 

CC: Desiree’ Dei Rossi – David J. Powers and Associates 

DATE:  October 14, 2025 

SUBJECT: 
Second Harvest Support Site – Proposed Temporary and Permanent Fence 
Alignments 

 
This memo is intended to serve as a record of WRA’s professional opinion regarding the 
placement of temporary and permanent fences on the site of the Second Harvest support 
building site (formerly Alviso Hotel site) along with allowable activities within wetland setback 
areas.  
 
Temporary and permanent fencing are proposed as outlined in Figure 1, attached. As depicted on 
Figure 1, portions of the proposed permanent fence will occur within the wetland setback, as set 
forth by the Santa Clara Valley Habitat Plan (SCVHP). Though within the SCVHP wetland 
setback, the proposed permanent fence alignment does not constitute fill within aquatic habitats 
that would trigger a permit requirement from the Army Corps of Engineers or Regional Water 
Quality Control Board.  As shown in Figure 1, all portions of the temporary fence will occur 
outside aquatic habitat and therefore also does not require agency permits.  Additionally, the 
temporary fencing location is located both outside the SCVHP wetland setback and aquatic 
habitat.   
 
Though the permanent fence encroaches into the wetland setback, development activities are 
precluded from this area unless permitted by the City of San Jose.  To ensure compliance, WRA 
suggests the temporary fence also be utilized to demarcate where development activity can 
occur and serve as a protection barrier from adjacent aquatic resources and the wetland 
setback.  Silt fencing can be utilized for these purposes.  Development activities are to be 
confined to interior areas of the temporary fence alignment.   
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Measures to protect biological resources have been established for this site and should be 
implemented prior to construction activities commencing.  To date, burrowing owl surveys and 
rare plant surveys were conducted by H.T. Harvey in July and September 2025, respectively with 
negative results. No additional rare plant surveys are needed provided construction commences 
within one year. Burrowing owl surveys are to be conducted 14 days prior to the commencement 
of construction; therefore, a secondary survey effort should be conducted in alignment with the 
new construction start date. Provided negative results for the secondary burrowing owl survey, 
construction activities such as clearing, grubbing, and construction parking can commence.   

 
Please contact Bianca Clarke at clarke@wra-ca.com if you have any questions or concerns. 
 
Enclosures: 
Figure 1. Planning Set Sheet 3.0 Permanent and Temporary Fencing Alignments  
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FLOW-THROUGH PLANTER

1. ALL GRADING SHALL BE DONE IN
ACCORDANCE WITH RECOMMENDATIONS
IN THE GEOTECHNICAL AND FOUNDATION
INVESTIGATION PREPARED FOR THIS SITE
AND IN ACCORDANCE WITH CITY OF SAN
JOSE STANDARD SPECIFICATIONS.

2. CONTRACTOR SHALL DETERMINE HIS OWN
EARTH QUANTITIES AND BASE HIS BID
ACCORDINGLY.

3. TOP OF CURB ELEVATION IS 0.5' ABOVE
THE A.C. PAVING AND SPOT ELEVATIONS
ARE TO FINISHED SURFACE (UNLESS
OTHERWISE NOTED).

4. COMPACTION TO BE DETERMINED USING
ASTM D1557, LATEST EDITION
LABORATORY TEST PROCEDURE AND PER
THE RECOMMENDATIONS OF
GEOTECHNICAL ENGINEER.

5. STORM DRAIN DESIGNATED AS "SD" SHALL
BE CLASS III RCP, SDR 35 PVC OR HDPE
AS STATED BELOW. PVC AND HDPE PIPES
SHALL ONLY BE USED WHEN MINIMUM
COVER REQUIREMENTS ARE MET AS
SPECIFIED IN THE PVC PIPE BEDDING
DETAIL AS SHOWN ON THESE PLANS.
SUBSTITUTIONS FOR ANY PIPE WITH A
PARTICULAR MATERIAL SPECIFIED ON THIS
PLAN SHALL ONLY BE MADE WITH THE
WRITTEN APPROVAL OF THE ENGINEER.

6. STORM DRAIN PIPE SHALL BE: 10"
DIAMETER AND SMALLER SDR 35 PVC OR
HDPE WITH RUBBER GASKETS MEETING
ASTM F477. 12" DIAMETER TO BE SDR 35
PVC, CLASS III RCP OR BLUE SEAL HDPE
AS MANUFACTURED BY HANCOR WITH
WATER TIGHT JOINTS MEETING ASTM F477
AND ASTM D3212. 15" THROUGH 24"
DIAMETERS; PIPE TO BE CLASS III RCP OR
BLUE SEAL HDPE AS SPECIFIED ABOVE.
PIPES LARGER THAN 24" IN DIAMETER
SHALL BE CLASS III RCP UNLESS
OTHERWISE NOTED. NO MATERIAL
SUBSTITUTION SHALL BE ALLOWED FOR
DUCTILE IRON PIPE (DIP).

7. ALL UTILITY STRUCTURES INCLUDING, BUT
NOT LIMITED TO MANHOLES, CATCH
BASINS, WATER VALVES, FIRE HYDRANTS,
TELEPHONE AND ELECTRIC VAULTS, AND
PULL BOXES, THAT LIE WITHIN THE PUBLIC
RIGHT-OF-WAY EASEMENTS OR AREAS
AFFECTED BY WORK ON THIS PROJECT
SHALL BE ADJUSTED TO GRADE BY THE
CONTRACTOR OR THE RESPECTIVE UTILITY
COMPANY FOR WHICH THE CONTRACTOR
IS RESPONSIBLE TO AFFECT
COORDINATION.

8. THE TYPES, LOCATIONS, SIZES AND/OR
DEPTHS OF EXISTING UNDERGROUND
UTILITIES AS SHOWN ON THESES
IMPROVEMENT PLANS WERE OBTAINED
FROM SOURCES OF VARYING RELIABILITY.
THE CONTRACTOR IS CAUTIONED THAT
ONLY ACTUAL EXCAVATION WILL REVEAL
THE TYPES, EXTENT, SIZES, LOCATIONS
AND DEPTHS OF SUCH UNDERGROUND
UTILITIES. A REASONABLE EFFORT HAS
BEEN MADE TO LOCATE AND DELINEATE
ALL KNOWN UNDERGROUND UTILITIES.
HOWEVER, THE ENGINEER CAN NOT
ASSUME RESPONSIBILITY FOR THE
COMPLETENESS OR ACCURACY OF THEIR
DELINEATION OF SUCH UNDERGROUND
UTILITIES WHICH MAY BE ENCOUNTERED,
BUT ARE NOT SHOWN ON THESE
DRAWINGS.

9. CONTRACTOR SHALL UNCOVER AND
EXPOSE ALL EXISTING UTILITY AND SEWER
LINES WHERE THEY ARE TO BE CROSSED,
ABOVE OR BELOW, BY THE NEW FACILITY
BEING CONSTRUCTED IN ORDER TO
VERIFY THE GRADE AND TO ASSURE THAT
THERE IS SUFFICIENT CLEARANCE. PIPE
SHALL NOT BE STRUNG NOR TRENCHING
COMMENCED UNTIL ALL CROSSINGS HAVE
BEEN VERIFIED FOR CLEARANCE. IF THE
CONTRACTOR FAILS TO FOLLOW THIS
PROCEDURE, HE WILL BE SOLELY
RESPONSIBLE FOR ANY EXTRA WORK OR
MATERIAL REQUIRED IF MODIFICATIONS
TO THE DESIGN ARE NECESSARY.

10. THE CONTRACTOR SHALL SET HIS STRING
OR WIRE THROUGH AT LEAST THREE
GRADE STAKES TO VERIFY GRADE. IF THE
STAKES DO NOT PRODUCE A UNIFORM
GRADE, NOTIFY THE ENGINEER
IMMEDIATELY AND HAVE THE GRADES
CHECKED PRIOR THE TRENCHING OR
PLACEMENT OF CONCRETE.

11. ADJUSTMENTS TO BUILDING PAD
ELEVATIONS OR PARKING LOT GRADES TO
ACHIEVE EARTHWORK BALANCE SHALL BE
MADE ONLY WITH APPROVAL OF THE
ENGINEER.

12. ALL WORK, ON-SITE AND IN THE PUBLIC
RIGHT-OF-WAY, SHALL CONFORM TO THE
CITY OF SAN JOSE STANDARDS AND
REQUIREMENTS.

13. FIRE APPARATUS ACCESS ROAD SHALL BE
ALL WEATHER SURFACE & DESIGNED AND
MAINTAINED TO SUPPORT A LOAD OF AT
LEAST 75,000 POUNDS.

GRADING NOTES

OVERLAND RELEASE

4" PERFORATED PIPE AND CLEANOUT

GABION BOX STORM DRAIN DIFFUSER
SEE DETAIL 4 SHEET C4.1

Figure 1. Permanent and Tepmoary Fence Alignment
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