City of San Jose Entitlement Stormwater Plan Preparation Checklist

Type of Info Plan, Notes, Tables, Details and Calculation Requirements Zoning Dev:::slrirtlent C:,r::ln:r:tg
Design/Calcs Conceptual drainage and treatment areas X
Design/Calcs Drainage Management Area (DMA) sizing calculations (based on general tributary)1 X
Design/Calcs Area Data Table X X X
Information/Notes Treatment Control Measure Summary Table X X X
Information/Notes Hydromodification notes (if applicable)? X X X
Information/Notes Special Project Worksheet, Affordable Housing Credit Calculator, and Narrative® X X
Information/Notes Site Conditions Table X X X
Information/Notes Standard San Jose treatment details X X X
Information/Notes Media filtration manufacturer's cross section (if applicable) X X X
Information/Notes Source Control Measures notes X X X
Information/Notes Site Design Measures notes X X X
Information/Notes Alternative compliance project data table (if applicable) X X X
Design/Calcs Drainage management and treatment areas based on Design Development Plan (DDP)4 X X
Design/Calcs DMA sizing calculations (based on assumed tributary on DDP) X X
Design/Calcs Hydromodification design (if applicable) X X
Design/Calcs Identification of critical storm drain locations, rims, and inverts® X X
Design/Calcs Locations of curb cuts and bubblers X X
Design/Calcs Preliminary Building downspout locations X
Design/Calcs Top of overflow grate X X
Information/Notes Landscape Plans labeling treatment areas and showing appropriate biotreatment planting X X
Information/Notes Biotreatment Soil Requirements X X
Information/Notes Bioretention and Flow Through Planter notes X X
Information/Notes Standard Stormwater Control notes X X
Maintenance Routine maintenance activities and notes for treatment control meaures X X
Maintenance Operation and Maintenance Information Table X X
Design/Calcs Inverts of subdrains X
Design/Calcs Clean-out inverts X
Design/Calcs Top of clean-out elevations X
Design/Calcs Manhole rim and inverts at every location X
Design/Calcs Final drainage management and treatment areas X
Design/Calcs Final building downspout locations X
Design/Calcs Pervious paver subdrain Invert X
Design/Calcs Final sump, pump, and/or force main design X
Design/Calcs Structural details and calculations of cutoff walls or bio-mod boxes X
Design/Calcs Structural details and calculations for deepened curbs X
Information/Notes Pervious paver manufacturer X
Information/Notes Name of product and manufacturer for bubble-ups and grates X
Footnotes:

1. If site plan is provided.

2. If a HM report is not provided at zoning, then a note is required stating the project's responsibility to ensure adequate space will be reserved for the required HM facilities.
3. Special Project Narrative is subject to review and approval for non-LID treatment. If not approved, then project must use LID treatment measures.
4. At Grading stage, shall be based on final architectural/site design.

5. Critical storm rims and inverts shall be provided at farthest downstream point of each segment, middle of segment, and farthest upstream of each segment.

General Notes:

1. Simplified Treatment Control Measure Summary Table can be submitted at zoning level (i.e. sizing using 4% Rule).

2. C.3 treatment facility sizing worksheet(s) will be required at Planning permit submittal.
3. Submittals will only be reviewed for required level of detail as noted above. The applicant/consultant shall inform staff if additional review of details and calculations is

requested.
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