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SHEET NOTES:
RESIDENTIAL TRASH TERMINATION ROOM

1. TRASH COLLECTION ROOM IS PART OF 2HR FIRE-RATED TRASH CHUTE SHAFT - RESTRICTED ACCESS.

2. FLOOR SHALL BE FINISHED WITH WATERPROOF DECK COATING. FLOOR TO HAVE MINIMAL SLOPE (1° MAX) AND FLOOR DRAIN.
FLOOR LEVEL UNDER COMPACTOR.

3. WALLS SHALL BE FINISHED WITH WASHABLE WATERPROOF SURFACE SUCH AS FRP OR HIGH-GLOSS ENAMEL PAINT, 8-0" AFF.

4. INSTALL WALL PROTECTION: 12'Hx6"W CONCRETE CURB AT BASE OF ALL NON-CONCRETE WALLS. DO NOT INSTALL THE CURB
AROUND THE COMPACTORS/BISORTER OR POWER PACKS.

5. 6-0"ROLL UP DOOR AND 3FT EXIT DOOR.

6. ROOM SHALL BE MECHANICALLY VENTILATED WITH (1) CFM/FT PER 2016 CBC.

7. (2)30"@ GRAVITY CHUTE FOR WASTE & RECYCLING. PROVIDE 1CY FL LOOSE CONTAINERS FOR WASTE & RECYCLING. CHUTES
SHALL TERMINATE AT 5-9" AFF.

8. MCP: CHUTE MASTER CONTROL PANEL SHALL BE WALL-MOUNTED 60" AFF. MUST ALLOW LOCK DOWN OF CHUTE INTAKES FOR
EXCHANGING CONTAINERS AND WASHING CHUTES. REQUIRES 120V 15A DEDICATED SERVICE.

9. AC:2HP CHUTE AIR COMPRESSOR SHALL BE WALL-MOUNTED. REQUIRES 120V 15A SERVICE OUTLET.

10.  OC: ODOR CONTROL UNIT SHALL BE WALL-MOUNTED 60" AFF. REQUIRES 120V 15A SERVICE OUTLET.

11. HB:HOT AND COLD HOSE BIB SHALL BE WALL-MOUNTED 60" AFF.

12, WASTE CADDY FOR MOVING CONTAINERS. 10,000LBS CAPACITY, 3MPH MAX SPEED. BATTERY POWERED, REQUIRES 120V 15A
SERVICE OUTLET.

13. CHUTE DISCHARGE DOOR: TYPE-A, HORIZONTALLY INSULATED SLIDING-STEEL DOOR, HELD OPEN BY 165° F FUSIBLE LINK.

14. (1) UNDEDICATED 120V 15A SERVICE OUTLET REQUIRED FOR STAFF MAINTENANCE PURPOSE.

CHUTE INTAKE VESTIBULES:

15, CHUTE INTAKE VESTIBULES SHALL BE 1HR FIRE-RATED WITH 1HR FIRE-RATED DOOR; 50" MIN REQUIRED PER ADA STANDARDS
- RESIDENTIAL ACCESS. PROVIDE (2) SELF CLOSING, 15x18 BOTTOM HINGED, ELECTRICALLY INTERLOCKED, AUTOMATIC
OPENING INTAKE DOORS TO DISPOSE TRASH AND RECYCLING INTO COMPACTORS PER CBC 713.13.1. POWER TO INTAKE
DOORS SUPPLIED BY MCP. SEE DETAIL 1T2.0.

16.  CHUTE SHAFT SHALL NOT BE ERECTED UNTIL CHUTE HAS BEEN INSTALLED. FOR SOUND PROOFING PURPOSES, DOUBLE
STUD-WALLS ARE REQUIRED ADJACENT TO OCCUPIED SPACES. INTERIOR OF SHAFT SHALL BE TAPED TO PREVENT ODOROUS
AIR LEAKING INTO OCCUPIED SPACES.

17. PROVIDE ROUND FLOOR OPENINGS AT CONCRETE FLOORS AND SQUARED FLOOR OPENINGS AT WOOD-FRAME

CONSTRUCTION. INSTALL FLOOR SUPPORT FRAME AT EACH FLOOR PENETRATION TO SECURE CHUTE. SEE DETAIL 9/T2.0 FOR
ANCHORING AND MASON BRA-RED SOUND ISOLATION PAD ASSEMBLY. POUR RINGS WILL VARY BASED ON THICKNESS OF
FLOOR SLAB AND SHALL BE PROVIDED BY MANUFACTURER.

GENERAL NOTES:

1. ANY DESIGNS OR DESIGN SOLUTIONS PRESENTED IN THIS DRAWING OR SPECIFICATION, WHICH ARE DIRECT OR IMPLIED,
INCLUDING NARRATIVES, DRAWINGS, OR DIAGRAMS, ARE HEREBY CLARIFIED AS EXAMPLES AND SHALL NOT BE CONSIDERED
COMPLETE DESIGNS OR DESIGNS SUITABLE FOR CONSTRUCTION.

2. OMISSIONS FROM DRAWINGS OR SPECIFICATIONS, OR THE INACCURATE DESCRIPTION OF DETAILS OF WORK, WHICH ARE
MANIFESTLY NECESSARY TO CARRY OUT THE INTENT OF THE DRAWINGS AND SPECIFICATIONS, OR WHICH ARE CUSTOMARILY
PERFORMED, SHALL NOT RELIEVE THE CONTRACTOR FROM PERFORMING SUCH OMITTED OR INACCURATELY DESCRIBED
DETAILS OF THE WORK. WORK SHALL BE PERFORMED AS IF FULLY AND CORRECTLY SET FORTH AND DESCRIBED IN THE
DRAWINGS AND SPECIFICATIONS.

3. CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO START OF CONSTRUCTION. THE ARCHITECT
SHALL BE NOTIFIED IMMEDIATELY OF ALL EXISTING FIELD CONDITIONS AND ANY DISCREPANCIES OR INCONSISTENCIES.

PROJECTED TOWER C RESIDENTIAL TRASH COLLECTION SCHEDULE / WK
SERVICE M T W T F S SU
WASTE (2CY COMPACT) 1 1 1

RECYCLE (2CY COMPACT) | 1 1 1

COMPOST (64G LOOSE) 3 4

TOTAL 1 4 1 5 1 1
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NOTES:

1. INTAKE DOOR AND TRIM SHALL BE REMOVED FOR DOOR MAINTENANCE.

2. BOTTOM HINGED DOORS ARE SELF-CLOSING, NOISELESS, AND

SELF-LATCHING. UL CLASSIFIED 90 MINUTE FIRE-RATED DOOR AND

FRAME ASSEMBLY AND A TEMPERATURE RISE OF 250° F MAX IN 30

MINUTES,

MAX OPENING FOR INTAKE DOOR IS 147 FROM FACE OF FINISHED WALL.

20139 CBC - 11B-404.35 HEIGHT: CONTROLS AND OPERATING MECHANISMS

SHALL BE LOCATED NO HIGHER THAN 48 INCHES, AND NO LOWER THAN

15 INCHES ABOVE THE FINISHED FLOOR MEASURED TO THE CENTER OF

THE GRIP.

S, 2019 CBC - 11B-309.4 OPERATION: CONTROLS AND OPERATING
MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE
FORCE REQUIRED TO ACTIVATE CONTROLS AND OPERATING MECHANISMS
SHALL BE NO GREATER THAN S5 POUNDS,

Hw

g

18x18 AIR ASSIST ACCESS DOOR IS
LARGEST DOOR THAT ATM WILL
DESIGN FOR CHUTE INTAKE.

ATM WILL NEVER DESIGN A 24X24
INTAKE DOOR AS THESE DOOR SIZES
HAVE LED TO FATALITIES.
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|wALL ASSEMBLY AS SCHEDULED{

|WALL PANELS AS SCHEDULEDY]

|EPD><Y J0 LAP OVER CURB ANB'I

|CONC. CURB AS SCHEDULED{

IDDWEL, TYP. S‘S‘D‘i
|J*MDLDI

[FURRING AS REQUIRE D}

EPOXY COVE BASE AND EPOXY

CONC. SLAB, S.S.D
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00
POWER PACK LEG 12
__g AWF
ZINC PLATED OVERSIZED STEEL — 1
WASHER

MASON TYPE HG-25
NEOPRENE BUSHING
MASON 3/4” THICK NEDPRENE

SUPER ‘W’ WAFFLE PAD, 2* x 2 .
CAPACITY PER PAD 230 LB

OR WEDGE ANCHOR

HILTI 1/4* x 3* ANCHOR BOLT

s

0562 “ HOL
CENTERED (@ | Ui -
in 7H;1.25"

[POWER PACK ANCHORING |

PROTECTIVE STEEL BUSHING —N—
ALLSTAR ALL18568 -10 REDUCER

C6 x 13# CHANNEL
COMPACTOR LEG

RMW 30 E Santa Clara St.
Architecture Suite 200
Interiors San Jose

California 95113

Office Fax
408 294-8000 415 294-1747
rmw.com

¥ - ¥ x 125 LONG

6’ x 4

MASON 3/4“ NEOPRENE
SUPER ‘W’ WAFFLE PAD,
.

ZINC PLATED OVERSIZED STEEL
WASHER 0,688’ x 2.25

6°x 4'x ¥ LEG|

BASE PLATE ©

C6 x 13# CHANNEDY
COMPACTOR LEG

W/ 1062 * HOLE

Aﬁ

'

MASON 3/4° THICK NEDPRENE

MASON TYPE HG-75 .
INEOPRENE BUSHING 6'x 4'x §* LEQ =
BASE PLATE

W/ 1062 “ HOLE

SUPER ‘W’ WAFFLE PAD, 6’ x 4’ .,

CAPACITY PER LEG: 1400 LB fm:f‘
" @

HILTI § x 5/ ANCHOR BOLT

OR WEDGE ANCHOR TFI

[COMPACTOR ANCHORING |

1=
AMERICAN

TRASH MANAGEMENT

AMERICAN TRASH MANAGEMENT
1900 POWELL STREET, SUITE 890
EMERYVILLE, CALIFORNIA 94608
P: 415.292.5400

F: 415.292.5410
SBROWN@TRASHMANAGE.COM

SCALE: %" =
1'-0"

[COMPACTOR & POWER PACK ANCHORING DETAILS]
B

SCALE: %" =
1'-0"

NOTES:

1. CHUTE SHAFT SHALL NOT BE ERECTED UNTIL CHUTE HAS BEEN INSTALLED.
FOR SOUND PROOFING PURPOSES, DOUBLE STUD-WALLS ARE REQUIRED
ADJACENT TO OCCUPIED SPACES., INTERIOR OF SHAFT SHALL BE TAPED TO
PREVENT ODOROUS AIR LEAKING INTO OCCUPIED SPACES (BY OTHERS).

2. INTAKE DOOR NOT SHOWN FOR CLARITY.

2HR FIRE-RATED WALL
PER SCHEDULE (S.AD»

TAPE INTERIOR OF CHUTE SHAFT

F.0. WALL

- % 25" FROM

2HR FIRE-RATED WALL
PER SCHEDULE (S.AD»

TO PREVENT ODOROUS AIR LEAKS
(BY OTHERS)

V-DAMP 3680 OR EQUI
THICKNESS OF METAL

COAT CHUTE W/ SOUNDCOAT DAUBERT

VALENT ; MATCH

CONC SLAB WHERE
OCCURS (S.S.D)
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A36 FLOOR SUPPORT |
FRAME, SEE PLAN \
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ANCHOR BOLTS W/ NEOPRENE GROMMETS.
PROVIDE MASON BRA-RED SOUND
ISOLATION PADS BELOW FRAME

DISCHARGE LEVEL

| VAR\Ei
SEE PLAN

e

WILKINSON TYPE-A, B-LABEL CONSTRUCTION 90
MINUTE FIRE-RATED, NARROW GUILLOTINE FIRE
DOOR W/ 165° F, FUSIBLE LINK, SHOWN IN

CLOSED POSITION

|CHUTE ATR AND SOUND ISOLATION]

SCALE: %" =
T-gr

NOTES:

1.

2.

PROVIDE HIGH PRESSURE CHUTE WASHDOWN NOZZLE,
FILL SANITATION TANK WITH CONCENTRATED DISINFECTING SOLUTION, THE SYPHON HOSE SHOULD

REACH THE BOTTOM OF THE SOLUTION CONTAINER, TO FLUSH WITH CLEAR WATER, TURN HANDLE TO

THE ON POSITION, FACTORY SETTING OF THE PROPORTIONING VALVE IS FOR S0-GALLONS PER
GALLON OF DISINFECTING SOLUTION.

NOTE THAT THE ACCESS DOOR AND D & S UNIT ARE SHOWN OUTSIDE OF CHUTE SHAFT FOR CLARITY.
ALL WASHDOWN EQUIPMENT WILL BE INSTALLED WITHIN CHUTE SHAFT, ABOVE THE HIGHEST INTAKE,

(1> D & S UNIT PER CHUTE
2019 CBC - 11B-404.3.5 HEIGHT: CONTROLS AND OPERATING MECHANISMS SHALL BE LOCATED NO

HIGHER THAN 44 INCHES AND NO LOWER THAN 34 INCHES ABOVE THE FINISHED FLOOR MEASURED TO

THE CENTER OF THE GRIP.

20139 CBC - 11B-309.4 OPERATION: CONTROLS AND OPERATING MECHANISMS SHALL BE OPERABLE WITH

ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE

FORCE REQUIRED TO ACTIVATE CONTROLS AND OPERATING MECHANISMS SHALL BE NO GREATER THAN

S POUNDS,
SUPPLIED BY CHUTE VENDOR — INSTALLED BY PLUMBER.

PLUMBING SCHEMATIC LEGEND:

%" DOMESTIC HOT WATER INLET WITH VACUUM BREAKER.
QUARTER-TURN GATE VALVE (SHUT-OFF AND BYPASS), @) TOTAL.
PLUMBING DESIGN, MATERIALS, AND INSTALLATION BY OTHERS.
24-VvDC SOLENOID VALVE (OPTIONAL). NOT NEEDED FOR MANUAL
OPERATION,

D & S UNIT: 1-GALLON CONTAINER, MOUNTING BRACKET, AND
PROPORTIONAL VALVE AT REMOTE LOCATIDN

FLUSHING SPRAY HEAD BELOW CHUTE VENT,

FIRE SPRINKLER HEAD AT HIGHEST INTAKE, LOWEST INTAKE, AND

Hwns

o

~No

— CONNECTION BY OTHERS,
8. SIDE-HINGED, UL RATED 90 MINUTE B-LABEL ACCESS DOOR
9. SATIN CHROME PULL-HANDLE.

EVERY OTHER FLOOR BETWEEN, TO BE STARTED FROM HIGHEST INTAKE

2
7‘\/L7
FLUSHING SPRAY |
HEAD BELOW |
CHUTE VENT |
AND ABOVE TOP
CHUTE INTAKE \ //_’4‘
DOCR [o —
~Ic
N
1
/N
2HR FIRE-RATED WALL 7/ //H\\\\\\\
PER SCHEDULE (S.AD) oA Iy \
-

CONC SLAB OR

L, 25" FROM F.0,~ "
INTAKE WL |
-

e

j *WHEN CALCULATING
NUMBER 0OF FIRE

I SPRINKLER HEADS

| FOR EVERY OTHER

| FLOOR ALWAYS

| START WITH

| HIGHEST LEVEL

I

D & S UNIT (NTS) ®FIRE
NSTALLED BEHIND F.O. WALL SPRINKLER

HEAD AT
HIGHEST

CLIENT:

URBANCOmMmMuUnNity

LEVEL OF
j BUILDING _EE\/EL 5|

=

J FIRE
SPRINKLER

7q»
¢

15x15 ACCESS DOOR (NTS) INSTALLED BY HEAD AT
CONTRACTOR PRIOR TO ERECTING WALL

EVERY OTHER

EVEL 4 |

FLOOR [TEVEL 3]

CHUTE INTAKE DOO

NOTES 4 & S FOR
REQUIREMENTS

FROM F.O WALL, SEE DETAIL 2/- &

R: 147 MAX OPENING

HEIGHT

FIRE

2HR FIRE-RATED WALL
PER SCHEDULE (S.ADD

SPRINKLER
HEAD AT
LOWEST

waO0D WHERE
OCCURS (S.S.D» —l
|

|
|
|
|
|
|
I
|
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|
|
|
|
A36 FLOOR SUPPORT |
FRAME, SEE PLAN I
|
|
|
|
|
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FIRE SPRINKLER DETAILS AND CHUTE SANITATION UNIT

PROJECT NAME & ADDRESS:

420 S. 2ND ST

SAN JOSE, CA 95113

FILE NO. SP21-019

[EveL 2]

LEVEL OF pm

BUTEDING

EXAMPLE
BUILDING VERTICAL
SECTION VIEW

AT HIGHEST INTAKE

NOTES:
1. REFER TO MANUFACTURER SPECIFICATIONS FOR ALL OTHER INFORMATION
NOT LISTED.

ASTM A307 He—18UNCx1 CAP
SCREW W/ STANDARD WASHER &

NEOPRENE GROMMET, (1> TOTAL

ASTM A307 3"@ CAST-IN-PLACE ANCHOR BOLT
PER ASSEMBLY __|&> TOTAL PER ASSEMBLY

ARCHITECT SHALL VERIFY WITH
RECOMMENDATIONS IN ACOUSTICS REPORT

A36 FLOOR FRAME
SEE PLAN
JE

=4

BRIDGE-BEARING
QUALITY NEOPRENE

[DUCTILE IRON HOUSING

]

TV TTTTH TR T
VLIV LTIV

PROVIDE MASON BRA-RED SOUND|
ISOLATION PADS BELOW FRAMEI

CONC SLAB WHERE
OCCURS (S.S.D»

[N

A

[

<

24" IMIN EMBED -#— %" THICK, TYP

i

3" MIN FROM EDGE

K OF SLAB TO

-

PENETRATION

CONNECTION

TYPE T FLOOR

FLOOR SUPPORT FRAME ANCHUORING

NOTES:

1.ALL HARDWARE PLATED
2REFER TO MANUFACTURERS SPECIFICATIONS FOR
ALL OTHER INFORMATION NOT INCLUDED

A307 S/16° XXX CAP SCREW W/STANDARD

ASTM
WASHER & NEDPRENE GROMMET , () TOTAL PER
ASSEMBLY. TYP AT TYPE I & TYPE III CONSTRUCTION

BRIDGE-BEARING
QUALITY
NEDPRENE

TYPE 1 CONNECTION
l DIA. HOLES FOR ASTM A307 § DIA.

INSTALLED ANCHOR BOLTS, (& TOTAL PER
.Y, ARCHIT!

TYPE_IIL_CONNECTION |
¥ DIA HOLES FOR SIMPSON S PAX
#6 x § R200
ZINC SCREV <4 TOTAL

ASSEMBLY, ARCHITECT SHALL
VERIFY WITH RECOMMENDATIONS IN
ACOUSTICS
REPORT(ICC-ES-ESR-2236)

PROVIDE MASON BRA-RED SOUND ISOLATION
PADS BELOW PLATE. SEE MFG.SPECS. TYP AT
TYPE | AND TYPE lll CONSTRUCTION

MASON BRA-RED MOUNT

SECTION VIEWS

SCALE: 6" =
1

—0”

1/26/2022 3:41:12 PM

2HR FIRE-RATED WALL
PER SCHEDULE (S.AD»

TAPE INTERIOR OF CHUTE
SHAFT TO PREVENT ODOROUS
AIR LEAKS (BY OTHERS)

A36 FLOOR SUPPORT
FRAME, SEE PLAN
CONC SLAB WHERE

OCCURS ¢S.S.D>

— L 25" FROM
K F.O. WALL

PER SCHEDU
NO CONTACT

|

2HR FIRE-RATED WALL

FRAMING & CHUTE. SEAL GAP W/
FLEXIBLE ACDOUSTIC RATED FIRE
_ CAULKING AT PENETRATION THROUGH

LE (SADD
BTWN GYP BOARD,

WALL & SHAFT, ALL AROUND
74» ‘
S

OPENING FROM F.O WALL

INTAKE DOOR: 14” MAX

|TYP RESIDENTIAL LEVEL|

// SEE DETAIL 1/-
/
FIRE-RATED ACOUSTIC
FLEXIBLE SEALANT
T W‘ |
‘<7
J 1
—\
VAN

ICHUTE SHAFT AT INTAKE]

SCALE: %" =
1'-0"

NOTES:

1. ATTACHMENT OF ALL BLOCKING, CURBS, AND OTHER ROOF COMPONENTS

SHALL BE DESIGNED AND INSTALLED TO MEET THE MINIMUM REQUIREMENTS

OF MANUFACTURER.

2. SEE ARCHITECTURAL AND/OR STRUCTURAL DRAWINGS FOR ALL WORK BY

OTHERS.

<~ |ROOF LEVEL
L/

VENT CAP W/ CURB
FLASHING BY OTHERS
(S.ADD

CHUTE VENT

¢

CONC CURB BY
OTHERS (S.AD)

[ ——

OV

30" MIN —~

(S.8.D>

CONC SLAB & ROOF
ASSEMBLY BY OTHERS

AT ROOF LEVEL

SCALE: %" =
17—o*

NOTES:

1. SEE DETAIL 1/- FOR CHUTE INTAKE DOOR INFORMATION.

2. SEE DETAIL 9/- FOR ADDITIONAL FLOOR SUPPORT FRAME ANCHORING
INFORMATION,

3. ANCHOR FLOOR SUPPORT FRAME AT ONE END AS SHOWN. OTHER SIDE OF
FRAME TO REST ON TOP OF FLOOR AT INTAKE WALL. SEE PLAN FOR
LAYOUT OF CHUTE SHAFT,

210" ‘

%'¢ HOLES FOR %9
ANCHOR BOLTS &
TOTAL PER ASSEMBLY

1" x 1" x § ANGLE
STIFFENERS TACK WELDED
T0 INSIDE POUR RI

PLAN VIEWS

STIFFENERS REMOVED
PRIOR TO CHUTE  —
INSTALLATION

A36 L1 <1k xVx
SQ FLOOR
SUPPORT FRAME
TYP

T2g GALV.
SHEET METAL

RN N *SOUND CONSULTANT
N B TO VERIFY DETAILS
AND UPDATE AS
****** NECESSARY*

7 EDGE OF 347¢ FLOOR
OPENING: TYPE I
/ FLOOR

/
/ﬂ/—|EDGE OF 30°@ CHUTL]

1"=10"(MIN/SHOWN)

USG SHAFT WALL FRAMING
SYSTEM., E STUD-212ES-23¢

’\

2-1(ve) T

So-

=<2 -

sz 2 LAYERS OF %’
N=F- SHEET ROCK

RECOMMENDED FOR

TYP AT EACH SIDE OF WALL,
By OTLERS y 2HR RATED WALL,
ACOUSTICAL INSULATION, 394" WALL THICKNESS OR EQUIVALENT,
REFER TO ACOUSTICAL REPORT / OUTLINE
INSULATION PER i
SPECIFICATIONS AT SETEEN
CONDITIONED AREAS(BY OTHER) VOUNT AND
HAFT
L / WAL (TYP) 7 CONDUIT FOR AIR
I , COMPRESSIOR
J-RUNNER / J-STRUT 212JR-23 , / N %
USG SHAFT WALL FRAMING SYSTEM-| 7 | -

SHEET NOTES: 30@ CHUTE DETAILS

1. CHUTE MATERIAL: GALVANIZED OR GALVANEAL 16G STEEL

2 ALL WALL ASSEMBLIES ENCASING THE CHUTE SHAFT SHALL BE 2HR FIRE-RATED.

3. SEE ARCHITECTURAL AND/OR STRUCTURAL DRAWINGS TO VERIFY ALL INFORMATION NOT RELATED TO ATM'S SCOPE OF WORK
PER AGREEMENT.

4. POUR RINGS WILL VARY BASED ON THICKNESS OF FLOOR SLAB AND SHALL BE PROVIDED BY MANUFACTURER.

GENERAL NOTES:

1 ANY DESIGNS OR SOLUTIONS SHOWN IN DRAVING, EITHER DIRECT OR IMPLIED, ARE HEREBY CLARIFIED AS EXAMPLES AND
SHALL NOT BE CONSIDERED COMPLETE DESIGNS FOR CONSTRUCTION. THESE DRAWINGS ARE INTENDED TO SUPPLEMENT THE
SUBMITTAL PACKAGE FROM ARCHITECT.

TO PERFORM THE SCOPE OF WORK, SHALL NOT RELIEVE THE CONTRACTOR FROM COMPLETION OF WORK. ALL WORK SHALL BE
PERFORMED TO SATISFY THE MINIMUM REQUIREMENTS OF THE CURRENT APPLICABLE BUILDING CODES.

3. CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO START OF CONSTRUCTION. THE ARCHITECT
SHALL BE PROMPTLY NOTIFIED OF ANY INCONSISTENCIES AND/OR DISCREPANCIES.
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ISSUE DATE:
REVISIONS :
DESCRIPTION DATE
ISSUE FOR SITE DEVELOPMENT PERMIT 05.28.21
ISSUE FOR SUP PLAN CHECK RESUBMITTAL #1 08.30.21
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)
SITE2
SITE1
C
N

SCALE: AS INDICATED

2. ANY PARTIAL INFORMATION, OMISSIONS, DR INACCURATE DESCRIPTIONS OF WORK SHOWN IN DRAWINGS, WHICH ARE NECESSARY

FLOOR SUPPORT FRAME ANCHORING

|
I’;
(CHANNEL AT TOP AND BDTTDD%XEBRY) N 55? = —FETNRIEE BSEP
“n‘g i N (TBD BY FIRE SPRINKLER
: I 4 AN DESIGNER)
,m“ =) N
N — WATER LINE FOR
-\ o WASHDOWN RISER IF
17 THICK GYPSUM LINER 4 L NOT PROVIDED ABOVE
PANEL ~ ] S _ HIGHEST INTAKE (TBD B
(UL TYPE SLX® (BY . @ Z  PLUMBING
OTHERY 15 2 v
- — o =
- = —
CH METAL STUD (2-1/2% eggg — @ =
USG SHAFT WALL FRAMING | E=
SYSTEM
(24" O.C TYP> (BY OTHERD | 140 HOLES (5
2o (TYP>
I
P gl a5 W
i 7 2 3
[aN] gr"i;’ = = =
YA = X
A - § 5
= \(( M N~
MASON BRA-RED N "
MOUNT (4
REQUIRED> (TYP> = J
~ [N—1/2" EMT TO
— WASHDOWN
(@ LAYERS %’ TYPE “X GWB’ OR S=1" MIN SHAFT L SOLENOID ABOVE
%‘ IRE RATED MOLD AND WIDTH ﬂ/ HIGHEST INTAKE,
MOISTURE RESISTANT GYP BD. @ wn = (OPTIONALD
BATHS & KITCHENS AND %’ —F== -
DENARMOR @ TUB LOCATIONS gﬂigg PoEMT FOR LOW
(BY DTHERS =_a VOLTAGE POWER
=S
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