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Executive Summary  

This report presents the results of a Transportation Analysis (TA) for the proposed residential 
development located at 1050 St. Elizabeth Drive in San Jose, California. The project site is located 
along the east side of St. Elizabeth Drive, approximately 500 feet south of McKinley Avenue.  
 
The project, as proposed, would replace the existing vacated 28,223 square foot (sf) senior housing 
facility on-site with a seven-story apartment building with 206 multi-family residential units. The project 
proposes a total of 311 parking spaces in a three-level parking garage with one underground level and 
two above grade levels. The proposed project site will be accessed by a full access driveway and an 
exit-only driveway along St. Elizabeth Drive.  

Transportation Anal ysis Scope  

The transportation analysis of the project was evaluated following the standards and methodologies set 
�I�R�U�W�K���L�Q���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���7�U�D�Q�V�S�R�U�W�D�W�L�R�Q���$�Q�D�O�\�V�L�V���3�R�O�L�F�\�����&�R�X�Q�F�L�O���3�R�O�L�F�\����-1), the City of San 
�-�R�V�H�¶�V��Transportation Analysis Handbook 2020, the Santa Clara Valley Transportation Authority (VTA) 
�&�R�Q�J�H�V�W�L�R�Q���0�D�Q�D�J�H�P�H�Q�W���3�U�R�J�U�D�P�¶�V��Transportation Impact Guidelines (October 2014), and by the 
California Environmental Quality Act (CEQA). Per the requirements of �W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V��
Transportation Policy and Transportation Analysis Handbook 2020, the TA report for the project 
consists of a CEQA vehicle-miles-traveled (VMT) analysis and a supplemental Local Transportation 
Analysis (LTA).  

CEQA Transportation Analysis Scope  

The CEQA transportation analysis for the project consists of a project-level VMT impact analysis using 
�W�K�H���&�L�W�\�¶�V���9�0�7���W�R�R�O���D�Q�G���D���F�X�P�X�O�D�W�L�Y�H���L�P�S�D�F�W���D�Q�D�O�\�V�L�V���W�K�D�W���G�H�P�R�Q�V�W�U�D�W�H�V���W�K�H���S�U�R�M�H�F�W�¶�V���F�R�Q�V�L�V�W�H�Q�F�\���Z�L�W�K��
the Envision San Jose 2040 General Plan. 

Local  Transportation Analysis Scope  

The LTA includes the evaluation of weekday AM and PM peak hour operations at a limited number of 
intersections for the purpose of identifying operational issues (queuing, signal operations, and potential 
multi-modal issues) at intersections in the general vicinity of the project site. However, the 
determination of project impacts per CEQA requirements is based solely on the VMT analysis. 
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CEQA VMT Analysis  

Project -Level VMT Impact Analysis  

�7�K�H���U�H�V�X�O�W�V���R�I���W�K�H���9�0�7���H�Y�D�O�X�D�W�L�R�Q�����X�V�L�Q�J���W�K�H���&�L�W�\�¶�V���9�0�7���(�Y�D�O�X�D�W�L�R�Q���7�R�R�O, indicate that the proposed 
project is projected to generate 9.89 VMT per capita. The project does not exceed the thresholds of 
significance. Therefore, the proposed project would not have an impact on the transportation system 
�E�D�V�H�G���R�Q���W�K�H���&�L�W�\�¶�V���9�0�7���L�P�Sact criteria.  

Cumulative (GP Consistency) Evaluation  

Projects must demonstrate consistency with the Envision San José 2040 General Plan to address 
�F�X�P�X�O�D�W�L�Y�H���L�P�S�D�F�W�V�����&�R�Q�V�L�V�W�H�Q�F�\���Z�L�W�K���W�K�H���&�L�W�\�¶�V���*�H�Q�H�U�D�O���3�O�D�Q���L�V���E�D�V�H�G���R�Q���W�K�H���S�U�R�M�H�F�W�¶�V���G�H�Q�V�L�W�\�����G�H�V�L�J�Q����
and conformance to the General Plan goals and policies. If a project is determined to be inconsistent 
with the General Plan, a cumulative im�S�D�F�W���D�Q�D�O�\�V�L�V���L�V���U�H�T�X�L�U�H�G���S�H�U���W�K�H���&�L�W�\�¶�V��Transportation Analysis 
Handbook. 
 
The project site is located within an Urban Residential Area. Urban Residential developments can 
develop at a density of 30-95 dwelling units/acre. Based on the total lot area of 2.22 acres, the project 
is allowed to develop up to 211 units. The project, as proposed, would construct 206 multi-family 
residential units, which is between the allowable density described in the Envision San José 2040 
General Plan. 
 
The project is consistent with the General Plan goals and policies for the following reasons: 

�x The project would develop a medium density multi-family residential building 
�x The project is located within walking distance to a Planned Urban Village (Southwest 

Expressway) and would support commercial uses within the Urban Village 
�x The project would provide bicycle storage on the ground level near the entrance to encourage 

resident use of alternative transportation modes. 
�x The proposed project would increase the intensity of residential units 

 
Therefore, based on the project description, the proposed project would be consistent with the Envision 
San José 2040 General Plan. Thus, the project would be considered as part of the cumulative solution 
�W�R���P�H�H�W���W�K�H���*�H�Q�H�U�D�O���3�O�D�Q�¶�V���O�R�Q�J-range transportation goals and would result in a less-than-significant 
cumulative impact. 

Local  Transportation Analysis  

The intersection operations analysis is intended to quantify the operations of intersections and to 
identify potential negative effects due to the addition of project traffic. However, a potential adverse 
effect on a study intersection operation is not considered a CEQA impact metric. 
 
The LTA includes the analysis of AM and PM peak-hour traffic conditions for five signalized 
intersections and one unsignalized intersection, following the standards and methodology set forth by 
the City of San Jose. 

Trip Generation  

After applying the ITE trip rates and appropriate trip reductions it is estimated that the project would 
generate 804 daily vehicle trips, with 66 trips (15 inbound and 51 outbound) occurring during the AM 
peak hour and 68 trips (42 inbound and 26 outbound) occurring during the PM peak hour.  
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Future Intersection Operatio n Conditions  

The intersection operations analysis shows that all of the study intersections are projected to operate at 
acceptable levels of service, based on the City of San Jose intersection operations standard of LOS D, 
under background conditions and background plus project conditions during both the AM and PM peak 
hours.  

Intersection Queuing Analysis   

Meridian Avenue & Fruitdale Avenue  

Under all scenarios, the Meridian Avenue & Fruitdale Avenue intersection was calculated to have 
insufficient storage for the eastbound left-turn movement during the AM peak hour. It should be noted 
that the left-turning movement has a greater demand than the eastbound through movement, which 
would likely result in left-turning vehicles blocking the through lane queue. Since the eastbound left-turn 
movement exceeds the storage capacity during the heaviest cycles under existing conditions, the City 
of San Jose should consider changing the lane geometry and switching the signal control to split 
phasing in the east-west direction.  
 
Under background conditions, the project would not lengthen maximum eastbound left-turn queue. The 
applicant should discuss with the City of San Jose whether changes to lane geometry and signal 
control are needed.  

Site Access and On -Site Circulation  

�6�L�W�H���D�F�F�H�V�V���Z�D�V���H�Y�D�O�X�D�W�H�G���W�R���G�H�W�H�U�P�L�Q�H���W�K�H���D�G�H�T�X�D�F�\���R�I���W�K�H���V�L�W�H�¶�V���D�F�F�H�V�V���S�R�L�Q�W�V���Z�L�W�K���U�H�J�D�U�G���W�R���W�K�H��
following: traffic volume, delays, vehicle queues, geometric design, and corner sight distance. On-site 
vehicular circulation was reviewed in accordance with generally accepted traffic engineering standards 
and transportation planning principles.  

Recommended Site Access and On -Site Circulation Improvements  

�x The proposed landscaping along St. Elizabeth should be maintained so that the vision of exiting 
drivers is not obstructed 

�x Red curb equal to a car length should be painted on both sides of project driveways 
�x The project applicant should discuss with city staff whether the proposed ramp is adequate, or if 

the project would be required to widen the ramp. 
�x Transition slopes should be provided if the ramp is greater than a 10% grade. 
�x Trash bins would need to be wheeled out to the trash pick-up area on trash pick-up days. 

Parking Supply  

�%�D�V�H�G���R�Q���W�K�H���&�L�W�\�¶�V���S�D�U�N�L�Q�J���U�H�T�X�L�U�H�P�H�Q�W�V�����W�K�H���S�U�R�M�H�F�W���Z�R�X�O�G���E�H���U�H�T�X�L�U�H�G���W�R���S�U�R�Y�L�Ge a total of 294 
parking spaces. The project site is within 2,000 feet of the Fruitdale Light Rail Station and the project 
�S�U�R�S�R�V�H�V���W�R���S�U�R�Y�L�G�H���E�L�F�\�F�O�H���S�D�U�N�L�Q�J���W�K�D�W���Z�L�O�O���H�[�F�H�H�G���W�K�H���&�L�W�\�¶�V���E�L�F�\�F�O�H���S�D�U�N�L�Q�J���U�H�T�X�L�U�H�P�H�Q�W�V�����7�K�H�U�H�I�R�U�H����
the vehicle parking requirement would be reduced by 20% to 235 vehicle parking spaces. The project 
�S�U�R�S�R�V�H�V���W�R���S�U�R�Y�L�G�H���D���W�R�W�D�O���R�I�����������S�D�U�N�L�Q�J���V�S�D�F�H�V�����P�H�H�W�L�Q�J���W�K�H���U�H�T�X�L�U�H�P�H�Q�W�V���R�I���W�K�H���&�L�W�\�¶�V���]�R�Q�L�Q�J���F�R�G�H�� 

Bicycle Parking  

The project proposes to provide 56 bicycle parking spaces. The site plan indicates that 52 long-term 
bicycle locker spaces are provided within a bicycle storage room on the ground level. The site plan 
indicates that 4 short-term bicycle parking spaces will be provided at the front of the building, near the 
lobby. 
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Pedestrian, Bicycle, and Transit Analysis  

Pedestrian Facilities  

Pedestrian generators in the project vicinity include commercial areas and transit along the Southwest 
Expressway and Meridian Avenue corridors. The project site is approximately ½ -mile from nearby 
Blackford Elementary School and Del Mar High School. Existing sidewalks along St. Elizabeth Drive, 
Curci Drive, and Fruitdale Avenue provide a pedestrian connection between the project site and 
pedestrian destinations in the project vicinity. 

There are missing ADA-compliant ramps along the northwest and southwest corners of the St. 
Elizabeth Drive/McKinley Avenue intersection and the southwest and northeast corners of St. Elizabeth 
Drive/Curci Drive intersection. City staff have indicated that the project will be required to reconstruct 
ADA-�F�R�P�S�O�L�D�Q�W���U�D�P�S�V���Z�L�W�K�L�Q���W�K�H���S�U�R�M�H�F�W�¶�V���V�S�K�H�U�H���� 

City staff have also indicated that the project will be required to contribute an in-lieu contribution of 
$40,000 for the future bulbouts and enhanced crosswalk along St. Elizabeth Drive near the Los Gatos 
Creek Trail. 

The project proposes to reconstruct a sidewalk along its frontage on St. Elizabeth Drive with a 10-foot-
wide sidewalk. Street trees would be planted along the project frontage between the sidewalk and 
roadway. Overall, the proposed sidewalks provide adequate space and circulation along the project 
frontages.  
 
Recommendation:  The project will be required to install new ADA curb ramps along the northwest and 
southwest corners of the St. Elizabeth Drive/McKinley Avenue intersection and the southwest and 
northeast corners of St. Elizabeth Drive/Curci Drive intersection. 

Bicycle Facilities  

The bikeways within the vicinity of the project site would remain unchanged under project conditions.  

The project site is directly served by a Class III bike route along St. Elizabeth Drive/Stokes Street. The 
San Jose Better Bike Plan 2025 has identified an upgrade to St. Elizabeth Drive/Stokes Street to a 
bicycle boulevard. The project proposes bicycle storage lockers, which may encourage bicycle 
ownership by residents. There are no bicycle sharing stations located within walking distance of the 
project site. The nearest bicycle sharing station is located near the intersection of Race 
Street/Parkmoor Avenue, approximately 1.1 mile away. 

�$�V���S�U�H�Y�L�R�X�V�O�\���G�H�V�F�U�L�E�H�G�����W�K�H���&�L�W�\�¶�V���*�H�Q�H�U�D�O���3�O�D�Q identifies a bicycle commute mode split target of 15 
percent or more by the year 2040. This calculates to approximately 10 new bicycle trips during each of 
the AM and PM peak hours. This level of bicycle mode share is a reasonable goal for the project. 

The San Jose Bike Plan 2025 indicates that a variety of bicycle facilities are planned in the study area, 
some of which would benefit the project and adhere to the goals of the Envision 2040 General Plan. Of 
the planned facilities, the following are relevant to the project. 

Class III, bicycle boulevards, are planned for: 

�x St. Elizabeth Drive/Stokes Street (existing Class III bike route) 
 

Class IV, protected bike lanes, are planned for: 

�x Southwest Expressway, south of Fruitdale Avenue (existing Class II bike lanes) 
�x Fruitdale Avenue, between Meridian Avenue and Southwest Expressway 
�x Meridian Avenue, between Park Avenue and Willow Street 
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�x Leigh Avenue, between Fruitdale Avenue and E Hamilton Avenue 

Transit Services  

The project site is primarily served by two VTA bus routes (Frequent Route 25 and Local Route 64B). 
The nearest bus stops to the project site serves both routes and are located along both sides of 
Meridian Avenue (near Cruci Drive), approximately 1,500 feet walking distance from the project site. 
Additionally, the Fruitdale Light Rail Station is located approximately ½ -mile north and west of the 
project site.  
 
The new transit trips generated by the project are not expected to create demand in excess of the 
transit service that is currently provided.  
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1.    
Introduction  

This report presents the results of a Transportation Analysis (TA) for the proposed residential 
development located at 1050 St. Elizabeth Drive (APN 284-07-018) in San Jose, California. The project 
site is located along the east side of St. Elizabeth Drive, approximately 500 feet south of McKinley 
Avenue. The project site location and the surrounding study area are shown on Figure 1.  
 
The project, as proposed, would replace the existing vacated 28,223 square foot (sf) senior housing 
facility on-site with a seven-story apartment building with 206 multi-family residential units. The project 
proposes a total of 311 parking spaces in a three-level parking garage with one underground level and 
two above grade levels. The proposed project site will be accessed by a full access driveway and an 
exit-only driveway along St. Elizabeth Drive. The project site plan is shown on Figure 2. 

Scope of Work  

The transportation analysis of the project was evaluated following the standards and methodologies set 
�I�R�U�W�K���L�Q���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���7�U�D�Q�V�S�R�U�W�D�W�L�R�Q���$�Q�D�O�\�V�L�V���3�R�O�L�F�\�����&�R�X�Q�F�L�O���3�R�O�L�F�\����-1), the City of San 
�-�R�V�H�¶�V��Transportation Analysis Handbook 2020, the Santa Clara Valley Transportation Authority (VTA) 
�&�R�Q�J�H�V�W�L�R�Q���0�D�Q�D�J�H�P�H�Q�W���3�U�R�J�U�D�P�¶�V��Transportation Impact Guidelines (October 2014), and by the 
California Environmental Quality Act (CEQA). Per the requirements of �W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V��
Transportation Policy and Transportation Analysis Handbook 2020, the TA report for the project 
consists of a CEQA vehicle-miles-traveled (VMT) analysis and a supplemental Local Transportation 
Analysis (LTA).  

Transportation Policies  

Council Policy 5 -1 
 
Historically, transportation analysis has utilized delay and congestion on the roadway system as the 
primary metric for the identification of traffic impacts and potential roadway improvements to relieve 
traffic congestion that may result due to proposed/planned growth. However, the State of California has 
recognized the limitations of measuring and mitigating only vehicle delay at intersections and in 2013 
passed Senate Bill (SB) 743, which requires jurisdictions to stop using congestion and delay metrics, 
such as Level of Service (LOS), as the measurement for CEQA transportation analysis. With the 
adoption of SB 743 legislation, public agencies are now required to base the determination of 
transportation impacts on Vehicle Miles Traveled (VMT) rather than level of service. 
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In adherence to SB 743, the City of San Jose has adopted a new Transportation Analysis Policy, 
Council Policy 5-1. The policy replaces its predecessor (Policy 5-3) and establishes the thresholds for 
transportation impacts under the CEQA based on vehicle miles traveled (VMT) instead of levels of 
service (LOS). The intent of this change is to shift the focus of transportation analysis under CEQA from 
vehicle delay and roadway auto capacity to a reduction in vehicle emissions, and the creation of robust 
multimodal networks that support integrated land uses. All new development projects are required to 
analyze transportation impacts using the VMT metric and conform to Council Policy 5-1. 
 
General Plan Goals & Policies  
 
The Circulation Element of the Envision San José 2040 General Plan includes a set of balanced, long-
range, multi-modal transportation goals and policies that provide for a transportation network that is 
safe, efficient and sustainable (minimizes environmental, financial, and neighborhood impacts). These 
transportation goals and policies are intended to improve multi-modal accessibility to all land uses and 
create a city where people are less reliant on driving to meet their daily needs. The Envision San Jose 
2040 General Plan contains the following policies to encourage the use of non-automobile 
transportation modes to minimize vehicle trip generation and reduce VMT: 

�x Consider impacts on overall mobility and all travel modes when evaluating transportation 
impacts of new developments or infrastructure projects (TR-1.2); 

�x Through the entitlement process for new development, projects shall be required to fund or 
construct needed transportation improvements for all transportation modes, giving first 
consideration to improvement of biking, walking and transit facilities and services that 
encourage reduced vehicle travel demand (TR-1.4); 

�x Require new development where feasible to provide on-site facilities such as bicycle storage 
and showers, provide connections to existing and planned facilities, dedicate land to expand 
existing facilities or provide new facilities such as sidewalks and/or bicycle lanes/paths, or share 
in the cost of improvements (TR-2.8); 

�x As part of the development review process, require that new development along existing and 
planned transit facilities consist of land use and development types and intensities that 
contribute towards transit ridership. In addition, require that new development is designed to 
accommodate and to provide direct access to transit facilities (TR-3.3); 

�x Discourage, as part of the entitlement process, the provision of parking spaces significantly 
above the number of spaces required by code for a given use (TR-8.4); 

�x Allow reduced parking requirements for mixed-use developments and for developments 
providing shared parking or a comprehensive transportation demand management (TDM) 
program, or developments located near major transit hubs or within Villages and Corridors and 
other growth areas (TR-8.6); 

�x Encourage private property owners to share their underutilized parking supplies with the general 
public and/or other adjacent private developments (TR-8.7); 

�x Within new development, create and maintain a pedestrian-friendly environment by connecting 
the internal components with safe, convenient, accessible, and pleasant pedestrian facilities and 
by requiring pedestrian connections between building entrances, other site features, and 
adjacent public streets (CD-3.3); 

�x Create a pedestrian-friendly environment by connecting new residential development with safe, 
convenient, accessible, and pleasant pedestrian facilities. Provide such connections between 
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new development, its adjoining neighborhood, transit access points, schools, parks, and nearby 
commercial areas (LU-9.1); 

�x Encourage all developers to install and maintain trails when new development occurs adjacent 
�W�R���D���G�H�V�L�J�Q�D�W�H�G���W�U�D�L�O���O�R�F�D�W�L�R�Q�����8�V�H���W�K�H���&�L�W�\�¶�V���3�D�U�N�O�D�Q�G���'�H�G�L�F�D�W�L�R�Q���2�U�G�L�Q�D�Q�F�H���D�Q�G���3�D�U�N���,�P�S�D�F�W��
Ordinance to have residential developers build trails when new residential development occurs 
adjacent to a designated trail location, consistent with other parkland priorities. Encourage 
developers or property owners to enter into formal agreements with the City to maintain trails 
adjacent to their properties (PR-8.5). 

CEQA Transportation An alysis Scope  

The CEQA transportation analysis for the project consists of a project-level VMT impact analysis using 
�W�K�H���&�L�W�\�¶�V���9�0�7���W�R�R�O���D�Q�G���D���F�X�P�X�O�D�W�L�Y�H���L�P�S�D�F�W���D�Q�D�O�\�V�L�V���W�K�D�W���G�H�P�R�Q�V�W�U�D�W�H�V���W�K�H���S�U�R�M�H�F�W�¶�V���F�R�Q�V�L�V�W�H�Q�F�\���Z�L�W�K��
the Envision San Jose 2040 General Plan. 
 
�7�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���7�U�D�Q�V�S�R�U�W�D�W�L�R�Q���$�Q�D�O�\�V�L�V���3�R�O�L�F�\���H�V�W�D�E�O�L�V�K�H�V���S�U�R�F�H�G�X�U�H�V���I�R�U���G�H�W�H�U�P�L�Q�L�Q�J���S�U�R�M�H�F�W��
�L�P�S�D�F�W�V���R�Q���9�0�7���E�D�V�H�G���R�Q���S�U�R�M�H�F�W���G�H�V�F�U�L�S�W�L�R�Q�����F�K�D�U�D�F�W�H�U�L�V�W�L�F�V�����D�Q�G���R�U���O�R�F�D�W�L�R�Q�����7�K�H���&�L�W�\�¶�V���9�0�7��
methodology also includes screening criteria that are used to identify types, characteristics, and/or 
locations of projects that would not exceed the CEQA thresholds of significance. If a project meets the 
screening criteria, it is then presumed that the project would result in a less-than-significant VMT impact 
and a VMT analysis is not required. Since the proposed project �F�R�Q�V�L�V�W�V���R�I���P�R�U�H���W�K�D�Q���W�K�H���&�L�W�\�¶�V���V�P�D�O�O��
infill project screening criteria of 25 multi-family units, a CEQA-level transportation analysis that 
�H�Y�D�O�X�D�W�H�V���W�K�H���S�U�R�M�H�F�W�¶�V���H�I�I�H�F�W�V���R�Q���9�0�7���L�V���U�H�T�X�L�U�H�G��and is presented in Chapter 3. 
 
To determine whether a project would result in CEQA transportation impacts related to VMT, the City 
has developed the San Jose VMT Evaluation Tool to streamline the analysis for development projects. 
�7�K�H���&�L�W�\�¶�V���9�0�7���W�R�R�O���Z�D�V���X�V�H�G���W�R���H�V�W�L�P�D�W�H���9�0�7���I�R�U���W�K�H���U�H�V�L�G�H�Q�W�L�D�O���X�V�H���S�U�R�S�R�V�H�G���E�\���W�K�H���S�U�R�M�H�F�W���� 

Local Transportation Analysis Scope  

A local transportation analysis (LTA) supplements the CEQA VMT analysis and identifies transportation 
and traffic operational issues that may arise due to a development project. The LTA includes an 
evaluation of the effects of the project on transportation, access, circulation, and related safety 
elements in the proximate area of the project.  
 
The LTA includes the evaluation of weekday AM and PM peak hour operations at a limited number of 
intersections for the purpose of identifying operational issues (queuing, signal operations, and potential 
multi-modal issues) at intersections in the general vicinity of the project site. The LTA is required per 
the City of San Jose Transportation Policy, however, the operational deficiencies identified as part of 
the LTA are not considered impacts per CEQA guidelines. 
 
Traffic conditions at the study intersections were analyzed for both the weekday AM and PM peak 
hours of adjacent street traffic. The AM peak hour typically occurs between 7:00 AM and 9:00 AM and 
the PM peak hour typically occurs between 4:00 PM and 6:00 PM on a regular weekday. These are the 
peak commute hours during which most weekday traffic congestion occurs on the roadways in the 
study area. 
 
Intersection operations conditions were evaluated for the following scenarios: 

�x Existi ng Conditions . Existing AM and PM peak hour traffic volumes at all signalized study 
intersections were obtained from the City of San Jose. For intersections where count data was 
more than two years old, a compounded growth factor of 1% per year was applied. At 
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intersections where count data was not available, new counts were conducted and adjusted 
utilising count data at adjacent intersections where historical count data was available. The new 
turning movement counts were then compared to existing counts and factored to represent pre-
COVID traffic volumes.  

�x Background Conditions.  Background traffic volumes were estimated by adding to existing 
peak hour volumes the projected volumes from approved but not yet completed developments. 
The approved project traffic was provided by the City of San Jose in the form of the Approved 
Trips Inventory (ATI). 

�x Background Plus Project Conditions . Background plus project conditions reflect projected 
traffic volumes on the planned roadway network with completion of the project and approved 
developments. Background traffic volumes with the project were estimated by adding to 
background traffic volumes the additional traffic generated by the project. 

The LTA also includes a vehicle queuing analysis, an evaluation of potential project impacts on bicycle, 
pedestrian, and transit facilities, and a review of site access, on-site circulation, and parking demand. 

Report Organization  

The remainder of this report is divided into four chapters. Chapter 2 describes existing transportation 
system including the existing roadway network, transit service, bicycle and pedestrian facilities. Chapter 
3 describes the CEQA transportation analysis, including VMT analysis methodology, baseline and 
potential project VMT impacts, and potential cumulative transportation impacts. Chapter 4 describes the 
LTA including the method by which project traffic is estimated, intersection operations analysis 
methodology, any adverse intersection traffic effects caused by the project, signal warrant analysis, 
intersection vehicle queuing analysis, a discussion on neighborhood interface, a site access and on-site 
circulation review, parking, and effects on bicycle, pedestrian, and transit facilities. Chapter 5 presents 
the conclusions of the transportation analysis. 
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2.  
Existing Transportation Setting  

This chapter describes the existing conditions of the transportation system within the study area of the 
project. It describes transportation facilities in the vicinity of the project site, including the roadway 
network, transit services, and pedestrian and bicycle facilities. 

Existing Roadway Network  

Regional access to the project site is provided via I-280 and SR-17. These facilities are described 
below. 

I-280 is an eight-lane freeway in the vicinity of the site. It extends northwest to San Francisco and east 
to King Road in San Jose, at which point it makes a transition into I-680 to Sacramento. North of I-880, 
I-280 has high occupancy vehicle (HOV) lanes in both directions. Access to northbound I-280 from the 
site and from southbound I-280 to the site is provided via ramps at Meridian Avenue. Access to 
southbound I-280 and from northbound I-280 to the site is provided via ramps at Southwest 
Expressway and Meridian Avenue. 

SR 17 is a six-lane freeway in the vicinity of the site. It extends from Santa Cruz to I-880 in San Jose, at 
which point it makes a transition to I-880 to Oakland. Access to the site is provided via its interchange 
with Hamilton Avenue and I-280. 

Local access to the site is provided by Southwest Expressway, Meridian Avenue, Fruitdale Avenue, 
Curci Drive, and St. Elizabeth Drive. These roadways are described below. 

Southwest Expressway  is a divided four-lane north-south roadway in the vicinity of the project site. It 
extends from I-280 in the north to Bascom Avenue in the south. In the project vicinity, Southwest 
Expressway has a posted speed limit of 40 mph. The VTA LRT Green Line runs parallel and along the 
west side of Southwest Expressway between I-280 and Hamilton Avenue. Access to the project site 
from Southwest Expressway is provided via Fruitdale Avenue and Stokes Street. 

Meridian Avenue  is a four-to-five lane north-south roadway in the vicinity of the project site. South of 
Fruitdale Avenue, Meridian Avenue is two lanes in each direction with a two-way left-turn median. 
Meridian Avenue extends from Park Avenue in the north to Camden Avenue in the south, where it 
becomes Leyland Park Drive. In the project vicinity, Meridian Avenue has a posted speed limit of 35 
mph. Access to the project site from Meridian Avenue is provided via Fruitdale Avenue and Curci Drive. 
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Fruitdale Avenue  is a divided four-lane east-west roadway in the vicinity of the project site. It extends 
from its terminus at the Los Gatos Creek in the east to Bascom Avenue in the west, where it becomes 
Enborg Lane. In the project vicinity, Fruitdale Avenue has a posted speed limit of 35 mph. Access to the 
project site from Fruitdale Avenue is provided via St. Elizabeth Drive. 

Curci Drive is a two-lane east-west roadway that connects Meridian Avenue to St. Elizabeth Avenue. 
In the project vicinity, Curci Drive has sidewalks and on-street parking on both sides of the street. Curci 
Drive has a posted speed limit of 25 mph. Access to the project site from Curci Drive is provided via St. 
Elizabeth Drive. 

St. Elizabeth Drive is a two-lane north-south roadway in the vicinity of the project site. It extends from 
its northern terminus at Fruitdale Avenue to several hundred feet south of the project site, where it 
becomes Stokes Street. In the project vicinity, St. Elizabeth Drive has sidewalks and on-street parking 
on both sides of the street. �6�W�����(�O�L�]�D�E�H�W�K���'�U�L�Y�H���L�V���D���G�H�V�L�J�Q�D�W�H�G���E�L�N�H���U�R�X�W�H���D�Q�G���K�D�V���³�V�K�D�U�U�R�Z�´���S�D�Y�H�P�H�Q�W��
markings throughout. Along the project frontage, St. Elizabeth Drive has a posted speed limit of 30 
mph. Access to the project site from St. Elizabeth Drive is provided via a full access driveway and an 
exit only driveway. 

Existing Pedestrian, Bicycle and Transit Facilities  

San Jose desires to provide a safe, efficient, fiscally, economically, and environmentally-sensitive 
transportation system that balances the need of bicyclists, pedestrians, and public transit riders with 
those of automobiles and trucks. The existing bicycle, pedestrian, and transit facilities in the study area 
are described below. 

Existing Pedestrian Facilities  

Pedestrian facilities in the study area consist of sidewalks along all the surrounding streets, including 
the project frontage along St. Elizabeth Drive. Crosswalks and pedestrian signal heads are present 
along the following legs at study intersections: 

�x North, east, and south legs of the Southwest Expressway/Fruitdale Avenue intersection 
�x West and south legs of the St. Elizabeth Drive/Fruitdale Avenue intersection 
�x West, south, and east legs of the Meridian Avenue/Fruitdale Avenue intersection 
�x West and south legs of the Meridian Avenue/Curci Drive intersection 
�x All legs of the Leigh Avenue/Stokes Street intersection 

 
Additionally, crosswalks are provided at the east and south legs of the St. Elizabeth Drive/Curci Drive 
intersection. ADA-compliant curb ramps are located at most intersections within the project vicinity, with 
the exception of the southwest and northwest corners of the McKinley Avenue and St. Elizabeth Street 
intersection as well as the northwest corner of the Curci Drive and St. Elizabeth intersection. 
 
Pedestrian generators in the project vicinity include commercial areas and Light-rail stations or bus 
stops along Southwest Expressway between Fruitdale Avenue and Stokes Street and Meridian Avenue 
between Fruitdale and Willow Street. Continuous sidewalks along St. Elizabeth Drive, Stokes Street, 
and Curci Drive are provided between the project site and Southwest Expressway and Meridian 
Avenue. A trailhead located along the east side of St. Elizabeth Drive just south of the project site 
provides access to the Los Gatos Creek Trail (discussed further below. The project site also is within 
the service boundary of Blackford Elementary School, which is located on Leigh Avenue approximately 
½-mile walking distance from the project site. However, as noted above, there are continuous 
sidewalks along St. Elizabeth Street/Stokes Street and Leigh Avenue between the project site and the 
school.  
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Existing Bicycle Facilities  

There are several bicycle facilities in the vicinity of the project site. The existing bicycle facilities are 
shown in Figure 3. 

Class II Bikeway (Bike Lane) . Class II bikeways are striped bike lanes on roadways that are marked 
by signage and pavement markings. Within the vicinity of the project site, striped bike lanes are present 
on the following roadway segments. 

�x Southwest Expressway, south of Fruitdale Avenue 
�x Fruitdale Avenue, between Bascom Avenue and Southwest Expressway 
�x Bascom Avenue, between Fruitdale Avenue and Hamilton Avenue 

 
Class III Bikeway (Bike Route) . Class III bikeways are bike routes and only have signs to help guide 
bicyclists on recommended routes to certain locations. In the vicinity of the project site, the following 
roadway segments are designated as bike routes. 

�x St. Elizabeth Avenue, in its entirety 
�x Stokes Street, east of Spruance Street 

Los Gatos Creek  Trail  

The Los Gatos Creek multi-use trail system runs through the Cites of San Jose and Campbell, and the 
Town of Los Gatos along the Los Gatos Creek and is shared between pedestrians and bicyclists and 
separated from motor vehicle traffic. The Los Gatos Creek trail is a 9.7-mile continuous Class I bikeway 
from Meridian Avenue in the north to the Lexington Reservoir County Park in the south. This trail 
system can be accessed via a trailhead on St. Elizabeth Drive, approximately 250 feet south of the 
project site. 

Existing Transit Service  

Existing transit services in the study area are provided by the Valley Transportation Authority VTA. The 
closest bus stops serviced by the VTA are located along Meridian Avenue at Curci Drive, approximately 
1,500 feet walking distance from the project site. The project site is located less than ½ -mile from the 
Fruitdale Light Rail Station. Figure 4 shows the existing transit services. 

Bus Service  

The project area is served by two bus lines, Frequent Route 25 and Local Route 64B. The bus lines 
that operate along Meridian Avenue in the project vicinity are listed in Table 1, including their route 
descriptions and commute hour headways.  

Table 1  
Existing Bus Service Near the Project Site  
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VTA Light Rail Transit (LRT) Service  

The VTA currently operates the 42.2-mile VTA light rail line system extending from south San 
Jose/Campbell through downtown to the northern areas of San Jose, Santa Clara, Milpitas, Mountain View 
and Sunnyvale. The nearest LRT station is the Fruitdale Station, approximately 1/2-mile from the project 
site, which is serviced by the Green Line. The Green Line operates between the Old Ironsides Station in 
Santa Clara and Downtown Campbell on 20-minute headways from 5:44 AM �± 12:05 AM on weekdays.  
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3.  
CEQA Transportation Analysis   

This chapter describes the CEQA transportation analysis, including the VMT analysis methodology and 
significance criteria, potential project impacts on VMT, mitigation measures recommended to reduce 
significant impacts, and an evaluation of consistency wit�K���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���*�H�Q�H�U�D�O���3�O�D�Q���� 

CEQA Transportation Analysis Screening Criteria  

The City of San Jose Transportation Analysis Handbook identifies screening criteria that determine 
whether a CEQA transportation analysis would be required for development projects. The criteria are 
�E�D�V�H�G���R�Q���W�K�H���W�\�S�H���R�I���S�U�R�M�H�F�W�����F�K�D�U�D�F�W�H�U�L�V�W�L�F�V�����D�Q�G���R�U���O�R�F�D�W�L�R�Q�����,�I���D���S�U�R�M�H�F�W���P�H�H�W�V���W�K�H���&�L�W�\�¶�V���V�F�U�H�H�Q�L�Q�J��
criteria, it is presumed that the project would result in a less-than-significant transportation impact and a 
detailed VMT analysis is not required. The type of development projects that may meet the screening 
criteria include the following:  
 
(1) small infill projects  
(2) local-serving retail 
(3) local-serving public facilities 
(4) projects located in Planned Growth Areas with low VMT and High-Quality Transit 
(5) deed-restricted affordable housing located in Planned Growth Areas with High-Quality Transit 

Table 2 summarizes the screening criteria for each type of development project as identified in the City 
of San Jose Transportation Analysis Handbook.  

Evaluation of Screening Criteria  

A CEQA-�O�H�Y�H�O���W�U�D�Q�V�S�R�U�W�D�W�L�R�Q���D�Q�D�O�\�V�L�V���W�K�D�W���H�Y�D�O�X�D�W�H�V���W�K�H���S�U�R�M�H�F�W�¶�V���H�I�I�H�F�W�V���R�Q���9�0�7���L�V���U�H�T�X�L�U�H�G for the 
proposed project since its proposed 306 multi-�I�D�P�L�O�\���X�Q�L�W�V���H�[�F�H�H�G�V���W�K�H���&�L�W�\�¶�V���V�P�D�O�O���L�Q�I�L�O�O���S�U�R�M�H�F�W��
screening criteria of 25 multi-family units.  

VMT Evaluation  Methodology  and Criteria  

Per Council Policy 5-1, the effects of the proposed project on VMT was evaluated using the 
�P�H�W�K�R�G�R�O�R�J�\���R�X�W�O�L�Q�H�G���L�Q���W�K�H���&�L�W�\�¶�V��Transportation Analysis Handbook. The City of San Jose defines 
VMT as the total miles of travel by personal motorized vehicles a project is expected to generate in a 
day. VMT is calculated using the Origin-Destination VMT method, which measures the full distance of 
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Table 2  
CEQA VMT Analysis Screening Criteria for Development Projects  
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personal motorized vehicle-trips with one end within the project. �$���S�U�R�M�H�F�W�¶�V���9�0�7���L�V���F�R�P�S�D�U�H�G���W�R��
established thresholds of significance based on the project location and type of development.  

Typically, development projects that are farther from other, complementary land uses (such as a 
business park far from housing) and in areas without transit or active transportation infrastructure (bike 
lanes, sidewalks, etc.) generate more driving than development near complementary land uses with 
more robust transportation options. Therefore, developments located in a central business district with 
high density and diversity of complementary land uses and frequent transit services are expected to 
internalize trips and generate shorter and fewer vehicle trips than developments located in a suburban 
area with low density of residential developments and no transit serve in the project vicinity. 

�:�K�H�Q���D�V�V�H�V�V�L�Q�J���D���U�H�V�L�G�H�Q�W�L�D�O���S�U�R�M�H�F�W�����W�K�H���S�U�R�M�H�F�W�¶�V���9�0�7���L�V���G�L�Y�L�G�Hd by the number of residents expected 
to occupy the project to determine the VMT per capita. When assessing an office or industrial project, 
�W�K�H���S�U�R�M�H�F�W�¶�V���9�0�7���L�V���G�L�Y�L�G�H�G���E�\���W�K�H���Q�X�P�E�H�U���R�I���H�P�S�O�R�\�H�H�V�� 

VMT Evaluation Tool  

To determine whether a project would result in CEQA transportation impacts related to VMT, the City 
has developed the San Jose VMT Evaluation Tool to streamline the analysis for development projects. 
�%�D�V�H�G���R�Q���W�K�H���D�V�V�H�V�V�R�U�¶�V���S�D�U�F�H�O���Q�X�P�E�H�U�����$�3�1�����R�I���D���S�U�R�M�H�F�W�����W�K�H��VMT evaluation tool identifies the 
existing average VMT per capita and employee for the project area. Based on the project location, type 
of development, project description, and proposed trip reduction measures, the VMT evaluation tool 
calculates the project VMT.  

Projects located in areas where the existing VMT is greater than the established threshold are referred 
�W�R���D�V���E�H�L�Q�J���L�Q���³�K�L�J�K-�9�0�7���D�U�H�D�V�´�����3�U�R�M�H�F�W�V���L�Q���K�L�J�K-VMT areas are required to include a set of VMT 
reduction measures that would reduce the project VMT to the greatest extent possible. The VMT 
Evaluation tool evaluates a list of selected VMT reduction measures that can be applied to a project to 
reduce the project VMT. There are four strategy tiers whose effects on VMT can be calculated with the 
VMT Evaluation tool:  

1. Project characteristics (e.g. density, diversity of uses, design, and affordability of housing) that 
encourage walking, biking and transit uses. 

2. Multimodal network improvements that increase accessibility for transit users, bicyclists, and 
pedestrians, 

3. Parking measures that discourage personal motorized vehicle-trips, and  
4. Transportation demand management (TDM) measures that provide incentives and services to 

encourage alternatives to personal motorized vehicle-trips. 
 
The first three strategies �± land use characteristics, multimodal network improvements, and parking �± 
are physical design strategies that can be incorporated into the project design. TDM includes 
programmatic measures that aim to reduce VMT by decreasing personal motorized vehicle mode share 
and by encouraging more walking, biking, and riding transit. TDM measures should be enforced 
�W�K�U�R�X�J�K���D�Q�Q�X�D�O���W�U�L�S���P�R�Q�L�W�R�U�L�Q�J���W�R���D�V�V�H�V�V���W�K�H���S�U�R�M�H�F�W�¶�V���V�W�D�W�X�V���L�Q���P�H�H�W�L�Q�J���W�K�H���9�0�7���U�H�G�X�F�W�L�R�Q���J�R�D�O�V�� 

Baseline VMT Estimates  

The thresholds of significance for residential and employment development projects, as established in 
the Transportation Analysis Policy, are based on the existing citywide average VMT level for residential 
uses and the existing regional average VMT level for employment uses. Figures 5 and 6 show the 
current VMT levels estimated by the City for residents and workers, respectively.  
 





1050 St. Elizabeth Drive

Figure 6
VMT per Employee Heat Map in San Jose
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Areas are color-coded based on the level of existing VMT: 

�x Green-�I�L�O�O�H�G���D�U�H�D�V���D�U�H���S�D�U�F�H�O�V���Z�L�W�K���H�[�L�V�W�L�Q�J���9�0�7���O�H�V�V���W�K�D�Q���W�K�H���&�L�W�\�¶�V���U�H�V�L�G�H�Q�W�L�D�O���D�Q�G���H�P�S�O�R�\�H�H��
thresholds of 10.12 VMT per capita and 12.21 per employee. The thresholds are calculated by 
subtracting 15 percent from the citywide average of 11.91 VMT per capita and regional average 
of 14.37 per employee. 

�x Yellow-filled areas are parcels with existing VMT between the residential and employee 
thresholds and the city-wide average of 11.91 VMT per capita and regional average 14.37 VMT 
per employee. 

�x Orange-filled areas are parcels with existing VMT greater than the residential and employee 
�W�K�U�H�V�K�R�O�G�V�����+�R�Z�H�Y�H�U�����D���S�U�R�M�H�F�W�¶�V���9�0�7���L�P�S�D�F�W���P�D�\���E�H���P�L�W�L�J�D�W�H�G���E�\���L�P�S�O�H�P�H�Q�W�L�Q�J���9�0�7-reducing 
measures. 

�x Red-filled areas are parcels with existing VMT greater than the residential and employee 
threshold. Implementing VMT-�U�H�G�X�F�L�Q�J���P�H�D�V�X�U�H�V���Z�L�O�O���Q�R�W���E�H���V�X�I�I�L�F�L�H�Q�W���W�R���U�H�G�X�F�H���D���S�U�R�M�H�F�W�¶�V���9�0�7��
to less than the threshold of significance. 

Average per-capita and per-employee VMT for all the existing developments within ½ mile buffer of 
each parcel in the City serves as the baseline from which a project is evaluated. Figure 7 shows the 
current VMT levels estimated by the City for residents in the immediate project area. 

Thresholds of Significance  

If a project is found to have a significant impact on VMT, the impact must be reduced by modifying the 
project to reduce its VMT to an acceptable level (below the established thresholds of significance 
applicable to the project) and/or mitigating the impact through multimodal transportation improvements 
or establishing a Trip Cap. Table 3 shows the VMT thresholds of significance for development projects, 
as established in the Transportation Analysis Policy.  

The proposed project consists of multi-family residential units. The applicable impact criteria for the 
project are as follows: 

�x Projects that include residential uses are said to create a significant adverse impact when the 
estimated project-generated VMT exceeds the existing citywide average VMT per capita minus 
15 percent or existing regional average VMT per capita minus 15 percent, whichever is lower. 
Currently, the reported citywide average is 11.91 VMT per capita, which is less than the regional 
average. This equates to a significant impact threshold of 10.12 VMT per capita.  

Projects that trigger a VMT impact can assess a variety of the four strategies described above to 
reduce impacts. A significant impact is said to be satisfactorily mitigated when the strategies and VMT 
reductions implemented render the VMT impact less than significant. 

VMT Analysis  

Figure 8 �S�U�H�V�H�Q�W�V���D���V�X�P�P�D�U�\���R�I���W�K�H���9�0�7���H�Y�D�O�X�D�W�L�R�Q���J�H�Q�H�U�D�W�H�G���E�\���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���9�0�7��
Evaluation Tool for the proposed residential development.  

VMT of Existing Land Uses  

The results of the VMT analysis using the VMT Evaluation Tool indicate that the existing VMT for 
residential uses in the project vicinity is 10.12 per capita. As shown in Table 3, the current citywide 
average VMT for residential uses is 11.91 per capita. Therefore, the existing VMT levels of residential 
uses in the project vicinity are currently less than the citywide average VMT levels. Appendix A 
presents the VMT Evaluation Tool summary report for the project. 
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Figure 7
VMT per Capita in Project Area Heat Map

Detail A

Half-mile Radius 
   Around Site

Site Location

Detail A

Half-mile Radius 
   Around Site

Site Location



1050 St. Elizabeth Drive

Figure 8
VMT Evaluation Summary
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Table 3       
CEQA VMT Analysis Significant Impact Criteria for Development Projects  

  

Project -Level VMT Impact Analysis  

�7�K�H���&�L�W�\�¶�V���7�U�D�Q�V�S�R�U�W�D�W�L�R�Q���3�R�O�L�F�\���L�G�H�Q�W�L�I�L�H�V���D�Q���L�P�S�D�F�W���W�K�U�H�V�K�R�O�G���R�I�����������E�H�O�R�Z���W�K�H��citywide average per-
capita VMT of 11.91. Thus, the proposed project would result in a significant impact if it results in a 
project VMT of 10.12 VMT per capita. 

�7�K�H���U�H�V�X�O�W�V���R�I���W�K�H���9�0�7���H�Y�D�O�X�D�W�L�R�Q�����X�V�L�Q�J���W�K�H���&�L�W�\�¶�V���9�0�7���(�Y�D�O�X�D�W�L�R�Q���7�R�R�O�����L�Q�G�L�F�D�W�H���W�K�D�W���W�K�H���S�U�R�S�R�V�H�G��
project is projected to generate VMT per capita (9.89) that is below the established impact threshold. 
Therefore, the proposed project would not have an impact on the transportation system based on the 
�&�L�W�\�¶�V���9�0�7���L�P�S�D�F�W���F�U�L�W�H�U�L�D���� 

Cumulative (GP Consistency) Evaluation  

Projects must demonstrate consistency with the Envision San José 2040 General Plan to address 
�F�X�P�X�O�D�W�L�Y�H���L�P�S�D�F�W�V�����&�R�Q�V�L�V�W�H�Q�F�\���Z�L�W�K���W�K�H���&�L�W�\�¶�V���*�H�Q�H�U�D�O���3�O�D�Q���L�V���E�D�V�H�G���R�Q���W�K�H���S�U�R�M�H�F�W�¶�V���G�H�Q�V�L�W�\�����G�H�V�L�J�Q����
and conformance to the General Plan goals and policies. If a project is determined to be inconsistent 
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�Z�L�W�K���W�K�H���*�H�Q�H�U�D�O���3�O�D�Q�����D���F�X�P�X�O�D�W�L�Y�H���L�P�S�D�F�W���D�Q�D�O�\�V�L�V���L�V���U�H�T�X�L�U�H�G���S�H�U���W�K�H���&�L�W�\�¶�V��Transportation Analysis 
Handbook. 
 
The project site is located within an Urban Residential Area. Urban Residential developments can 
develop at a density of 30-95 dwelling units/acre. Based on the total lot area of 2.22 acres, the project 
is allowed to develop up to 211 units. The project, as proposed, would construct 206 multi-family 
residential units, which is between the allowable density described in the Envision San José 2040 
General Plan. The project is consistent with the General Plan goals and policies for the following 
reasons: 
 

�x The project would develop a medium density multi-family residential building 
�x The project is located within walking distance to a Planned Urban Village (Southwest 

Expressway) and would support commercial uses within the Urban Village 
�x The project would provide bicycle storage on the ground level near the entrance to encourage 

resident use of alternative transportation modes. 
�x The proposed project would increase the intensity of residential units 

 
Therefore, based on the project description, the proposed project would be consistent with the Envision 
San José 2040 General Plan. Thus, the project would be considered as part of the cumulative solution 
�W�R���P�H�H�W���W�K�H���*�H�Q�H�U�D�O���3�O�D�Q�¶�V���O�R�Q�J-range transportation goals and would result in a less-than-significant 
cumulative impact. 
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4.  
Local Transportation Analysis   

This chapter describes the local transportation analysis including the method by which project traffic is 
estimated, intersection operations analysis for existing, background, and background plus project 
scenarios, any adverse effects on study intersections caused by the project, intersection vehicle 
queuing analysis, site access and on-site circulation review, effects on bicycle, pedestrian, and transit 
facilities, and parking. 

The LTA supplements the CEQA VMT analysis and identifies transportation and traffic operational 
issues that may arise due to a development project. The LTA is required per the City of San Jose 
Transportation Policy, however, the determination of project impacts per CEQA requirements is based 
solely on the VMT analysis presented in the previous chapter. The LTA provides supplemental analysis 
for use by the City of San Jose in identifying potential improvement of the transportation system with a 
focus on improving multi-modal travel. 

Project Description  

The project, as proposed, would replace the existing vacated 28,223 square foot (sf) senior housing 
facility on-site with a seven-story apartment building with 206 multi-family residential units. The project 
proposes a total of 314 parking spaces in a three-level parking garage with one underground level and 
two above grade levels. The proposed project site will be accessed by a full access driveway and an 
exit-only driveway along St. Elizabeth Drive 

Project Trip Estimates  

The magnitude of traffic produced by a new development and the locations where that traffic would 
appear are estimated using a three-step process: (1) trip generation, (2) trip distribution, and (3) trip 
assignment. In determining project trip generation, the magnitude of traffic entering and exiting the site 
is estimated for the AM and PM peak hours. As part of the project trip distribution, the directions to and 
from which the project trips would travel are estimated. In the project trip assignment, the project trips 
are assigned to specific streets and intersections. These procedures are described below. 
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Trip Generation  

Proposed Project Trips  

Through empirical research, data have been collected that indicate the amount of traffic that can be 
expected to be generated by common land uses. Project trip generation was estimated by applying to 
the size and uses of the development the appropriate trip generation rates. The average trip generation 
rates for Multi-Family Housing �± Mid Rise (Land Use 221) as published in the Institute of Transportation 
Engineers (ITE) Trip Generation Manual, 11th Edition (2021) were applied to the proposed number of 
residential units. Based on the trip generation rates and the project size, it is estimated that, prior to any 
trip reductions, the proposed development would generate 935 daily trips with 80 trips (49 inbound and 
31 outbound) trip occurring during the AM peak-hour and 68 trips (42 inbound and 26 outbound) 
occurring during the PM peak-hour. 

Trip Reductions  

�,�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K���6�D�Q���-�R�V�H�¶�V��Transportation Analysis Handbook (April 2020�����6�H�F�W�L�R�Q�������������³�,�Q�W�H�U�V�H�F�W�L�R�Q��
�2�S�H�U�D�W�L�R�Q�V���$�Q�D�O�\�V�L�V�´�������W�K�H���S�U�R�M�H�F�W���L�V���H�O�L�J�L�E�O�H���I�R�U���D�G�Mustments and reductions from the baseline (gross) 
trip generation described above.  

Based on the 2020 San Jose guidelines, the project qualifies for a location-based adjustment. The 
location-�E�D�V�H�G���D�G�M�X�V�W�P�H�Q�W���U�H�I�O�H�F�W�V���W�K�H���S�U�R�M�H�F�W�¶�V���Y�H�K�L�F�O�H���P�R�G�H���V�K�D�U�H���E�D�V�H�G��on the place type in which 
�W�K�H���S�U�R�M�H�F�W���L�V���O�R�F�D�W�H�G���S�H�U���W�K�H���6�D�Q���-�R�V�H���7�U�D�Y�H�O���'�H�P�D�Q�G���0�R�G�H�O�����7�K�H���S�U�R�M�H�F�W�¶�V���S�O�D�F�H���W�\�S�H���Z�D�V���R�E�W�D�L�Q�H�G��
from the San Jose VMT Evaluation Tool. Based on the Tool, the project site is located within a 
suburban area with multi-family homes. Therefore, the baseline project trips were adjusted to reflect a 
suburban area with multi-family homes. Suburban with multi-family homes is characterized as an area 
with average accessibility, vacancy, and low single-family homes. Residential developments and retail 
uses within a suburban area with multi-family homes have a vehicle mode share of 88%. Thus, a 12% 
reduction was applied to the trips generated by the proposed project.  

Additionally, based on the San Jose VMT Evaluation Tool, the project is anticipated to generate 9.89 
VMT per-capita in an area that currently generates approximately 10.12 VMT per-capita. It is assumed 
that every percent reduction from the existing per-capita VMT is equivalent to one percent reduction in 
peak-hour vehicle trips. Thus, the project trip estimates were reduced by 2.3 percent to reflect the 
reduction in trips.  

Net Project Trips  

After applying the ITE trip rates and appropriate trip reductions it is estimated that the project would 
generate 804 daily vehicle trips, with 66 trips (15 inbound and 51 outbound) occurring during the AM 
peak hour and 68 trips (42 inbound and 26 outbound) occurring during the PM peak hour. The project 
trip generation estimates are presented in Table 4.   

Trip Distrib ution and Trip Assignment  

The trip distribution pattern for the project was developed based on existing travel patterns on the 
surrounding roadway system and the locations of complementary land uses. The peak-hour vehicle 
trips generated by the project were assigned to the roadway network in accordance with the trip 
distribution pattern. Figure 9 shows the trip distribution pattern, and Figure 10 shows the net trip 
assignment of project traffic on the local transportation network. 
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Table 4  
Project Trip Generation Estimates  
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Project Trip Distribution
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Project Trip Assignment
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Intersection Operations Methodology  

This section presents the methods used to evaluate traffic operations at the study intersections. It 
includes descriptions of the data requirements, the analysis methodologies, the applicable level of 
service standards, and the criteria defining adverse effects at the study intersections. 

The intersection operations analysis is intended to quantify the operations of intersections and to 
identify potential negative effects due to the addition of project traffic. However, a potential adverse 
effect on a study intersection is not considered a CEQA impact metric. 

Study Intersections  

The study includes an analysis of AM and PM peak-hour traffic conditions for five signalized 
intersections and one unsignalized intersection within the City of San Jose. Intersections were selected 
for study if the project is expected to add 10 vehicle trips per hour per lane to a signalized intersection 
that meets one of the following criteria as outlined in the Transportation Analysis Handbook.  

�x Within a ½-�P�L�O�H���E�X�I�I�H�U���I�U�R�P���W�K�H���S�U�R�M�H�F�W�¶�V��property line; 
�x Outside a ½-mile buffer but within a one-mile buffer from the project AND currently operating 

at D or worse; 
�x �'�H�V�L�J�Q�D�W�H�G���&�R�Q�J�H�V�W�L�R�Q���0�D�Q�D�J�H�P�H�Q�W���3�U�R�J�U�D�P�����&�0�3�����I�D�F�L�O�L�W�\���R�X�W�V�L�G�H���R�I���W�K�H���&�L�W�\�¶�V���,�Q�I�L�O�O 

Opportunity Zones;  
�x Outside the City limits with the potential to be affected by the project, per the transportation 

standards of the corresponding external jurisdiction; 
�x With the potential to be affected by the project, per engineering judgement of Public Works. 

Based on the above criteria, the following City of San Jose study intersections were selected: 
 

1. Southwest Expressway and Fruitdale Avenue 
2. St. Elizabeth Drive and Fruitdale Avenue 
3. Meridian Avenue Fruitdale Avenue 
4. Meridian Avenue and Curci Drive 
5. Stokes Street and Leigh Avenue 
6. St. Elizabeth Drive and Curci Drive (unsignalized) 

Data Requirements  

The data required for the analysis were obtained from new traffic counts, the City of San Jose, and field 
observations. The following data were collected from these sources: 

�x existing traffic volumes 
�x existing lane configurations 
�x signal timing and phasing 
�x approved and pending project trips 

Lane Configurations  

The existing lane configurations at the study intersections were determined by observations in the field 
and are shown on Figure 11. It is assumed in this analysis that the transportation network under 
background and background plus project conditions would be the same as the existing transportation 
network. 
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Intersection Lane Configuration
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Traffic Volumes  

Existing Conditions  

Existing peak hour traffic volumes at all signalized study intersections were obtained from the City of 
San Jose. For intersections where count data was more than two years old, a compounded growth 
factor of 1% per year was applied. At locations where count data was unavailable, counts were 
conducted at these locations and at adjacent intersections where count data is available. The new 
turning movement counts were then compared to existing counts and factored to represent pre-COVID 
traffic volumes. The existing peak-hour intersection volumes are shown on Figure 12. Intersection 
turning-movement counts conducted for this analysis are presented in Appendix B.  

Future Conditions  

Background peak hour traffic volumes were estimated by adding to existing volumes the estimated 
traffic from approved but not yet constructed developments. The added traffic from approved but not yet 
�F�R�Q�V�W�U�X�F�W�H�G���G�H�Y�H�O�R�S�P�H�Q�W�V���Z�D�V���R�E�W�D�L�Q�H�G���I�U�R�P���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���$�S�S�U�R�Y�H�G���7�U�L�S�V���,�Q�Y�H�Q�W�R�U�\�����$�7�,����
database. The background traffic scenario predicts a realistic traffic condition that would occur as 
approved development is built. Background traffic volumes are shown on Figure 13. Project trips were 
added to background traffic volumes to obtain background plus project traffic volumes (see Figure 14).  
 
The �&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V���$�S�S�U�R�Y�H�G���7�U�L�S�V���,�Q�Y�H�Q�W�R�U�\���O�L�V�W���L�V included in Appendix C.  

Level of Service Standards and Analysis Methodologies  

Traffic conditions at the study intersections were evaluated using level of service (LOS). Level of 
Service is a qualitative description of operating conditions ranging from LOS A, or free-flow conditions 
with little or no delay, to LOS F, or jammed conditions with excessive delays. The analysis methods are 
described below. 

Signalized Intersections  

Signalized study intersections were evaluated based on the 2000 Highway Capacity Manual (HCM) 
level of service methodology using the TRAFFIX software. This method evaluates signalized 
intersection operations on the basis of average control delay time for all vehicles at the intersection. 
TRAFFIX is also the CMP-designated intersection level of service methodology, thus, the City of San 
Jose employs the CMP default values for the analysis parameters. The correlation between average 
control delay and level of service at signalized intersections is shown in Table 5. 

Signalized study intersections are subject to the City of San Jose level of service standards. The City of 
San Jose has established LOS D as the minimum acceptable intersection operations standard for all 
signalized intersections unless superseded by an Area Development Policy.  

City of San Jose Definition of Adverse Intersection Operations Effects  

�$�F�F�R�U�G�L�Q�J���W�R���W�K�H���&�L�W�\���R�I���6�D�Q���-�R�V�H�¶�V��Transportation Analysis Handbook 2020, an adverse effect on 
intersection operations occurs if for either peak hour: 

1. The level of service at the intersection degrades from an acceptable level (LOS D or better) under 
background conditions to an unacceptable level under background plus project conditions, or  

2. The level of service at the intersection is an unacceptable level (LOS E or F) under background 
conditions and the addition of project trips cause both the critical-movement delay at the 
intersection to increase by four or more seconds and the volume-to-capacity ratio (V/C) to increase 
by one percent (.01) or more. 
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Existing Traffic Volumes
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Figure 13
Background Traffic Volumes
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Figure 14
Background Plus Project Traffic Volumes
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Table 5  
Signalized Intersection Level of Service Definitions Based on Control Delay  

 

The exception to this threshold is when the addition of project traffic reduces the amount of average 
control delay for critical movements, i.e., the change in average control delay for critical movements are 
negative. In this case, the threshold is when the project increases the critical v/c value by 0.01 or more. 

An adverse intersection operations effect by City of San Jose standards may be addressed by 
implementing measures that would restore intersection level of service to background conditions or 
better. The City recommends prioritizing improvements related to alternative transportation modes, 
parking measures, and/or TDM measures. 

Improvements that increase vehicle capacity are secondary and must not have unacceptable effects on 
existing or planned transportation facilities. Unacceptable effects on existing or planned transportation 
facilities include the following: 

�x Inconsistent with the General Plan Transportation Network and Street Typologies; 
�x Reduction of any physical dimension of a transportation facility below the minimum design 

standards per the San José Complete Streets Design Standards and Guidelines; OR 
�x Substantial deterioration in the quality of existing or planned transportation facilities, including 

pedestrian, bicycle, and transit systems and facilities, as determined by the Director of 
Transportation. 
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Intersection Operations Analysis Results  

The intersection level of service analysis is summarized in Table 6. 

Existing Intersection Operation Conditions  

Intersection levels of service were evaluated against applicable City of San Jose operations standards. 
The results of the level of service analysis show all study intersections currently operate at an 
acceptable LOS D or better during both the AM and PM peak hours, based on the City of San Jose 
intersection operations standard of LOS D. The level of service calculation sheets are included in 
Appendix D. 

Table 6  
Intersection Level of Service Results  

 

Future Int ersection Operation Conditions  

The operations analysis shows that all of the study intersections are projected to operate at acceptable 
levels of service, based on the City of San Jose intersection operations standard of LOS D, under 
background conditions and background plus project conditions during both the AM and PM peak hours. 
The intersection level of service calculation sheets are included in Appendix D.  

Signal Warrant Analysis  

The need for signalization of an unsignalized intersection is assessed based on the Peak Hour Volume 
Warrant (Warrant 3) described in the California Manual on Uniform Traffic Control Devices for Streets 
and Highways (CA MUTCD), Part 4, Highway Traffic Signals, 2014. This method makes no evaluation 
of intersection level of service, but simply provides an indication whether vehicular peak hour traffic 
volumes are, or would be, sufficient to justify installation of a traffic signal. Intersections that meet the 
peak hour warrant are subject to further analysis before determining that a traffic signal is necessary. 
Additional analysis may include unsignalized level of service analysis and/or operational analysis such 
as evaluating vehicle queuing and delay. Other options such as traffic control devices, signage, or 
geometric changes may be preferable based on existing field conditions. 

Peak-hour traffic signal warrant checks are conducted for unsignalized study intersections that meet the 
100 vehicles per hour threshold for minor streets. A peak-hour traffic signal warrant check was 
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conducted for the unsignalized intersection of St. Elizabeth Drive and Curci Drive. The results indicate 
that the projected traffic volumes at the intersection will not meet the signal warrant check under either 
peak hour under any scenario with or without the project. The traffic signal warrant calculations are 
included in Appendix E. 

Intersection Queuing Analysis  

The analysis of intersection operations was supplemented with a vehicle queuing analysis at 
intersections where the project would add a substantial number of trips to left-turn movements. The 
queuing analysis is presented for informational purposes only, since the City of San Jose has not 
defined a policy related to queuing. Vehicle queues were estimated using a Poisson probability 
distrib�X�W�L�R�Q�����Z�K�L�F�K���H�V�W�L�P�D�W�H�V���W�K�H���S�U�R�E�D�E�L�O�L�W�\���R�I���³�Q�´���Y�H�K�L�F�O�H�V���I�R�U���D���Y�H�K�L�F�O�H���P�R�Y�H�P�H�Q�W���X�V�L�Q�J���W�K�H���I�R�O�O�R�Z�L�Q�J��
formula: 

         P (x=n) =  �On e �± (�O�� 
                              n! 

Where:  
 
�3�����[� �Q����� ���S�U�R�E�D�E�L�O�L�W�\���R�I���³�Q�´���Y�H�K�L�F�O�H�V���L�Q���T�X�H�X�H���S�H�U���O�D�Q�H 
n = number of vehicles in the queue per lane 
�O��� ��average # of vehicles in the queue per lane (vehicles per hr per lane/signal cycles per hr) 

The basis of the analysis is as follows: (1) the Poisson probability distribution is used to estimate the 
95th percentile maximum number of queued vehicles for a particular left-turn movement; (2) the 
estimated maximum number of vehicles in the queue is translated into a queue length, assuming 25 
feet per vehicle; and (3) the estimated maximum queue length is compared to the existing or planned 
available storage capacity for the left-turn movement. This analysis thus provides a basis for estimating 
future turn pocket storage requirements at intersections. 

For signalized intersections, the 95th percentile queue length value indicates that during the peak hour, 
a queue of this length or less would occur on 95 percent of the signal cycles, or, a queue length larger 
than the 95th percentile queue would only occur on 5 percent of the signal cycles (about 3 cycles during 
the peak hour for a signal with a 60-second cycle length). Thus, turn pocket storage designs based on 
the 95th percentile queue length would ensure that storage space would be exceeded only 5 percent of 
the time for a signalized movement. Vehicle queuing at unsignalized intersections are evaluated based 
on the delay experienced at the specific study turn movement. The operations analysis is based on 
vehicle queuing for high-demand movements at intersections (see Table 7). 

The proposed project would add a substantial number of trips (10 or more) to left-turn or right-turn 
movements at five intersections. As shown in Table 7, the queues at high-demand movements will be 
served by the existing queue storage space at most study intersections under existing, background 
conditions, and background plus project conditions. Locations where the vehicular queues would be 
deficient are discussed below.  

Meridian Avenue & Fruitdale Avenue  

Under all scenarios, the Meridian Avenue & Fruitdale Avenue intersection was calculated to have 
insufficient storage for the eastbound left-turn movement during the AM peak hour. It should be noted 
that the left-turning movement has a greater demand than the eastbound through movement, which 
would likely result in left-turning vehicles blocking the through lane queue. Since the eastbound left-turn 
movement exceeds the storage capacity during the heaviest cycles under existing conditions, the City 
of San Jose should consider changing the lane geometry and switching the signal control to split 
phasing in the east-west direction.  
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Under background conditions, the project would not lengthen maximum eastbound left-turn queue. The 
applicant should discuss with the City of San Jose whether changes to lane geometry and signal 
control are needed.  
 
Table 7  
Queuing Analysis Summary  

 

Neighborhood Interface  

The project does not propose to alter the existing roadway network in the vicinity of the project site. 
Therefore, there are no anticipated changes to existing vehicular travel patterns or usage of roadways. 
St. Elizabeth Drive provides access to not only the residential land uses that line the street but also 
provides a connection between to major arterials (Southwest Expressway and Meridian Avenue). 
Therefore, cut-through or commercial traffic is present along the street. Therefore, the city requested 
that volume and speed data be collected and reviewed along St. Elizabeth Drive. 
 
For the evaluation, the existing and projected daily traffic volumes with the project along St. Elizabeth 
Drive were compared to acceptable volume thresholds for the roadway segment to determine if the 
projected change in traffic volume would be significant. Unlike the intersection level of service analysis 
methodology, which has established impact thresholds, the analyses contained in this section are 
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based on professional judgment in accordance with the standards and methods employed by the traffic 
engineering community. Several studies have been made regarding the indirect impacts of traffic on 
residential neighborhoods. The variables affecting these impacts include traffic volumes, type, or 
makeup, of traffic (i.e. passenger cars, trucks, motorcycles, emergency vehicles, etc.), traffic speed, 
perception of through traffic as a percentage of total traffic, adequacy of street alignment (i.e., 
horizontal and vertical curvature), accident experience, on-street parking, residential dwelling setbacks 
from the street, pedestrian traffic, and street pavement conditions (which would add to traffic noise as 
the pavement deteriorates). Other factors that may be a contributor to neighborhood nuisance levels 
include socio-economic status of the neighborhood, and expectations of the residents regarding traffic 
volumes; however, these are beyond the purview of CEQA and are provided here for informational 
purposes only. 

Existing Roadway Characteristics  

St. Elizabeth Drive is classified as a residential street given that it serves residential land uses and is 
narrow with parking on both sides of the street. General guidelines regarding threshold volumes 
pertaining to residential streets have been recommended within several studies and reference material 
including the Highway Capacity Manual (HCM). There is variation in these accepted threshold volumes, 
but in general, residential streets have the primary function of providing access to immediately adjacent 
land, with the secondary function of traffic movement. One lane of traffic in each direction is the 
standard for residential streets. A residential (or local) street is defined by the City of San Jose as being 
less than 60 feet wide (48 and 56 ft. right-of-way) and average daily traffic (ADT) volumes typically 
ranging from 50 to 3,000 vehicles. The posted speed limit for St. Elizabeth Drive, south of McKinley 
Avenue is 30 miles per hour (mph). North of McKinley Avenue, St. Elizabeth Drive has a posted speed 
limit of 25 mph.  

Roadway Volume and Speed  

The effects of project traffic on the St. Elizabeth Drive was evaluated based on field observations, the 
collection of traffic volume and speed data collected in November 2022, and projections of the 
additional project generated traffic. Volume and speed counts were conducted at two locations along 
St. Elizabeth Drive: one just south of McKinley Avenue and one just south of Arbor Park Drive. Table 8 
presents a summary of existing and projected traffic volumes and speed along St. Elizabeth Drive.  

St. Elizabeth Drive , between McKinley Avenue and Arbor Drive  

Twenty-four-hour tube counts indicate that St. Elizabeth Drive, between McKinley Avenue and Arbor 
Drive, currently carries approximately 1,732 daily vehicles. It is estimated that the proposed project will 
result in the addition of 644 daily trips, an increase of 37 percent, to this study roadway segment.  
 
Speed surveys conducted along St. Elizabeth Drive, between McKinley Avenue and Arbor Drive, 
indicate the 85th percentile speed along the roadway to be approximately 31 miles per hour (mph). The 
posted speed limit along the surveyed segment is 30 mph. Based on the collected data, the 85th 
percentile speeds along this study roadway segment exceed the posted speed limit by 1 mph.  

St. Elizabeth Drive , south of Arbor Drive  

Twenty-four-hour tube counts indicate that St. Elizabeth Drive, south of Arbor Drive, currently carries 
approximately 1,682 daily vehicles. It is estimated that the proposed project will result in the addition of 
161 daily trips, an increase of less than 10 percent, to this study segment.  
 
Speed surveys conducted along St. Elizabeth Drive, south of Arbor Drive, revealed the 85th percentile 
speed along the roadway to be approximately 28 miles per hour (mph). The posted speed limit along 
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the surveyed segment is 30 mph. Based on the collected data, the 85th percentile speed along this 
study roadway segment do not exceed the posted speed limit. 
 
Table 8  
St. Elizabeth  Drive Speed and Volume  Summary  

 

Recommendations  

Based on the characteristics of St. Elizabeth Drive, the traffic count data, and the estimated project 
traffic, the following conclusions can be drawn: 

�x The added project trips to each of the studied street segments constitute a 37 percent or less 
increase from the existing volumes.  

�x Based on the typical traffic volume ranges associated with local residential streets, as defined 
by the City of San Jose, St. Elizabeth Drive currently serves traffic volumes that are within the 
capacities associated with its street classification. 

�x Speeds along St. Elizabeth Drive do not exceed the posted speed by more than 5 mph. Speeds 
within 5 mph of the posted speed limits are considered reasonable. Therefore, based on the 
speed surveys, it can be concluded that there is not an obvious speeding issue along the study 
segments on St. Elizabeth Drive, and the posted speed limits are adequate. 

Site Access and On -Site Circulation  

The evaluation of site access and circulation is based on the March 2022 site plan prepared by DNA 
Design and Architecture. �6�L�W�H���D�F�F�H�V�V���Z�D�V���H�Y�D�O�X�D�W�H�G���W�R���G�H�W�H�U�P�L�Q�H���W�K�H���D�G�H�T�X�D�F�\���R�I���W�K�H���V�L�W�H�¶�V���D�F�F�H�V�V��
points with regard to the following: traffic volume, delays, vehicle queues, geometric design, and corner 
sight distance. On-site vehicular circulation was reviewed in accordance with generally accepted traffic 
engineering standards and transportation planning principles. The ground level site plan is shown on 
Figure 2. The above ground level 2 site plan is shown on Figure 15. The underground garage site plan 
is shown on Figure 16. 

Project Driveway Design  

Vehicular access to the underground parking garage would be provided via a full access driveway 
along St. Elizabeth Drive. The project also proposes an exit-only driveway along the southern boundary 
of the project site. According to the City of San Jose Department of Transportation (DOT) Geometric 
Design Guidelines, the minimum width for a driveway serving a multi-family development is 20 feet 
wide. 

The project site plan shows a full-access driveway measuring 26 feet wide along the northern boundary 
of the project site. The exit-only southern driveway is proposed to be 20-foot-wide. Both driveways 
�P�H�H�W���W�K�H���F�L�W�\�¶�V requirements for residential developments. 
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Figure 15
Level 2 Site Plan
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Figure 16
Basement Level Site Plan
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Sight Distance  

Adequate sight distance will be required at the project driveways along St. Elizabeth Drive. The project 
access point should be free and clear of any obstructions to provide adequate sight distance, thereby 
ensuring that exiting vehicles can see pedestrians on the sidewalk and other vehicles traveling on the 
street. Any landscaping and signage should be located in such a way to ensure an unobstructed view 
for drivers exiting the site.  
 
Adequate sight distance (sight distance triangles) should be provided at the project driveway in 
accordance with the American Association of State Highway Transportation Officials (AASHTO) 
standards. Sight distance triangles should be measured approximately 10 feet back from the traveled 
way. Providing the appropriate sight distance reduces the likelihood of a collision at a driveway or 
intersection and provides drivers with the ability to exit a driveway and locate sufficient gaps in traffic.   
 
The minimum acceptable sight distance is often considered the AASHTO stopping sight distance. Sight 
distance requirements vary depending on the roadway speeds. St. Elizabeth Drive has a posted speed 
limit of 30 mph. The AASHTO stopping sight distance is 250 feet (based on a design speed of 35 mph). 
Thus, a driver must be able to see 250 feet in both directions to locate a sufficient gap to turn out of the 
driveway. 
 
The site plan shows new street trees added along the project frontage on St. Elizabeth Drive. The trees 
should be maintained so that the vision of exiting drivers is not obstructed. Additionally, since on-street 
parking is permitted along St. Elizabeth Drive, red curb equal to one car length should be painted on 
both sides of each driveway to ensure exiting vehicles have proper sight distance of oncoming traffic. 
 
Aside from the proposed landscaping, both driveways are free of obstructions. The roadway north of 
the project driveways have no curvature and drivers can see several hundred feet to the north. South of 
the southern driveway, St. Elizabeth Drive has some roadway curvature. Exiting drivers have a clear 
line of sight of up to 260 feet south of the southern project driveway, which is adequate for a roadway 
design speed of 30 mph. Based on the results of the speed survey described earlier, vehicles traveling 
northbound along St. Elizabeth Drive, south of Arbor Park Drive, showed an 85th percentile speed of 
approximately 30 mph. Therefore, it can be concluded that the sight distance both project driveways 
are adequate. 
 
Recommendation:  The proposed landscaping along St. Elizabeth should be maintained so that the 
vision of exiting drivers is not obstructed 
 
Recommendation:  Red curb equal to a car length should be painted on both sides of project 
driveways 

Project Driveway Operations  

The estimated project trips at the project site driveway are shown on Figure 17. Based on the project 
trip generation and trip assignment, it is estimated that the project driveways accessing the project site 
will serve 15 inbound trips and 51 outbound trips during the AM peak hour and 42 inbound trips and 26 
outbound trips during the PM peak hour. In a worst-case scenario where all trips utilize the full-access 
driveway, the maximum number of inbound and outbound trips (42 and 51, respectively) equates to 
approximately one vehicle entering the site every 85 seconds and one vehicle exiting the site every 70 
seconds at the driveway. Therefore, it is unlikely any significant operational issues would occur due to 
vehicular queuing at the site driveways. The site plan shows two gates restricting access to resident 
parking areas. Although inbound queuing is not anticipated, these gates are located at least 100 feet 
from the project driveway, providing adequate space for four vehicles to queue in front of the gate.  



1050 St. Elizabeth Drive

Figure 17
Estimated Trips at Project Driveways
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